FEDERAL OPERATING PERMIT

A FEDERAL OPERATING PERMIT IS HEREBY ISSUED TO
Lyondell Chemical Company

AUTHORIZING THE OPERATION OF
Lyondell Chemical Company Bayport Choate Plant
Bayport Choate Plant
Industrial Organic Chemicals

LOCATED AT
Harris County, Texas
Latitude 29° 37’ 15” Longitude 95" 3’ 2”
Regulated Entity Number: RN102523107

This permit is issued in accordance with and subject to the Texas Clean Air Act (TCAA),
Chapter 382 of the Texas Health and Safety Code and Title 30 Texas Administrative Code
Chapter 122 (30 TAC Chapter 122), Federal Operating Permits. Under 30 TAC Chapter 122, this
permit constitutes the permit holder’s authority to operate the site and emission units listed in
this permit. Operations of the site and emission units listed in this permit are subject to all
additional rules or amended rules and orders of the Commission pursuant to the TCAA.

This permit does not relieve the permit holder from the responsibility of obtaining New Source
.Review authorization for new, modified, or existing facilities in accordance with
30 TAC Chapter 116, Control of Air Pollution by Permits for New Construction or Modification.

The site and emission units authorized by this permit shall be operated in accordance with
30 TAC Chapter 122, the general terms and conditions, special terms and conditions, and
attachments contained herein.

This permit shall expire five years from the date of issuance. The renewal requirements
specified in 30 TAC § 122.241 must be satisfied in order to renew the authorization to operate
the site and emission units.

Permit No: 01421 Issuance Date:

For the Commission
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General Terms and Conditions

The permit holder shall comply with all terms and conditions contained in 30 TAC § 122.143
(General Terms and Conditions), 30 TAC § 122.144 (Recordkeeping Terms and Conditions), 30
TAC § 122.145 (Reporting Terms and Conditions), and 30 TAC § 122.146 (Compliance
Certification Terms and Conditions).

In accordance with 30 TAC § 122.144(1), records of required monitoring data and support
information required by this permit, or any applicable requirement codified in this permit, are
required to be maintained for a period of five years from the date of the monitoring report,
sample, or application unless a longer data retention period is specified in an applicable
requirement. The five year record retention period supersedes any less stringent retention
requirement that may be specified in a condition of a permit identified in the New Source
Review Authorization attachment.

If the permit holder chooses to demonstrate that this permit is no longer required, a written
request to void this permit shall be submitted to the Texas Commission on Environmental
Quality (TCEQ) by the Responsible Official in accordance with 30 TAC § 122.161(e). The permit
holder shall comply with the permit’s requirements, including compliance certification and
deviation reporting, until notified by the TCEQ that this permit is voided.

The permit holder shall comply with 30 TAC Chapter 116 by obtaining a New Source Review
authorization prior to new construction or modification of emission units located in the area
covered by this permit.

All reports required by this permit must include in the submittal a cover letter which identifies
the following information: company name, TCEQ regulated entity number, air account number
(if assigned), site name, area name (if applicable), and Air Permits Division permit number(s).

Special Terms and Conditions:

Emission Limitations and Standards, Monitoring and Testing, and Recordkeeping
and Reporting

1. Permit holder shall comply with the following requirements:

A. Emission units (including groups and processes) in the Applicable Requirements
Summary attachment shall meet the limitations, standards, equipment
specifications, monitoring, recordkeeping, reporting, testing, and other
requirements listed in the Applicable Requirements Summary attachment to
assure compliance with the permit.

B. The textual description in the column titled “Textual Description” in the
Applicable Requirements Summary attachment is not enforceable and is not
deemed as a substitute for the actual regulatory language. The Textual
Description is provided for information purposes only.

C. A citation listed on the Applicable Requirements Summary attachment, which
has a notation [G] listed before it, shall include the referenced section and
subsection for all commission rules, or paragraphs for all federal and state
regulations and all subordinate paragraphs, subparagraphs and clauses,
subclauses, and items contained within the referenced citation as applicable
requirements.
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When a grouped citation, notated with a [G] in the Applicable Requirements
Summary, contains multiple compliance options, the permit holder must keep
records of when each compliance option was used.

Emission units subject to 40 CFR Part 63, Subpart FFFF as identified in the
attached Applicable Requirements Summary table are subject to 30 TAC Chapter
113, Subchapter C, §113.890 which incorporates the 40 CFR Part 63 Subpart by
reference.

Emission units subject to 40 CFR Part 63, Subpart H as identified in the attached
Applicable Requirements Summary table are subject to 30 TAC Chapter 113,
Subchapter C, §113.130 which incorporates the 40 CFR Part 63 Subpart by
reference.

Emission units subject to 40 CFR Part 63, Subpart ZZZZ as identified in the
attached Applicable Requirements Summary table are subject to 30 TAC Chapter
113, Subchapter C, §113.1090 which incorporates the 40 CFR Part 63 Subpart by
reference.

Emission units subject to 40 CFR Part 63, Subpart A as identified in the attached
Applicable Requirements Summary table are subject to 30 TAC Chapter 113,
Subchapter C, §113.100 which incorporates the 40 CFR Part 63 Subpart by
reference.

Emission units subject to 40 CFR Part 63, Subpart G as identified in the attached
Applicable Requirements Summary table are subject to 30 TAC Chapter 113,
Subchapter C, § 113.120 which incorporates the 40 CFR Part 63 Subpart by
reference.

Emission units subject to 40 CFR Part 63, Subpart DDDDD as identified in the
attached Applicable Requirements Summary table are subject to 30 TAC Chapter
113, Subchapter C, § 113.1130 which incorporates the 40 CFR Part 63 Subpart by
reference.

Emission units subject to 40 CFR Part 63, Subpart F as identified in the attached
Applicable Requirements Summary table are subject to 30 TAC Chapter 113,
Subchapter C, § 113.110 which incorporates the 40 CFR Part 63 Subpart by
reference.

For the purpose of generating emission reduction credits through
30 TAC Chapter 101, Subchapter H, Division 1 (Emission Credit Banking and
Trading), the permit holder shall comply with the following requirements:

(1) Title 30 TAC § 101.302 (relating to General Provisions)

(ii) Title 30 TAC § 101.303 (relating to Emission Reduction Credit Generation
Certification)

(iii) Title 30 TAC § 101.304 (relating to Mobile Emission Reduction Credit
Generation and Certification)

(iv) Title 30 TAC § 101.309 (relating to Emission Credit Banking and Trading)
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) The terms and conditions by which the emission limits are established to
generate the reduction credit are applicable requirements of this permit

The permit holder shall comply with the following 30 TAC Chapter 101,
Subchapter H, Division 3 (Mass Emission Cap and Trade Program) Requirements:

(1) Title 30 TAC § 101.352 (relating to General Provisions)

(ii) Title 30 TAC § 101.353 (relating to Allocation of Allowances)

(iii) Title 30 TAC § 101.354 (relating to Allowance Deductions)

(iv) Title 30 TAC § 101.356 (relating to Allowance Banking and Trading)

V) Title 30 TAC § 101.358 (relating to Emission Monitoring and Compliance
Demonstration)

(vi) Title 30 TAC § 101.359 (relating to Reporting)
(vii)  Title 30 TAC § 101.360 (relating to Level of Activity Certification)

(viii)  The terms and conditions by which the emission limits are established to
meet or exceed the cap are applicable requirements of this permit

The permit holder shall comply with the following 30 TAC Chapter 101,
Subchapter H, Division 6 (Highly Reactive Volatile Organic Compound Emissions
Cap and Trade Program) requirements:

(i) Title 30 TAC § 101.393 (relating to General Provisions)

(ii) Title 30 TAC § 101.394 (relating to Allocation of Allowances)

(iii) Title 30 TAC § 101.396 (relating to Allowance Deductions)

(iv) Title 30 TAC § 101.399 (relating to Allowance Banking and Trading)

) Title 30 TAC § 101.400 (relating to Reporting)

(vi) The terms and conditions by which the emission limits are established to
meet or exceed the cap are applicable requirements of this permit

The permit holder shall comply with the following sections of 30 TAC Chapter 101
(General Air Quality Rules):

A.

Title 30 TAC § 101.1 (relating to Definitions), insofar as the terms defined in this
section are used to define the terms used in other applicable requirements

Title 30 TAC § 101.3 (relating to Circumvention)

Title 30 TAC § 101.8 (relating to Sampling), if such action has been requested by
the TCEQ

Title 30 TAC § 101.9 (relating to Sampling Ports), if such action has been
requested by the TCEQ
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J.

Title 30 TAC § 101.10 (relating to Emissions Inventory Requirements)

Title 30 TAC § 101.201 (relating to Emission Event Reporting and Recordkeeping
Requirements)

Title 30 TAC § 101.211 (relating to Scheduled Maintenance, Start-up, and
Shutdown Reporting and Recordkeeping Requirements)

Title 30 TAC § 101.221 (relating to Operational Requirements)
Title 30 TAC § 101.222 (relating to Demonstrations)

Title 30 TAC § 101.223 (relating to Actions to Reduce Excessive Emissions)

Permit holder shall comply with the following requirements of 30 TAC Chapter 111:

A.

Visible emissions from stationary vents with a flow rate of less than 100,000
actual cubic feet per minute and constructed either before or after January 31,
1972 that are not listed in the Applicable Requirements Summary attachment for
30 TAC Chapter 111, Subchapter A, Division 1 , shall not exceed 20% opacity
averaged over a six minute period. The permit holder shall comply with the
following requirements for stationary vents at the site subject to this standard:

(1) Title 30 TAC § 111.111(a)(1)(B) (relating to Requirements for Specified
Sources)

(if) Title 30 TAC § 111.111(a)(1)(E)
(iii) Title 30 TAC § 111.111(a)(1)(F){), (ii), (iii), or (iv)

(iv) For emission units with vent emissions subject to 30 TAC
§ 111.111(a)(1)(B), complying with 30 TAC § 111.111(a)(1)(F)di), (iii), or
(iv), and capable of producing visible emissions from, but not limited to,
particulate matter, acid gases and NO,, the permit holder shall also
comply with the following periodic monitoring requirements for the
purpose of annual compliance certification under 30 TAC § 122.146.
These periodic monitoring requirements do not apply to vents that are
not capable of producing visible emissions such as vents that emit only
colorless VOCs; vents from non-fuming liquids; vents that provide
passive ventilation, such as plumbing vents; or vent emissions from any
other source that does not obstruct the transmission of light. Vents, as
specified in the “Applicable Requirements Summary” attachment, that are
subject to the emission limitation of 30 TAC § 111.111(a)(1)(B) are not
subject to the following periodic monitoring requirements:

1) An observation of stationary vents from emission units in
operation shall be conducted at least once during each calendar
quarter unless the emission unit is not operating for the entire
quarter.

(2) For stationary vents from a combustion source, if an alternative to
the normally fired fuel is fired for a period greater than or equal
to 24 consecutive hours, the permit holder shall conduct an
observation of the stationary vent for each such period to
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3)
4)

(5)

determine if visible emissions are present. If such period is
greater than 3 months, observations shall be conducted once
during each quarter. Supplementing the normally fired fuel with
natural gas or fuel gas to increase the net heating value to the
minimum required value does not constitute creation of an
alternative fuel.

Records of all observations shall be maintained.

Visible emissions observations of emission units operated during
daylight hours shall be conducted no earlier than one hour after
sunrise and no later than one hour before sunset. Visible
emissions observations of emission units operated only at night
must be made with additional lighting and the temporary
installation of contrasting backgrounds. Visible emissions
observations shall be made during times when the activities
described in 30 TAC § 111.111(a)(1)(E) are not taking place.
Visible emissions shall be determined with each stationary vent in
clear view of the observer. The observer shall be at least 15 feet,
but not more than 0.25 mile, away from each stationary vent
during the observation. For outdoor locations, the observer shall
select a position where the sun is not directly in the observer’s
eyes. When condensed water vapor is present within the plume,
as it emerges from the emissions outlet, observations must be
made beyond the point in the plume at which condensed water
vapor is no longer visible. When water vapor within the plume
condenses and becomes visible at a distance from the emissions
outlet, the observation shall be evaluated at the outlet prior to
condensation of water vapor. A certified opacity reader is not
required for visible emissions observations.

Compliance Certification:

(a) If visible emissions are not present during the observation,
the RO may certify that the source is in compliance with
the applicable opacity requirement in
30 TAC §111.111(a)(1) and (a)(1)(B).

(b) However, if visible emissions are present during the
observation, the permit holder shall either list this
occurrence as a deviation on the next deviation report as
required under 30 TAC § 122.145(2) or conduct the
appropriate opacity test specified in
30 TAC § 111.111(a)(1)(F) as soon as practicable, but no
later than 24 hours after observing visible emissions to
determine if the source is in compliance with the opacity
requirements. If an opacity test is performed and the
source is determined to be in compliance, the RO may
certify that the source is in compliance with the applicable
opacity requirement. However, if an opacity test is
performed and the source is determined to be out of
compliance, the permit holder shall list this occurrence as
a deviation on the next deviation report as required under
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30 TAC § 122.145(2). The opacity test must be performed
by a certified opacity reader.

(c) Some vents may be subject to multiple visible emission or
monitoring requirements. All credible data must be
considered when certifying compliance with this
requirement even if the observation or monitoring was
performed to demonstrate compliance with a different
requirement.

For visible emissions from a building, enclosed facility, or other structure; the
permit holder shall comply with the following requirements:

@

(ii)

(iii)

Title 30 TAC § 111.111(a)(7)(A) (relating to Requirements for Specified
Sources)

Title 30 TAC § 111.111(a)(7)(B)(i) or (ii)

For a building containing an air emission source, enclosed facility, or
other structure containing or associated with an air emission source
subject to 30 TAC § 111.111(a)(7)(A), complying with

30 TAC § 111.111(a)(7)(B)(d) or (ii), and capable of producing visible
emissions from, but not limited to, particulate matter, acid gases and
NO,, the permit holder shall also comply with the following periodic
monitoring requirements for the purpose of annual compliance
certification under 30 TAC § 122.146:

(1) An observation of visible emissions from a building containing an
air emission source, enclosed facility, or other structure
containing or associated with an air emission source which is
required to comply with 30 TAC § 111.111(a)(7)(A) shall be
conducted at least once during each calendar quarter unless the
air emission source or enclosed facility is not operating for the
entire quarter.

(2) Records of all observations shall be maintained.

(3) Visible emissions observations of air emission sources or
enclosed facilities operated during daylight hours shall be
conducted no earlier than one hour after sunrise and no later than
one hour before sunset. Visible emissions observations of air
emission sources or enclosed facilities operated only at night
must be made with additional lighting and the temporary
installation of contrasting backgrounds. Visible emissions shall
be determined with each emissions outlet in clear view of the
observer. The observer shall be at least 15 feet, but not more
than 0.25 mile, away from each emissions outlet during the
observation. For outdoor locations, the observer shall select a
position where the sun is not directly in the observer’s eyes.
When condensed water vapor is present within the plume, as it
emerges from the emissions outlet, observations must be made
beyond the point in the plume at which condensed water vapor is
no longer visible. When water vapor within the plume condenses
and becomes visible at a distance from the emissions outlet, the
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(4)

observation shall be evaluated at the outlet prior to condensation
of water vapor. A certified opacity reader is not required for
visible emissions observations.

Compliance Certification:

(@) If visible emissions are not present during the observation,
the RO may certify that the source is in compliance with
the applicable opacity requirement in
30 TAC §111.111(a)(7) and (a)(7)(A)

(b) However, if visible emissions are present during the
observation, the permit holder shall either list this
occurrence as a deviation on the next deviation report as
required under 30 TAC § 122.145(2) or conduct the
appropriate opacity test specified in
30 TAC §111.111(a)(7)(B) as soon as practicable, but no
later than 24 hours after observing visible emissions to
determine if the source is in compliance with the opacity
requirements. If an opacity test is performed and the
source is determined to be in compliance, the RO may
certify that the source is in compliance with the applicable
opacity requirement. However, if an opacity test is
performed and the source is determined to be out of
compliance, the permit holder shall list this occurrence as
a deviation on the next deviation report as required under
30 TAC § 122.145(2). The opacity test must be performed
by a certified opacity reader

For visible emissions from all other sources not specified in
30 TAC §111.111(a)(1), (4), or (7); the permit holder shall comply with the
following requirements:

®

(ii)

(iif)

Title 30 TAC § 111.111(a)(8)(A) (relating to Requirements for Specified
Sources)

Title 30 TAC § 111.111(a)(8)(B)(i) or (ii)

For a source subject to 30 TAC § 111.111(a)(8)(A), complying with

30 TAC § 111.111(a)(8)(B)(i) or (ii), and capable of producing visible
emissions from, but not limited to, particulate matter, acid gases and
NO,, the permit holder shall also comply with the following periodic
monitoring requirements for the purpose of annual compliance
certification under 30 TAC § 122.146:

(1)

(2)
3)

An observation of visible emissions from a source which is
required to comply with 30 TAC § 111.111(a)(8)(A) shall be
conducted at least once during each calendar quarter unless the
source is not operating for the entire quarter.

Records of all observations shall be maintained.
Visible emissions observations of sources operated during

daylight hours shall be conducted no earlier than one hour after
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4)

sunrise and no later than one hour before sunset. Visible
emissions observations of sources operated only at night must be
made with additional lighting and the temporary installation of
contrasting backgrounds. Visible emissions shall be determined
with each source in clear view of the observer. The observer shall
be at least 15 feet, but not more than 0.25 mile, away from each
source during the observation. For outdoor locations, the
observer shall select a position where the sun is not directly in the
observer’s eyes. When condensed water vapor is present within
the plume, as it emerges from the emissions outlet, observations
must be made beyond the point in the plume at which condensed
water vapor is no longer visible. When water vapor within the
plume condenses and becomes visible at a distance from the
emissions outlet, the observation shall be evaluated at the outlet
prior to condensation of water vapor. A certified opacity reader is
not required for visible emissions observations.

Compliance Certification:

(a) If visible emissions are not present during the observation,
the RO may certify that the source is in compliance with
the applicable opacity requirement in
30 TAC § 111.111(a)(8) and (a)(8)(A)

(b) However, if visible emissions are present during the
observation, the permit holder shall either list this
occurrence as a deviation on the next deviation report as
required under 30 TAC § 122.145(2) or conduct the
appropriate opacity test specified in
30 TAC §111.111(a)(8)(B) as soon as practicable, but no
later than 24 hours after observing visible emissions to
determine if the source is in compliance with the opacity
requirements. If an opacity test is performed and the
source is determined to be in compliance, the RO may
certify that the source is in compliance with the applicable
opacity requirement. However, if an opacity test is
performed and the source is determined to be out of
compliance, the permit holder shall list this occurrence as
a deviation on the next deviation report as required under
30 TAC § 122.145(2). The opacity test must be performed
by a certified opacity reader.

Certification of opacity readers determining opacities under Method 9 (as
outlined in 40 CFR Part 60, Appendix A) to comply with opacity monitoring
requirements shall be accomplished by completing the Visible Emissions
Evaluators Course, or approved agency equivalent, no more than 180 days before
the opacity reading.

For emission units with contributions from uncombined water, the permit holder
shall comply with the requirements of 30 TAC § 111.111(b).

Emission limits on nonagricultural processes, except for the steam generators
specified in 30 TAC § 111.153, shall comply with the following requirements:
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(1) Emissions of PM from any source may not exceed the allowable rates as
required in 30 TAC § 111.151(a) (relating to Allowable Emissions Limits)

(ii) Sources with an effective stack height (h.) less than the standard effective
stack height (H.), must reduce the allowable emission level by multiplying
it by [h./H.]? as required in 30 TAC § 111.151(b)

(iii) Effective stack height shall be calculated by the equation specified in 30
TAC § 111.151(c)

Outdoor burning, as stated in 30 TAC § 111.201, shall not be authorized unless
the following requirements are satisfied:

(i) Title 30 TAC § 111.205 (relating to Exception for Fire Training)

(ii) Title 30 TAC § 111.207 (relating to Exception for Recreation, Ceremony,
Cooking, and Warmth)

(iii) Title 30 TAC § 111.219 (relating to General Requirements for Allowable
Outdoor Burning)

(iv) Title 30 TAC § 111.221 (relating to Responsibility for Consequences of
Outdoor Burning)

For storage vessels maintaining working pressure as specified in 30 TAC Chapter 115,
Subchapter B, Division 1: Storage of Volatile Organic Compounds, the permit holder
shall comply with the requirements of 30 TAC § 115.112(e)(1).

For industrial wastewater specified in 30 TAC Chapter 115, Subchapter B, the permit
holder shall comply with the following requirements:

A.

B.

C
D.

E.

Title 30 TAC § 115.145 (relating to Approved Test Methods)

Title 30 TAC § 115.146 (relating to Recordkeeping Requirements)

Title 30 TAC § 115.147(1) (relating to Exemptions)

Title 30 TAC § 115.148 (relating to Determination of Wastewater Characteristics)

Title 30 TAC § 115.147(7), (7)(A) and (B) (relating to Exemptions)

Permit holder shall comply with the following 30 TAC Chapter 115, Subchapter C
requirements:

A.

When filling stationary gasoline storage vessels (Stage I) for motor vehicle fuel
dispensing facilities specified in 30 TAC Chapter 115, Subchapter C, the permit
holder shall comply with the following requirements:

(i) Title 30 TAC § 115.221 (relating to Emission Specifications)

(ii) Title 30 TAC § 115.222 (relating to Control Requirements)

(iii) Title 30 TAC § 115.223 (relating to Alternate Control Requirements)
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(iv) Title 30 TAC § 115.224 (relating to Inspection Requirements)

V) Title 30 TAC § 115.225 (relating to Testing Requirements)

(vi) Title 30 TAC § 115.226 (relating to Recordkeeping Requirements)

When filling stationary gasoline storage vessels (Stage I) for motor vehicle fuel
dispensing facilities, constructed prior to November 15, 1992, with transfers to
stationary storage tanks located at a facility which has dispensed no more than
10,000 gallons of gasoline in any calendar month after January 1, 1991, the

permit holder shall comply with the following requirements specified in
30 TAC Chapter 115, Subchapter C:

(1) Title 30 TAC § 115.222(3) (relating to Control Requirements), as it applies
to liquid gasoline leaks, visible vapors, or significant odors

(ii) Title 30 TAC § 115.222(6) (relating to Control Requirements)

(iii) Title 30 TAC § 115.224(1) (relating to Inspection Requirements), as it
applies to liquid gasoline leaks, visible vapors, or significant odors

(iv) Title 30 TAC § 115.226(2)(B) (relating to Recordkeeping Requirements)

The permit holder shall comply with the following requirements of 30 TAC Chapter 115,
Subchapter F, Division 3, Degassing of Storage Tanks, Transport Vessels and Marine
Vessels:

A.

For degassing of stationary VOC storage tanks, the permit holder shall comply
with the following requirements:

i) Title 30 TAC § 115.541(a) - (c¢) (relating to Emission Specifications)

(ii) Title 30 TAC § 115.541(f) (relating to Emission Specifications), for
floating roof storage tanks

(i) Title 30 TAC § 115.542(a) and (a)(1), (a)(2), (a)(3) or (a)(4) (relating to
Control Requirements). Where the requirements of 30 TAC Chapter 115,
Subchapter F contain multiple compliance options, the permit holder
shall keep records of when each compliance option was used.

(iv) Title 30 TAC § 115.542(b) - (d), (relating to Control Requirements)
v) Title 30 TAC § 115.543 (relating to Alternate Control Requirements)

(vi) Title 30 TAC § 115.544(a)(1) and (a)(2) (relating to Inspection, Monitoring,
and Testing Requirements), for inspections

(vii) Title 30 TAC § 115.544(b) (relating to Inspection, Monitoring, and Testing
Requirements), for monitoring

(viii)  Title 30 TAC § 115.544(b)(1) and (b)(2) (relating to Inspection, Monitoring,
and Testing Requirements), for monitoring of control devices

Renewal- Draft Page 10



x)

(xi)

(xii)

(xiii)

(xiv)

(xvi)

(xvii)

Title 30 TAC § 115.544(b)(2)(A) - (J) (relating to Inspection, Monitoring,
and Testing Requirements), for monitoring (as appropriate to the control
device)

Title 30 TAC § 115.544(b)(3), (b)(4) and (b)(6) (relating to Inspection,
Monitoring, and Testing Requirements), for VOC concentration or lower
explosive limit threshold monitoring

Title 30 TAC § 115.544(c), and (c)(1) - (c)(3) (relating to Inspection,
Monitoring, and Testing Requirements), for testing of control devices
used to comply with 30 TAC § 115.542(a)(1)

Title 30 TAC § 115.545(1) - (7), (9) - (11) and (13) (relating to Approved
Test Methods)

Title 30 TAC § 115.546(a), (a)(1) and (a)(3) (relating to Recordkeeping and
Notification Requirements), for recordkeeping

Title 30 TAC § 115.546(a)(2) and (a)(2)(A) - (J) (relating to Recordkeeping
and Notification Requirements), for recordkeeping (as appropriate to the
control device)

Title 30 TAC § 115.546(a)(4) (relating to Recordkeeping and Notification
Requirements), for recordkeeping of testing of control devices used to
comply with 30 TAC § 115.542(a)(1)

Title 30 TAC § 115.546(b) (relating to Recordkeeping and Notification
Requirements), for notification

Title 30 TAC § 115.547(4) (relating to Exemptions)

For the degassing of all transport vessels with a nominal capacity of 8,000
gallons or more, the permit holder shall comply with the following requirements:

@
(ii)

(iii)
(iv)

)

(vi)

(vii)

Title 30 TAC § 115.541(a) - (c) and (d) (relating to Emission Specifications)
Title 30 TAC § 115.542(a) and (a)(1), (a)(2), (a)(3) or (a)(4) (relating to
Control Requirements). Where the requirements of 30 TAC Chapter 115,
Subchapter F contain multiple compliance options, the permit holder
shall keep records of when each compliance option was used.

Title 30 TAC § 115.542(b), (c) and (e) (relating to Control Requirements)
Title 30 TAC § 115.543 (relating to Alternate Control Requirements)

Title 30 TAC § 115.544(a)(1) and (a)(2) (relating to Inspection, Monitoring,
and Testing Requirements), for inspections

Title 30 TAC § 115.544(b) (relating to Inspection, Monitoring, and Testing
Requirements), for monitoring

Title 30 TAC § 115.544(b)(1) and (b)(2) (relating to Inspection, Monitoring,
and Testing Requirements), for monitoring of control devices
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(viii)  Title 30 TAC § 115.544(b)(2)(A) - (J) (relating to Inspection, Monitoring,
and Testing Requirements), for monitoring (as appropriate to the control
device)

(ix) Title 30 TAC § 115.544(b)(3), (b)(4) and (b)(6) (relating to Inspection,
Monitoring, and Testing Requirements), for VOC concentration or lower
explosive limit threshold monitoring

(x) Title 30 TAC § 115.544(c), and (c)(1) - (c)(3) (relating to Inspection,
Monitoring, and Testing Requirements), for testing of control devices
used to comply with 30 TAC § 115.542(a)(1)

(xi) Title 30 TAC § 115.545(1) - (11) and (13) (relating to Approved Test
Methods)

(xii)  Title 30 TAC § 115.546(a), (a)(1) and (a)(3) (relating to Recordkeeping and
Notification Requirements), for recordkeeping

(xiii)  Title 30 TAC § 115.546(a)(2) and (a)(2)(A) - (J) (relating to Recordkeeping
and Notification Requirements), for recordkeeping (as appropriate to the
control device)

(xiv)  Title 30 TAC § 115.546(a)(4) (relating to Recordkeeping and Notification
Requirements), for recordkeeping of testing of control devices used to
comply with 30 TAC § 115.542(a)(1)

(xv)  Title 30 TAC § 115.546(b) (relating to Recordkeeping and Notification
Requirements), for notification

The permit holder shall comply with the requirements of 30 TAC § 115.726(e)(3)(A) for
vent streams from sources exempt under 30 TAC § 115.727(c)(3).

The permit holder shall comply with the following requirements for units subject to any
subpart of 40 CFR Part 60, unless otherwise stated in the applicable subpart:

A. Title 40 CFR § 60.7 (relating to Notification and Recordkeeping)

B. Title 40 CFR § 60.8 (relating to Performance Tests)

C. Title 40 CFR § 60.11 (relating to Compliance with Standards and Maintenance
Requirements)

D. Title 40 CFR § 60.12 (relating to Circumvention)

E. Title 40 CFR § 60.13 (relating to Monitoring Requirements)

F. Title 40 CFR § 60.14 (relating to Modification)

G. Title 40 CFR § 60.15 (relating to Reconstruction)

H. Title 40 CFR § 60.19 (relating to General Notification and Reporting
Requirements)
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10.

11.

12.

13.

14.

The permit holder shall comply with the following requirements for units subject to any
subpart of 40 CFR Part 61, unless otherwise stated in the applicable subpart:

A. Title 40 CFR § 61.05 (relating to Prohibited Activities)

B. Title 40 CFR § 61.07 (relating to Application for Approval of Construction or
Modification)

C. Title 40 CFR § 61.09 (relating to Notification of Start-up)

D. Title 40 CFR § 61.10 (relating to Source Reporting and Request Waiver)

E. Title 40 CFR § 61.12 (relating to Compliance with Standards and Maintenance
Requirements)

F. Title 40 CFR § 61.13 (relating to Emissions Tests and Waiver of Emission Tests)

G. Title 40 CFR § 61.14 (relating to Monitoring Requirements)

H. Title 40 CFR § 61.15 (relating to Modification)

L. Title 40 CFR § 61.19 (relating to Circumvention)

For facilities where total annual benzene quantity from waste is less than 1 megagram
per year and subject to emission standards in 40 CFR Part 61, Subpart FF, the permit
holder shall comply with the following requirements:

A. Title 40 CFR § 61.355(a)(1)(ii), (a)(2), (a)(5)@d) - (i), (a)6), (b), and (c)(1) - (3)
(relating to Test Methods, Procedures, and Compliance Provisions), for
calculation procedures

B. Title 40 CFR § 61.356(a) (relating to Recordkeeping Requirements)

C. Title 40 CFR § 61.356(b), and (b)(1) (relating to Recordkeeping Requirements)
D. Title 40 CFR § 61.357(a), and (b) (relating to Reporting Requirements)

The permit holder shall comply with the requirements of 30 TAC Chapter 113,

Subchapter C, § 113.100 for units subject to any subpart of 40 CFR Part 63, unless
otherwise stated in the applicable subpart.

For the chemical manufacturing process specified in 40 CFR Part 63, Subpart F, the
permit holder shall comply with 40 CFR § 63.103(a) (relating to General Compliance,
Reporting, and Recordkeeping Provisions) (Title 30 TAC Chapter 113, Subchapter C,
§ 113.110 incorporated by reference).

For the chemical manufacturing facilities with a 40 CFR Part 63, Subpart G Group 2
wastewater stream, the permit holder shall comply with (Title 30 TAC Chapter 113,
Subchapter C, § 113.120 incorporated by reference):

A. Title 40 CFR § 63.132(a), (a)(1), and (a)(1)() (relating to Process Wastewater
Provisions - General)

Renewal- Draft Page 13



15.

16.

17.

B. Title 40 CFR § 63.146(b)(1) (relating to Process Wastewater
Provisions - Reporting)

C. Title 40 CFR § 63.147(b)(8) (relating to Process Wastewater
Provisions - Recordkeeping)

For the transfer of Group 1 wastewater streams or residuals from Group 1 wastewater
streams the permit holder shall comply with the following requirements:

A. Title 40 CFR § 63.132(g) (relating to Process Wastewater Provisions - General)

B. Title 40 CFR § 63.152(b)(5) and (c)(4)(iv) (relating to General Reporting and
Continuous Records)

For the chemical manufacturing facilities subject to leak detection requirements in
40 CFR Part 63, Subpart G, the permit holder shall comply with the following
requirements (Title 30 TAC Chapter 113, Subchapter C, § 113.120 incorporated by
reference):

A. General Leak Detection Requirements:

(i) Title 40 CFR § 63.148(d)(1) - (3), and (e) (relating to Leak Inspection
Provisions)

(ii) Title 40 CFR § 63.148(c), (g), ()(2), (h), and (h)(2) (relating to Leak
Inspection Provisions), for monitoring and testing requirements

(iii) Title 40 CFR §§ 63.148(g)(2), (h)(2), ()(1) - (2), (1)(4)({) - (viii), G)(5), and
63.152(a)(1) - (5), for recordkeeping requirements

(iv) Title 40 CFR §§ 63.148(j), 63.151(a)(6)(i) - (iii), (b)(1) - (2), (G)(1) - (3),
63.152(a)(1) - (5), (b), (b)(1)() - (ii), and (b)(4), for reporting requirements

B. For closed vent system or vapor collection systems constructed of hard piping:

i) Title 40 CFR § 63.148(b)(1)(ii) (relating to Leak Inspection Provisions), for
monitoring and testing requirements

(ii) Title 40 CFR § 63.148(i)(6) (relating to Leak Inspection Provisions), for
recordkeeping requirements

For the chemical manufacturing facilities subject to transfer operations requirements in
40 CFR Part 63, Subpart G, the permit holder shall comply with the following
requirements (Title 30 TAC Chapter 113, Subchapter C, § 113.120 incorporated by
reference):

A. Title 40 CFR § 63.126(e)(1) - (2), and (f) (relating to Transfer Operations
Provisions Reference Control Technology)

B. Title 40 CFR § 63.128(f)(1) - (2) (relating to Transfer Operations Provisions - Test
Methods and Procedures)

C. Title 40 CFR § 63.130(e) (relating to Transfer Operations Provisions - Periodic
Recordkeeping and Reporting)
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18.

19.

20.

For the chemical manufacturing facilities subject to wastewater operations requirements
in 40 CFR Part 63, Subpart G, the permit holder shall comply with the following
requirements (Title 30 TAC Chapter 113, Subchapter C, § 113.120 incorporated by
reference):

A. Title 40 CFR § 63.136(a) (relating to Process Wastewater Provisions - Individual
Drain Systems)

B. Title 40 CFR § 63.136(b) - (d) (relating to Process Wastewater
Provisions - Individual Drain Systems)

C. Title 40 CFR § 63.136(e) - (g) (relating to Process Wastewater
Provisions - Individual Drain Systems)

For miscellaneous chemical process facilities subject to maintenance wastewater
requirements as specified in 40 CFR § 63.2485, Table 7, the permit holder shall comply
with the requirements of 40 CFR § 63.105 (relating to Maintenance Wastewater
Requirements) (Title 30 TAC Chapter 113, Subchapter C, § 113.890 incorporated by
reference).

The permit holder shall comply with certified registrations submitted to the TCEQ for
purposes of establishing federally enforceable emission limits. A copy of the certified
registration shall be maintained with the permit. Records sufficient to demonstrate
compliance with the established limits shall be maintained. The certified registration
and records demonstrating compliance shall be provided, on request, to representatives
of the appropriate TCEQ regional office and any local air pollution control agency
having jurisdiction over the site. The permit holder shall submit updated certified
registrations when changes at the site require establishment of new emission limits. If
changes result in emissions that do not remain below major source thresholds, the
permit holder shall submit a revision application to codify the appropriate requirements
in the permit.

Additional Monitoring Requirements

21.

The permit holder shall comply with the periodic monitoring requirements as specified
in the attached “Periodic Monitoring Summary” upon issuance of the permit. Except for,
as applicable, monitoring malfunctions, associated repairs, and required quality
assurance or control activities (including, as applicable, calibration checks and required
zero and span adjustments), the permit holder shall conduct all monitoring in
continuous operation (or shall collect data at all required intervals) at all times that the
pollutant-specific emissions unit is operating. The permit holder may elect to collect
monitoring data on a more frequent basis and average the data, consistent with the
averaging time specified in the “Periodic Monitoring Summary,” for purposes of
determining whether a deviation has occurred. However, the additional data points
must be collected on a regular basis. In no event shall data be collected and used in
particular instances to avoid reporting deviations. Deviations shall be reported
according to 30 TAC § 122.145 (Reporting Terms and Conditions).

New Source Review Authorization Requirements

22.

Permit holder shall comply with the requirements of New Source Review authorizations
issued or claimed by the permit holder for the permitted area, including permits,
permits by rule, standard permits, flexible permits, special permits, permits for existing
facilities including Voluntary Emissions Reduction Permits and Electric Generating
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23.

24.

Facility Permits issued under 30 TAC Chapter 116, Subchapter I, or special exemptions
referenced in the New Source Review Authorization References attachment. These
requirements:

A. Are incorporated by reference into this permit as applicable requirements
B. Shall be located with this operating permit
C. Are not eligible for a permit shield

The permit holder shall comply with the general requirements of 30 TAC Chapter 106,
Subchapter A or the general requirements, if any, in effect at the time of the claim of
any PBR.

The permit holder shall maintain records to demonstrate compliance with any emission
limitation or standard that is specified in a permit by rule (PBR) or Standard Permit
listed in the New Source Review Authorizations attachment. The records shall yield
reliable data from the relevant time periods that are representative of the emission
unit’s compliance with the PBR or Standard Permit. These records may include, but are
not limited to, production capacity and throughput, hours of operation, safety data
sheets (SDS), chemical composition of raw materials, speciation of air contaminant data,
engineering calculations, maintenance records, fugitive data, performance tests,
capture/control device efficiencies, direct pollutant monitoring (CEMS, COMS, or PEMS),
or control device parametric monitoring. These records shall be made readily accessible
and available as required by 30 TAC § 122.144. Any monitoring or recordkeeping data
indicating noncompliance with the PBR or Standard Permit shall be considered and
reported as a deviation according to 30 TAC § 122.145 (Reporting Terms and
Conditions).

Compliance Requirements

25.

26.

27.

The permit holder shall certify compliance in accordance with 30 TAC § 122.146. The
permit holder shall comply with 30 TAC § 122.146 using at a minimum, but not limited
to, the continuous or intermittent compliance method data from monitoring,
recordkeeping, reporting, or testing required by the permit and any other credible
evidence or information. The certification period may not exceed 12 months and the
certification must be submitted within 30 days after the end of the period being
certified.

The permit holder shall adhere to the provisions in the Compliance Schedule
attachment of this permit and submit certified progress reports consistent with the
schedule established under 30 TAC § 122.132(e)(4)(C) and including the information
specified in 30 TAC § 122.142(e)(2). Those emission units listed in the Compliance
Schedule attachment shall adhere with the requirements in the Compliance Schedule
attachment until operating fully in compliance with the applicable requirements.

Permit holder shall comply with the following 30 TAC Chapter 117 requirements:

A. The permit holder shall comply with the compliance schedules and submit
written notification to the TCEQ Executive Director as required in 30 TAC
Chapter 117, Subchapter H, Division 1:

@) For sources in the Houston-Galveston-Brazoria Nonattainment area, 30

TAC § 117.9020:
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(1) Title 30 TAC § 117.9020(2)(A), (C), and (D)

The permit holder shall comply with the Initial Control Plan unit listing
requirement in 30 TAC § 117.350(c) and (c)(1).

The permit holder shall comply with the requirements of 30 TAC § 117.354 for
Final Control Plan Procedures for Attainment Demonstration Emission
Specifications and 30 TAC § 117.356 for Revision of Final Control Plan.

28. Use of Emission Credits to comply with applicable requirements:

A.

Unless otherwise prohibited, the permit holder may use emission credits to
comply with the following applicable requirements listed elsewhere in this
permit:

(1) Title 30 TAC Chapter 115
(ii) Title 30 TAC Chapter 117
(iii) Offsets for Title 30 TAC Chapter 116

The permit holder shall comply with the following requirements in order to use
the emission credits to comply with the applicable requirements:

(1) The permit holder must notify the TCEQ according to 30 TAC §
101.306(c)(2)

(ii) The emission credits to be used must meet all the geographic, timeliness,
applicable pollutant type, and availability requirements listed in
30 TAC Chapter 101, Subchapter H, Division 1

(iii) The executive director has approved the use of the credit according to 30
TAC § 101.306(c)(2)

(iv) The permit holder keeps records of the use of credits towards
compliance with the applicable requirements in accordance with
30 TAC § 101.302(g) and 30 TAC Chapter 122

v) Title 30 TAC § 101.305 (relating to Emission Reductions Achieved
Outside the United States)

29. Use of Discrete Emission Credits to comply with the applicable requirements:

A.

Unless otherwise prohibited, the permit holder may use discrete emission credits
to comply with the following applicable requirements listed elsewhere in this
permit:

(i) Title 30 TAC Chapter 115

(ii) Title 30 TAC Chapter 117

(iii) If applicable, offsets for Title 30 TAC Chapter 116

(iv) Temporarily exceed state NSR permit allowables
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B. The permit holder shall comply with the following requirements in order to use
the credit to comply with the applicable requirements:

(1) The permit holder must notify the TCEQ according to 30 TAC §
101.376(d)

(ii) The discrete emission credits to be used must meet all the geographic,
timeliness, applicable pollutant type, and availability requirements listed
in 30 TAC Chapter 101, Subchapter H, Division 4

(iid) The executive director has approved the use of the discrete emission
credits according to 30 TAC § 101.376(d)(1)(A)

(iv) The permit holder keeps records of the use of credits towards
compliance with the applicable requirements in accordance with
30 TAC § 101.372(h) and 30 TAC Chapter 122

v) Title 30 TAC § 101.375 (relating to Emission Reductions Achieved
Outside the United States)

Risk Management Plan

30.

For processes subject to 40 CFR Part 68 and specified in 40 CFR § 68.10, the permit
holder shall comply with the requirements of the Accidental Release Prevention
Provisions in 40 CFR Part 68. The permit holder shall submit to the appropriate agency
either a compliance schedule for meeting the requirements of 40 CFR Part 68 by the
date provided in 40 CFR § 68.10(a), or as part of the compliance certification submitted
under this permit, a certification statement that the source is in compliance with all
requirements of 40 CFR Part 68, including the registration and submission of a risk
management plan.

Protection of Stratospheric Ozone

31.

Permit holders at a site subject to Title VI of the FCAA Amendments shall meet the
following requirements for protection of stratospheric ozone:

A. Any on site servicing, maintenance, and repair on refrigeration and nonmotor
vehicle air-conditioning appliances using ozone-depleting refrigerants or
non-exempt substitutes shall be conducted in accordance with 40 CFR Part 82,
Subpart F. Permit holders shall ensure that repairs on or refrigerant removal
from refrigeration and nonmotor vehicle air-conditioning appliances using
ozone-depleting refrigerants are performed only by properly certified
technicians using certified equipment. Records shall be maintained as required
by 40 CFR Part 82, Subpart F.

Alternative Requirements

32.

The permit holders shall comply with the approved alternative means of control
(AMOQ); alternative monitoring, recordkeeping, or reporting requirements; or
requirements determined to be equivalent to an otherwise applicable requirement
contained in the Alternative Requirements attachment of this permit. Units complying
with an approved alternative requirement have a reference to the approval in the
Applicable Requirements Summary for the unit. The permit holder shall maintain the
original documentation, from the EPA Administrator, demonstrating the method or
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limitation utilized. Documentation shall be maintained and made available in
accordance with 30 TAC § 122.144.

Permit Location

33. The permit holder shall maintain a copy of this permit and records related to
requirements listed in this permit on site.

Permit Shield (30 TAC § 122.148)

34. A permit shield is granted for the emission units, groups, or processes specified in the
attached “Permit Shield.” Compliance with the conditions of the permit shall be deemed
compliance with the specified potentially applicable requirements or specified
potentially applicable state-only requirements listed in the attachment “Permit Shield.”
Permit shield provisions shall not be modified by the executive director until
notification is provided to the permit holder. No later than 90 days after notification of
a change in a determination made by the executive director, the permit holder shall
apply for the appropriate permit revision to reflect the new determination. Provisional
terms are not eligible for this permit shield. Any term or condition, under a permit
shield, shall not be protected by the permit shield if it is replaced by a provisional term
or condition or the basis of the term and condition changes.
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Permit Shield
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Applicable Requirements Summary

Unit Summary

Applicable ReqUirements SUIMIMATY ......ccoccuoruseessssssssssssmsssssssssssmsssssssssmssmssssssssssssmssnssssssnssnsssssssssnssnssss 48

Note: A “none” entry may be noted for some emission sources in this permit’s “Applicable
Requirements Summary” under the heading of “Monitoring and Testing Requirements” and/or
“Recordkeeping Requirements” and/or “Reporting Requirements.” Such a notation indicates
that there are no requirements for the indicated emission source as identified under the
respective column heading(s) for the stated portion of the regulation when the emission source
is operating under the conditions of the specified SOP Index Number. However, other relevant
requirements pursuant to 30 TAC Chapter 122 including Recordkeeping Terms and Conditions
(30 TAC § 122.144), Reporting Terms and Conditions (30 TAC § 122.145), and Compliance
Certification Terms and Conditions (30 TAC § 122.146) continue to apply.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
ANALYZER Emission N/A R-5722-1 30 TAC Chapter 115, No changing attributes.
Points/Stationary HRVOC Vent Gas
Vents/Process Vents
ANALYZER Emission N/A R-5121-3 30 TAC Chapter 115, Vent [No changing attributes.
Points/Stationary Gas Controls
Vents/Process Vents
B1501A Flares N/A R1111-002 30 TAC Chapter 111, No changing attributes.
Visible Emissions
B1501A Flares N/A R115D1-001 30 TAC Chapter 115, Flare Type = Flare is in
HRVOC Vent Gas multi-purpose service.,
Multi-Purpose Usage = Flare
is used for abatement of
emissions from marine
loading or transport vessel
loading and unloading
operations AND for
abatement of emissions
from scheduled or
unscheduled maintenance,
startup or shutdown
activities AND as an
emergency flare., Flow Rate
= Flow rate of the gas
routed to the flare is
determined using process
knowledge and engineering
calculations.
B1501A Flares N/A R115D1-002 30 TAC Chapter 115, Flare Type = Flare is an
HRVOC Vent Gas emergency flare as defined
in§ 115.10.
B1501A Flares N/A 60A-001 40 CFR Part 60, Subpart A |No changing attributes.
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

B1501B

Flares

N/A

R1111-002

30 TAC Chapter 111,
Visible Emissions

No changing attributes.

B1501B

Flares

N/A

R115D1-001

30 TAC Chapter 115,
HRVOC Vent Gas

Flare Type = Flare is in
multi-purpose service.,
Multi-Purpose Usage = Flare
is used for abatement of
emissions from marine
loading or transport vessel
loading and unloading
operations AND for
abatement of emissions
from scheduled or
unscheduled maintenance,
startup or shutdown
activities AND as an
emergency flare., Flow Rate
= Flow rate of the gas
routed to the flare is
determined using process
knowledge and engineering
calculations.

B1501B

Flares

N/A

R115D1-002

30 TAC Chapter 115,
HRVOC Vent Gas

Flare Type = Flare is an
emergency flare as defined
in§ 115.10.

B1501B

Flares

N/A

60A-001

40 CFR Part 60, Subpart A

No changing attributes.

B1501C

Flares

N/A

R1111-002

30 TAC Chapter 111,
Visible Emissions

No changing attributes.

B1501C

Flares

N/A

R115D1-001

30 TAC Chapter 115,
HRVOC Vent Gas

Flare Type = Flare is in
multi-purpose service.,
Multi-Purpose Usage = Flare
is used for abatement of
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Unit Summary

Unit/Group/

Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

emissions from marine
loading or transport vessel
loading and unloading
operations AND for
abatement of emissions
from scheduled or
unscheduled maintenance,
startup or shutdown
activities AND as an
emergency flare., Flow Rate
= Flow rate of the gas
routed to the flare is
determined using process
knowledge and engineering
calculations.

B1501C

Flares

N/A

R115D1-002

30 TAC Chapter 115,
HRVOC Vent Gas

Flare Type = Flare is an
emergency flare as defined
in§ 115.10.

B1501C

Flares

N/A

60A-001

40 CFR Part 60, Subpart A

No changing attributes.

B1550

Flares

N/A

R1111-002

30 TAC Chapter 111,
Visible Emissions

No changing attributes.

B1550

Flares

N/A

R115HD1-001

30 TAC Chapter 115,
HRVOC Vent Gas

No changing attributes.

B1550

Flares

N/A

60A-001

40 CFR Part 60, Subpart A

Flare Exit Velocity = Flare
exit velocity is greater than
or equal to 60 ft/s (18.3
my/sec) but less than 400
ft/s (122 m/sec)., Heating
Value of Gas = Heating
value is less than or equal
to 1000 Btu/scf (37.3
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
M]/scm).

B1550 Flares N/A 60A-002 40 CFR Part 60, Subpart A |Flare Exit Velocity = Flare
exit velocity is less than 60
ft/s (18.3 m/sec)

B1550 Flares N/A 63A-001 40 CFR Part 63, Subpart A |Flare Exit Velocity = Flare
exit velocity is greater than
or equal to 60 ft/s (18.3
m/sec) but less than 400
ft/s (122 m/sec)., Heating
Value of Gas = Heating
value is less than or equal
to 1000 Btu/scf (37.3
M]/scm).

B1550 Flares N/A 63A-002 40 CFR Part 63, Subpart A |Flare Exit Velocity = Flare
exit velocity is less than 60
ft/s (18.3 m/sec)

B1780 Process N/A R7BDIV3-04 30 TAC Chapter 117, No changing attributes.

Heaters/Furnaces Subchapter B
DEGREASER1 Solvent Degreasing N/A R115E-0001 30 TAC Chapter 115, No changing attributes.
Machines Degreasing Processes
EMG401 SRIC Engines N/A R7BDIV3-001 |30 TAC Chapter 117, No changing attributes.
Subchapter B
EMG401 SRIC Engines N/A 6372777-001 40 CFR Part 63, Subpart No changing attributes.
1777
EMG501 SRIC Engines N/A R7BDIV3-001 |30 TAC Chapter 117, No changing attributes.
Subchapter B
EMG501 SRIC Engines N/A 63727277-001 40 CFR Part 63, Subpart No changing attributes.

1777
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
EMG601 SRIC Engines N/A R7BDIV3-001 |30 TAC Chapter 117, No changing attributes.
Subchapter B
EMG601 SRIC Engines N/A 60IIII-2 40 CFR Part 60, Subpart IIII | No changing attributes.
EMG601 SRIC Engines N/A 6372777-002 40 CFR Part 63, Subpart No changing attributes.
1777
F1214 Storage Tanks/Vessels |N/A R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs
F1214 Storage Tanks/Vessels |N/A R5112-5] 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs
F1214 Storage Tanks/Vessels [N/A R5112-5]S 30 TAC Chapter 115, Control Device Type =
Storage of VOCs Other vapor recovery unit
F1214 Storage Tanks/Vessels |N/A 63G-5 40 CFR Part 63, Subpart G |Emission Control Type =
Closed vent system (CVS)
and control device (fixed
roof), Control Device Type
= Flare
F1214 Storage Tanks/Vessels |N/A 63G-5S2 40 CFR Part 63, Subpart G |NSPS Subpart Kb
Applicability = The unit is
not subject to 40 CFR Part
60, Subpart Kb., Emission
Control Type = Emissions
routed to a fuel gas system
F1215 Storage Tanks/Vessels |N/A R5112-5A 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs
F1215 Storage Tanks/Vessels |N/A R5112-5AS2 30 TAC Chapter 115, Control Device Type =
Storage of VOCs Other vapor recovery unit
F1215 Storage Tanks/Vessels |N/A R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.

Storage of VOCs

F1215 Storage Tanks/Vessels [N/A 60Kb-1 40 CFR Part 60, Subpart Kb |No changing attributes.

F1215 Storage Tanks/Vessels [N/A 60Kb-2 40 CFR Part 60, Subpart Kb |No changing attributes.

F1215 Storage Tanks/Vessels [N/A 60Kb-3 40 CFR Part 60, Subpart Kb |No changing attributes.

F1215 Storage Tanks/Vessels |N/A 60Kb-4 40 CFR Part 60, Subpart Kb |No changing attributes.

F1302 Storage Tanks/Vessels |N/A R5112-1 30 TAC Chapter 115, No changing attributes.
Storage of VOCs

F1505H Storage Tanks/Vessels [N/A R5112-1 30 TAC Chapter 115, No changing attributes.
Storage of VOCs

F1505H Storage Tanks/Vessels |N/A 60Kb-6C 40 CFR Part 60, Subpart Kb |No changing attributes.

F1508A Storage Tanks/Vessels |N/A R5112-5C 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs

F1508A Storage Tanks/Vessels |N/A R5112-5CS 30 TAC Chapter 115, Control Device Type =
Storage of VOCs Other vapor recovery unit

F1508A Storage Tanks/Vessels |N/A R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs

F1508B Storage Tanks/Vessels |N/A R5112-5C 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs

F1508B Storage Tanks/Vessels |N/A R5112-5CS 30 TAC Chapter 115, Control Device Type =
Storage of VOCs Other vapor recovery unit

F1508B Storage Tanks/Vessels |N/A R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs

F1661 Storage Tanks/Vessels |N/A R5112-1 30 TAC Chapter 115, No changing attributes.
Storage of VOCs
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
F1730 Storage Tanks/Vessels |N/A R5112-5A 30 TAC Chapter 115, No changing attributes.
Storage of VOCs
F1730 Storage Tanks/Vessels [N/A 63GT-2 40 CFR Part 63, Subpart G |No changing attributes.
F2340 Emission N/A R5121-3 30 TAC Chapter 115, Vent [No changing attributes.
Points/Stationary Gas Controls
Vents/Process Vents
F2835 Storage Tanks/Vessels |N/A R5112-1 30 TAC Chapter 115, No changing attributes.
Storage of VOCs
F2835 Storage Tanks/Vessels [N/A 63GT-1 40 CFR Part 63, Subpart G |No changing attributes.
F401 Wastewater Units N/A R5DIV4-0004 |30 TAC Chapter 115, No changing attributes.
Industrial Wastewater
FUGPNT Surface Coating N/A R115E-0001 30 TAC Chapter 115, No changing attributes.
Operations Subchapter E, Division 5
G-1406 SRIC Engines N/A R7BDIV3-001 |30 TAC Chapter 117, No changing attributes.
Subchapter B
G-1406 SRIC Engines N/A 63727277-001 40 CFR Part 63, Subpart No changing attributes.
1777
G-1414A SRIC Engines N/A R7BDIV3-0001 |30 TAC Chapter 117, No changing attributes.
Subchapter B
G-1414A SRIC Engines N/A 60IIII-2 40 CFR Part 60, Subpart IIII | No changing attributes.
G-1414A SRIC Engines N/A 6372777-002 40 CFR Part 63, Subpart No changing attributes.
1777
G-1414B SRIC Engines N/A R7BDIV3-0001 |30 TAC Chapter 117, No changing attributes.
Subchapter B
G-1414B SRIC Engines N/A 60IIII-2 40 CFR Part 60, Subpart IIII | No changing attributes.

Renewal- Draft Page 28



Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
G-1414B SRIC Engines N/A 637Z7277-002 40 CFR Part 63, Subpart No changing attributes.
1777
G-1415A SRIC Engines N/A R7BDIV3-0001 |30 TAC Chapter 117, No changing attributes.
Subchapter B
G-1415A SRIC Engines N/A 6372777-001 40 CFR Part 63, Subpart No changing attributes.
1777
G-1415B SRIC Engines N/A R7BDIV3-0001 |30 TAC Chapter 117, No changing attributes.
Subchapter B
G-1415B SRIC Engines N/A 60IIII-2 40 CFR Part 60, Subpart IIII | No changing attributes.
G-1415B SRIC Engines N/A 6372777-002 40 CFR Part 63, Subpart No changing attributes.
1777
GRPBPCT1 Industrial Process U1801, U1802, U1803 R115HD2-001 |30 TAC Chapter 115, No changing attributes.
Cooling Towers HRVOC Cooling Towers
GRPBPFUR1 Process B1751, B901, B902A, BO02B, |R7BDIV3-03 30 TAC Chapter 117, No changing attributes.
Heaters/Furnaces B902C Subchapter B
GRPBPFUR1 Process B1751, B901, B902A, B902B, |63DDDDD-01 |40 CFR Part 63, Subpart No changing attributes.
Heaters/Furnaces B902C DDDDD
GRPBPFUR?2 Process B2890, BSOIN&S R7BDIV3-04 30 TAC Chapter 117, No changing attributes.
Heaters/Furnaces Subchapter B
GRPBPFUR?2 Process B2890, BBOIN&S 63DDDDD-01 |40 CFR Part 63, Subpart No changing attributes.
Heaters/Furnaces DDDDD
GRPBPIC3 SRIC Engines EMG101, EMG201, EMG301 |R7BDIV3-0001 |30 TAC Chapter 117, No changing attributes.
Subchapter B
GRPBPIC5 SRIC Engines AIR101IN, AIR101S, R7BDIV3-0002 |30 TAC Chapter 117, No changing attributes.
AIR201E, AIR201W Subchapter B
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
GRPBPIC5 SRIC Engines AIR101N, AIR101S, 60IIII-3 40 CFR Part 60, Subpart IIII | No changing attributes.
AIR201E, AIR201W
GRPBPIC5 SRIC Engines AIR101N, AIR101S, 6372777-003 40 CFR Part 63, Subpart No changing attributes.
AIR201E, AIR201W 1777
GRPBPLD1 Loading/Unloading AB3, AB4, AB5, AB6, AB7, R5211-1B 30 TAC Chapter 115, Chapter 115 Control Device
Operations CD6B, CD7B, CD8B, E4B, Loading and Unloading of |Type = Vapor control
FTRACK, T6 VOC system with a flare.
GRPBPLD1 Loading/Unloading AB3, AB4, AB5, AB6, AB7, R5211-1BS 30 TAC Chapter 115, Chapter 115 Control Device
Operations CD6B, CD7B, CD8B, E4B, Loading and Unloading of |Type = No control device.
FTRACK, T6 VOC
GRPBPLD1 Loading/Unloading AB3, AB4, AB5, AB6, AB7, R5211-1C 30 TAC Chapter 115, Chapter 115 Control Device
Operations CD6B, CD7B, CD8B, E4B, Loading and Unloading of |Type = Vapor control
FTRACK, T6 VOC system with a flare.
GRPBPLD1 Loading/Unloading AB3, AB4, AB5, AB6, AB7, 63GL-1 40 CFR Part 63, Subpart G |Closed Vent System =
Operations CD6B, CD7B, CD8B, E4B, Closed vent system is

FTRACK, T6

subject to § 63.172 of
Subpart H., Emissions
Routing = Emissions of
organic hazardous air
pollutants are not routed
to a fuel gas system nor to
a process where the
organic hazardous air
pollutants meet one or
more of the ends specified
in 40 CFR § 63.126(b)(4)() -
(iv)., Halogenated
Emissions = There are no
halogenated emission
streams from the transfer
rack., Control Device =
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

Flare.

GRPBPLD1

Loading/Unloading
Operations

AB3, AB4, AB5, AB6, AB7,
CD6B, CD7B, CD8B, E4B,
FTRACK, T6

63GL-1S

40 CFR Part 63, Subpart G

Closed Vent System =
Closed vent system is
routing emissions to a
process or fuel gas system
or is subject to § 63.148 of
Subpart G., Emissions
Routing = Emissions of
organic hazardous air
pollutants are routed to a
fuel gas system or to a
process where the organic
hazardous air pollutants
meet one or more of the
ends specified in 40 CFR §
63.126(b)(4){d) - (iv)., Hard
Piping = The closed vent
system is constructed of
hard piping.

GRPBPLD3

Loading/Unloading
Operations

CD7A, LR2C, LR7, LRSA

R5211-1B

30 TAC Chapter 115,
Loading and Unloading of
VOC

Chapter 115 Control Device
Type = Vapor control
system with a flare.

GRPBPLD3

Loading/Unloading
Operations

CD7A, LR2C, LR7, LRSA

R5211-1BS

30 TAC Chapter 115,
Loading and Unloading of
VOC

Chapter 115 Control Device
Type = No control device.

GRPBPLD3

Loading/Unloading
Operations

CD7A, LR2C, LR7, LRSA

R5211-1C

30 TAC Chapter 115,
Loading and Unloading of
voC

Chapter 115 Control Device
Type = Vapor control
system with a flare.

GRPBPLD4

Loading/Unloading
Operations

ABI1, AB2, CD4A, CD5B,
CD6A, CDS8A, LR2A, LR2B,
LR4C, T10, T12, T13, T14,

R5211-1C

30 TAC Chapter 115,
Loading and Unloading of
vOoC

No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
T23, TS5, TBHPDL
GRPBPLD5 Loading/Unloading El, E2B, E3, E4A, E5A, E5B, [R5111-2A 30 TAC Chapter 115, No changing attributes.
Operations E6GA, T1, T2, T7 Loading and Unloading of
VOC
GRPBPLDG6G Loading/Unloading LR3, LR4A, LR8B, T11, T21, [R5111-1A 30 TAC Chapter 115, No changing attributes.
Operations T24, T26 Loading and Unloading of
VOC
GRPBPLD7 Loading/Unloading T15,T16,T17, T18, T19, R5111-2C 30 TAC Chapter 115, No changing attributes.
Operations T22,T27 Loading and Unloading of
VOC
GRPBPLDS8 Loading/Unloading CD1, CD2, CD3, CD4B, R5111-2B 30 TAC Chapter 115, No changing attributes.
Operations CD5A, E2A, T3, T4, T6B, Loading and Unloading of
T8C VOC
GRPBPLD9 Loading/Unloading LR4B, LR5 R5211-3B 30 TAC Chapter 115, Chapter 115 Control Device
Operations Loading and Unloading of |Type = Vapor control
VOC system with a flare.
GRPBPLD9 Loading/Unloading LR4B, LR5 R5211-3BS 30 TAC Chapter 115, Chapter 115 Control Device
Operations Loading and Unloading of |Type = No control device.
vVOC
GRPBPLD9 Loading/Unloading LR4B, LR5 R5211-3C 30 TAC Chapter 115, Chapter 115 Control Device
Operations Loading and Unloading of |Type = Vapor control
VOC system with a flare.
GRPBPLD9 Loading/Unloading LR4B, LR5 63GL-2 40 CFR Part 63, Subpart G |No changing attributes.
Operations
GRPBPTK1 Storage Tanks/Vessels [F1162, F1164, F1280 R5112-1 30 TAC Chapter 115, No changing attributes.
Storage of VOCs
GRPBPTK10 Storage Tanks/Vessels |F1004A, F1004B, F1102A, R5112-1 30 TAC Chapter 115, No changing attributes.
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

F1102B, F1102C, F1102D,
F1104A, F1104B, F1104C,
F1109, F1110, F1206B, F551

Storage of VOCs

GRPBPTK11 Storage Tanks/Vessels [F1505E, F1505F, F1505G R5112-1 30 TAC Chapter 115, No changing attributes.
Storage of VOCs
GRPBPTK12 Storage Tanks/Vessels |F1505A, F1505B, F1505C, R5112-1 30 TAC Chapter 115, No changing attributes.
F1505D Storage of VOCs
GRPBPTK13 Storage Tanks/Vessels |F1004C, F1004D, F1208A, R5112-5A 30 TAC Chapter 115, Control Device Type = Flare
F1208B, F1208C Storage of VOCs
GRPBPTK13 Storage Tanks/Vessels |F1004C, F1004D, F1208A, R5112-5AS 30 TAC Chapter 115, Control Device Type =
F1208B, F1208C Storage of VOCs Other vapor recovery unit
GRPBPTK13 Storage Tanks/Vessels [F1004C, F1004D, F1208A, R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
F1208B, F1208C Storage of VOCs
GRPBPTK13 Storage Tanks/Vessels |F1004C, F1004D, F1208A, 63G-5 40 CFR Part 63, Subpart G |Emission Control Type =
F1208B, F1208C Closed vent system (CVS)
and control device (fixed
roof), Control Device Type
= Flare
GRPBPTK13 Storage Tanks/Vessels |F1004C, F1004D, F1208A, 63G-5S2 40 CFR Part 63, Subpart G |NSPS Subpart Kb
F1208B, F1208C Applicability = The unit is
not subject to 40 CFR Part
60, Subpart Kb., Emission
Control Type = Emissions
routed to a fuel gas system
GRPBPTK 14 Storage Tanks/Vessels |F1001A, F1001B, F1001C, R5112-5A 30 TAC Chapter 115, Control Device Type = Flare

F1001D, F1001E, F1002C,
F1002D, F1002E, F1002F,
F1002G, F1002H, F1002],
F1003C, F1003D, F1217

Storage of VOCs
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.

GRPBPTK 14 Storage Tanks/Vessels |F1001A, F1001B, F1001C, R5112-5AS 30 TAC Chapter 115, Control Device Type =
F1001D, F1001E, F1002C, Storage of VOCs Other vapor recovery unit
F1002D, F1002E, F1002F,
F1002G, F1002H, F1002],
F1003C, F1003D, F1217

GRPBPTK14 Storage Tanks/Vessels [F1001A, F1001B, F1001C, R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
F1001D, F1001E, F1002C, Storage of VOCs
F1002D, F1002E, F1002F,
F1002G, F1002H, F1002],
F1003C, F1003D, F1217

GRPBPTK 14 Storage Tanks/Vessels |F1001A, F1001B, F1001C, 63TGT-5 40 CFR Part 63, Subpart G |Emission Control Type =
F1001D, F1001E, F1002C, Closed vent system (CVS)
F1002D, F1002E, F1002F, and control device (fixed
F1002G, F1002H, F1002], roof), Control Device Type
F1003C, F1003D, F1217 = Flare

GRPBPTK 14 Storage Tanks/Vessels |F1001A, F1001B, F1001C, 63TGT-5S2 40 CFR Part 63, Subpart G |Emission Control Type =
F1001D, F1001E, F1002C, Emissions routed to a fuel
F1002D, F1002E, F1002F, gas system
F1002G, F1002H, F1002],
F1003C, F1003D, F1217

GRPBPTK16 Storage Tanks/Vessels |F1209A, F1209B, F1209C, R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
F1750,F1770 Storage of VOCs

GRPBPTK16 Storage Tanks/Vessels |F1209A, F1209B, F1209C, R5112-5F 30 TAC Chapter 115, Control Device Type = Flare
F1750,F1770 Storage of VOCs

GRPBPTK16 Storage Tanks/Vessels |F1209A, F1209B, F1209C, R5112-5FS 30 TAC Chapter 115, Control Device Type =
F1750,F1770 Storage of VOCs Other vapor recovery unit

GRPBPTK16 Storage Tanks/Vessels |F1209A, F1209B, F1209C, 63GT-1 40 CFR Part 63, Subpart G |No changing attributes.
F1750,F1770

GRPBPTK17 Storage Tanks/Vessels |F1760 R5112-5C 30 TAC Chapter 115, Control Device Type = Flare
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

Storage of VOCs

GRPBPTK17 Storage Tanks/Vessels [F1760 R5112-5CS 30 TAC Chapter 115, Control Device Type =
Storage of VOCs Other vapor recovery unit

GRPBPTK17 Storage Tanks/Vessels |F1760 R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs

GRPBPTK17 Storage Tanks/Vessels [F1760 63GT-2 40 CFR Part 63, Subpart G |No changing attributes.

GRPBPTK18 Storage Tanks/Vessels |F1780 R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs

GRPBPTK18 Storage Tanks/Vessels |F1780 R5112-5] 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs

GRPBPTK18 Storage Tanks/Vessels |F1780 R5112-5]S 30 TAC Chapter 115, Control Device Type =
Storage of VOCs Other vapor recovery unit

GRPBPTK18 Storage Tanks/Vessels |F1780 63GT-2 40 CFR Part 63, Subpart G |No changing attributes.

GRPBPTK19 Storage Tanks/Vessels |F1002A, F1210, F1266 R5112-3B 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs

GRPBPTK19 Storage Tanks/Vessels |F1002A, F1210, F1266 R5112-3BS 30 TAC Chapter 115, Control Device Type =
Storage of VOCs Other vapor recovery unit

GRPBPTK19 Storage Tanks/Vessels |F1002A, F1210, F1266 R5112-3E 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs

GRPBPTK19 Storage Tanks/Vessels [F1002A, F1210, F1266 63GT-2 40 CFR Part 63, Subpart G |No changing attributes.

GRPBPTK20 Storage Tanks/Vessels [F1165, F1250A, F1250B R5112-1 30 TAC Chapter 115, No changing attributes.
Storage of VOCs

GRPBPTK?20 Storage Tanks/Vessels |F1165, F1250A, F12508B 63GT-2 40 CFR Part 63, Subpart G |No changing attributes.

GRPBPTK?21 Storage Tanks/Vessels |F1670A, F1670B, F1670C, R5112-1 30 TAC Chapter 115, No changing attributes.

F611

Storage of VOCs
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
GRPBPTK26 Wastewater Units F1557, F1558, F1559 R5112-1 30 TAC Chapter 115, No changing attributes.
Storage of VOCs
GRPBPTK?24 Storage Tanks/Vessels [F1101A, F1101B, F1103A, R5112-1 30 TAC Chapter 115, No changing attributes.
F1103B, F1103C, F1103D, Storage of VOCs
F1108, F1753B, F301
GRPBPTK3 Storage Tanks/Vessels |F1166, F1216, F1219 R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs
GRPBPTK3 Storage Tanks/Vessels |F1166, F1216, F1219 R5112-5EM 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs
GRPBPTK3 Storage Tanks/Vessels |F1166, F1216, F1219 R5112-5ES 30 TAC Chapter 115, Control Device Type =
Storage of VOCs Other vapor recovery unit
GRPBPTK3 Storage Tanks/Vessels [F1166, F1216, F1219 63TGT-8 40 CFR Part 63, Subpart G |Emission Control Type =
Closed vent system (CVS)
and control device (fixed
roof), Control Device Type
= Flare
GRPBPTK3 Storage Tanks/Vessels |F1166, F1216, F1219 63TGT-8S2 40 CFR Part 63, Subpart G |Emission Control Type =
Emissions routed to a fuel
gas system
GRPBPTK4 Storage Tanks/Vessels |F1101C, F1101D R5112-1 30 TAC Chapter 115, No changing attributes.
Storage of VOCs
GRPBPTKS5 Storage Tanks/Vessels |F1105A, F1105B R5112-1 30 TAC Chapter 115, No changing attributes.
Storage of VOCs
GRPBPTK?7 Storage Tanks/Vessels |F1003A R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs
GRPBPTK?7 Storage Tanks/Vessels |F1003A R5112-5H 30 TAC Chapter 115, Control Device Type = Flare

Storage of VOCs
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
GRPBPTK?7 Storage Tanks/Vessels |F1003A R5112-5HS 30 TAC Chapter 115, Control Device Type =
Storage of VOCs Other vapor recovery unit
GRPBPTK9 Storage Tanks/Vessels [F1002B, F1003B R5112-5E 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs
GRPBPTK9 Storage Tanks/Vessels |F1002B, F1003B R5112-5G 30 TAC Chapter 115, Control Device Type = Flare
Storage of VOCs
GRPBPTK9 Storage Tanks/Vessels |F1002B, F1003B R5112-5GS 30 TAC Chapter 115, Control Device Type =
Storage of VOCs Other vapor recovery unit
GRPBPTK9 Storage Tanks/Vessels |F1002B, F1003B 63TGT-5 40 CFR Part 63, Subpart G |Emission Control Type =
Closed vent system (CVS)
and control device (fixed
roof), Control Device
Design = The control device
was not installed on or
before December 31, 1992
or was not designed to
reduce inlet emissions of
total organic hazardous air
pollutants by greater than
or equal to 90% and less
than 95%., Control Device
Type = Flare
GRPBPTK9 Storage Tanks/Vessels |F1002B, F1003B 63TGT-5S2 40 CFR Part 63, Subpart G |Emission Control Type =
Emissions routed to a fuel
gas system
GRPFUGHON Fugitive Emission Units | BLOFUG, P9FUG R115HD3-001 |30 TAC Chapter 115, No changing attributes.
HRVOC Fugitive Emissions
GRPFUGHON Fugitive Emission Units [ BLOFUG, P9FUG R5352-ALL 30 TAC Chapter 115, Pet. |No changing attributes.

Refinery & Petrochemicals

Renewal- Draft Page 37



Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

GRPFUGHON

Fugitive Emission Units

BLOFUG, P9FUG

63H-ALL

40 CFR Part 63, Subpart H

No changing attributes.

GRPVNTHON1

Emission
Points/Stationary
Vents/Process Vents

D102, D1030, D104, D201,
D203, D2140, D2230,
D2290, D2330, D2410,
D2420, D2430, D2510,
D2520, D2540, D2610,
D2620, D2630, D2640,
D2720, D2740, D2750,
D2770, D2830, D2831,
D2832, D2833, D2840,
D2860, D2870, D2880,
D2890, D3140, D3150,
D3210, D3230, D3250,
D3330, D3410, D3420,
D3430, D3440, D3510,
D3520, D3540, D3610,
D3620, D3630, D3640,
D3720, D401, D402, D403,
D404, D501, D502, D601,
D602, D605, D702, D703,
D704, D705, D707, D803,
D804, D805, D902, D903,
D905, D951

R5722-1

30 TAC Chapter 115,
HRVOC Vent Gas

No changing attributes.

GRPVNTHONI1

Emission
Points/Stationary
Vents/Process Vents

D102, D1030, D104, D201,
D203, D2140, D2230,
D2290, D2330, D2410,
D2420, D2430, D2510,
D2520, D2540, D2610,
D2620, D2630, D2640,
D2720, D2740, D2750,
D2770, D2830, D2831,
D2832, D2833, D2840,

R5121-1

30 TAC Chapter 115, Vent
Gas Controls

Control Device Type =
Smokeless flare
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

D2860, D2870, D2880,
D2890, D3140, D3150,
D3210, D3230, D3250,
D3330, D3410, D3420,
D3430, D3440, D3510,
D3520, D3540, D3610,
D3620, D3630, D3640,
D3720, D401, D402, D403,
D404, D501, D502, D601,
D602, D605, D702, D703,
D704, D705, D707, D803,
D804, D805, D902, D903,
D905, D951

GRPVNTHON1

Emission
Points/Stationary
Vents/Process Vents

D102, D1030, D104, D201,
D203, D2140, D2230,
D2290, D2330, D2410,
D2420, D2430, D2510,
D2520, D2540, D2610,
D2620, D2630, D2640,
D2720, D2740, D2750,
D2770, D2830, D2831,
D2832, D2833, D2840,
D2860, D2870, D2880,
D2890, D3140, D3150,
D3210, D3230, D3250,
D3330, D3410, D3420,
D3430, D3440, D3510,
D3520, D3540, D3610,
D3620, D3630, D3640,
D3720, D401, D402, D403,
D404, D501, D502, D601,
D602, D605, D702, D703,
D704, D705, D707, D803,

R5121-1E

30 TAC Chapter 115, Vent
Gas Controls

Control Device Type =
Smokeless flare
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Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

D804, D805, D902, D903,
D905, D951

GRPVNTHON1

Emission
Points/Stationary
Vents/Process Vents

D102, D1030, D104, D201,
D203, D2140, D2230,
D2290, D2330, D2410,
D2420, D2430, D2510,
D2520, D2540, D2610,
D2620, D2630, D2640,
D2720, D2740, D2750,
D2770, D2830, D2831,
D2832, D2833, D2840,
D2860, D2870, D2880,
D2890, D3140, D3150,
D3210, D3230, D3250,
D3330, D3410, D3420,
D3430, D3440, D3510,
D3520, D3540, D3610,
D3620, D3630, D3640,
D3720, D401, D402, D403,
D404, D501, D502, D601,
D602, D605, D702, D703,
D704, D705, D707, D803,
D804, D805, D902, D903,
D905, D951

R5121-1S

30 TAC Chapter 115, Vent
Gas Controls

Control Device Type =
Vapor recovery system, as
defined in 30 TAC §
115.10, other than an
afterburner, blast furnace
combustion device, boiler,
catalytic or direct flame
incinerator, carbon
adsorption system, chiller,
flare or vapor combustor.

GRPVNTHONI1

Emission
Points/Stationary
Vents/Process Vents

D102, D1030, D104, D201,
D203, D2140, D2230,
D2290, D2330, D2410,
D2420, D2430, D2510,
D2520, D2540, D2610,
D2620, D2630, D2640,
D2720, D2740, D2750,
D2770, D2830, D2831,

63F-G1

40 CFR Part 63, Subpart G

No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
D2832, D2833, D2840,
D2860, D2870, D2880,
D2890, D3140, D3150,
D3210, D3230, D3250,
D3330, D3410, D3420,
D3430, D3440, D3510,
D3520, D3540, D3610,
D3620, D3630, D3640,
D3720, D401, D402, D403,
D404, D501, D502, D601,
D602, D605, D702, D703,
D704, D705, D707, D803,
D804, D805, D902, D903,
D905, D951
GRPVNTMON1 Emission D1501, D1502, D1503, R5722-1 30 TAC Chapter 115, No changing attributes.
Points/Stationary D1510, D1520, D1530, HRVOC Vent Gas
Vents/Process Vents D1591, D1592, D1593
GRPVNTMON1 Emission D1501, D1502, D1503, R5121-1 30 TAC Chapter 115, Vent |[Control Device Type =
Points/Stationary D1510, D1520, D1530, Gas Controls Smokeless flare
Vents/Process Vents D1591, D1592, D1593
GRPVNTMONI1 Emission D1501, D1502, D1503, R5121-1E 30 TAC Chapter 115, Vent |[Control Device Type =
Points/Stationary D1510, D1520, D1530, Gas Controls Smokeless flare
Vents/Process Vents D1591, D1592, D1593
GRPVNTMONI1 Emission D1501, D1502, D1503, R5121-1S 30 TAC Chapter 115, Vent |[Control Device Type =
Points/Stationary D1510, D1520, D1530, Gas Controls Vapor recovery system, as

Vents/Process Vents

D1591, D1592, D1593

defined in 30 TAC §
115.10, other than an
afterburner, blast furnace
combustion device, boiler,
catalytic or direct flame
incinerator, carbon
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
adsorption system, chiller,
flare or vapor combustor.
GRPVNTREGV Emission D807, E1750A, E1750B R5722-1 30 TAC Chapter 115, No changing attributes.
Points/Stationary HRVOC Vent Gas
Vents/Process Vents
GRPVNTREGV Emission D807, E1750A, E1750B R5121-2 30 TAC Chapter 115, Vent |[Control Device Type =
Points/Stationary Gas Controls Smokeless flare
Vents/Process Vents
GRPVNTREGV Emission D807, E1750A, E1750B R5121-2E 30 TAC Chapter 115, Vent |[Control Device Type =
Points/Stationary Gas Controls Smokeless flare
Vents/Process Vents
GRPVNTREGV Emission D807, E1750A, E1750B R5121-2S 30 TAC Chapter 115, Vent |Control Device Type =
Points/Stationary Gas Controls Vapor recovery system, as
Vents/Process Vents defined in 30 TAC §
115.10, other than an
afterburner, blast furnace
combustion device, boiler,
catalytic or direct flame
incinerator, carbon
adsorption system, chiller,
flare or vapor combustor.
GRPWWGI1FED Wastewater Units F101, F1678, F1679, F1680, |R5DIV4-0003 |30 TAC Chapter 115, No changing attributes.
F201, F205, F2211, F2410, Industrial Wastewater
F2612, F3140, F3210,
F3211, F3230, F3250,
F3430, F3612, F609A,
F609B, WWCSBP1,
WWCSBP2, WWCSBP3
GRPWWGITEX Wastewater Units F2430, F2440, F3410, R5DIV4-0004 |30 TAC Chapter 115, No changing attributes.

F3411, F3440

Industrial Wastewater
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
GRPWWG2MON | Storage Tanks/Vessels [F1503, F1530, F1593 63FFFF-05 40 CFR Part 63, Subpart No changing attributes.
FFFF
LR1 Loading/Unloading N/A R5111-1C 30 TAC Chapter 115, No changing attributes.
Operations Loading and Unloading of
VOC
LR1 Loading/Unloading N/A 63FFFF-04 40 CFR Part 63, Subpart No changing attributes.
Operations FFFF
M1781 Emission N/A R5121-3 30 TAC Chapter 115, Vent [No changing attributes.
Points/Stationary Gas Controls
Vents/Process Vents
M1782 Emission N/A R5121-3 30 TAC Chapter 115, Vent [No changing attributes.
Points/Stationary Gas Controls
Vents/Process Vents
P7FUG Fugitive Emission Units [N/A R5352-ALL 30 TAC Chapter 115, Pet. |Flanges = The fugitive unit

Refinery & Petrochemicals

contains flanges., Alternate
Control Requirement = The
TCEQ Executive Director
has not approved an
alternate method for
demonstrating and
documenting continuous
compliance with an
alternate control
requirement or exemption
criteria for flanges or no
alternate has been
requested., Complying with
30 TAC § 115.352(1) =
Flanges are complying with
the requirements in 30 TAC
§115.352(1)., TVP of
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.

Process Fluid VOC <= 0.044
PSIA AT 680° F = Flanges
contact a process fluid
containing VOC having a
true vapor pressures less
than or equal to 0.044 psia
at 68 degrees Fahrenheit.,
TVP of Process Fluid VOC >
0.044 PSIAAT 68" F =
Flanges contact a process
fluid containing VOC
having a TVP greater than
0.044 psia at 68 degrees
Fahrenheit., TVP of Process
Fluid VOC <= 0.044 PSIA
AT 680" F = Pump seals
contact a process fluid
containing VOC having a
true vapor pressures less
than or equal to 0.044 psia
at 68 degrees Fahrenheit.,
TVP of Process Fluid VOC
<= 0.044 PSIA AT 680" F =
Compressor seals contact a
process fluid containing
VOC having a true vapor
pressures less than or
equal to 0.044 psia at 68
degrees Fahrenheit.,
Rupture Disks = The
fugitive unit has pressure
relief valves equipped with
rupture disks., Complying
with 30 TAC § 115.352(1) =
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

Process drains are
complying with the
requirements in 30 TAC §
115.352(1)., TVP of Process
Fluid VOC <= 0.044 PSIA
AT 68° F = Process drains
contact a process fluid
containing VOC having a
true vapor pressures less
than or equal to 0.044 psia
at 68 degrees Fahrenheit.,
TVP of Process Fluid VOC >
0.044 PSIAAT 68" F =
Process drains contact a
process fluid containing
VOC having a TVP greater
than 0.044 psia at 68
degrees Fahrenheit.,
Complying With §
115.352(1) = Compressor
seals are complying with
the requirements in 30 TAC
§ 115.352(1)., Complying
with 30 TAC § 115.352(1) =
Pump seals are complying
with the requirements in
30 TAC § 115.352(1).,
Weight Percent VOC = All
components contact a
process fluid that co

P7FUG

Fugitive Emission Units

N/A

R5352-VOC

30 TAC Chapter 115, Pet.
Refinery & Petrochemicals

Weight Percent VOC = All
components only contact a
process fluid that contains
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
less than 10% VOC by
weight.

PROBPCT1 Chemical N/A 63F-001 40 CFR Part 63, Subpart F |No changing attributes.
Manufacturing Process

PROP1ETHER Chemical N/A 63F-003 40 CFR Part 63, Subpart F |No changing attributes.
Manufacturing Process

PROP1POTBA Chemical N/A 63F-003 40 CFR Part 63, Subpart F |No changing attributes.
Manufacturing Process

PROP1PRCAR Chemical N/A 63F-003 40 CFR Part 63, Subpart F |No changing attributes.
Manufacturing Process

PROP1TBHP Chemical N/A 63FFFF-02 40 CFR Part 63, Subpart No changing attributes.
Manufacturing Process FFFF

PROP2GLYC Chemical N/A 63F-003 40 CFR Part 63, Subpart F |No changing attributes.
Manufacturing Process

PROP2POTBA Chemical N/A 63F-003 40 CFR Part 63, Subpart F |No changing attributes.
Manufacturing Process

PROP3POTBA Chemical N/A 63F-003 40 CFR Part 63, Subpart F |No changing attributes.
Manufacturing Process

T25 Wastewater Units N/A R5DIV4-0005 |30 TAC Chapter 115, No changing attributes.

Industrial Wastewater

UNLOADING Loading/Unloading N/A R5121-1 30 TAC Chapter 115, True Vapor Pressure = True

Operations Loading and Unloading of |vapor pressure less than
VOC 0.5 psia.

UNLOADING Loading/Unloading N/A R5121-3 30 TAC Chapter 115, True Vapor Pressure = True

Operations Loading and Unloading of |vapor pressure greater

VOC

than or equal to 0.5 psia.,
Vapor Tight = All liquid
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units SOP Index No.

Regulation

Requirement Driver

and vapor lines are
equipped with fittings
which make vapor-tight
connections that close
automatically when
disconnected.
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

ANALYZER

EP

R-5722-

HIGHLY
REACTIVE
voc

30 TAC
Chapter 115,
HRVOC Vent
Gas

§ 115.727(c)(2)

A vent gas stream
that has the potential
to emit HRVOCs, but
has a concentration
less than 100 ppmv
at all times or has a
maximum potential
flow rate equal to or
less than 100 dry
standard cubic feet
per hour is exempt
from this division
with the exception of
§ 115.726(e)(3)(A) of
this title. The
maximum potential
HRVOC emissions for
the sum of all vent
gas streams claimed
under this
exemption, must be
less for the account
specified in §
115.722(a) or (b) of
this title than 0.5 tpy.

None

§ 115.726(e)(3)(A)
§ 115.726(j)(2)

None

ANALYZER

EP

R-5121-

vocC

30 TAC
Chapter 115,
Vent Gas
Controls

§ 115.127(a)(2)(A)
[GI§ 115.122(a)(4)
§115.127(a)(2)

A vent gas stream
having a combined
weight of volatile
organic compounds
(VOC) < 100 lbs (45.4
kg) in any continuous
24-hour period is
exempt from the
requirements of §
115.121(a)(1).

[GI§ 115.125
§ 115.126(2)

§115.126
§ 115.126(2)
§ 115.126(4)

None

B1501A

EU

RII111-
002

PM
(OPACITY)

30 TAC
Chapter 111,
Visible

§ 111.111(a)(4)(A)

Visible emissions
from a process gas
flare shall not be

§ 111.111(a)4)A)@)
§ 111.111(a)(4)(A)(1)

§ 111.111(a)(4)(A)(i)

None

Renewal- Draft Page 48




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
Emissions permitted for more
than five minutes in
any two-hour period,
except for upset
emissions as
provided in
§101.11(a).
B1501A EU R115D1- | HIGHLY 30 TAC § 115.722(d) All flares must § 115.725(e)(1) § 115.726(d)(1) §115.725(n)
001 REACTIVE [Chapter 115, § 115.722(d)(1) continuously meet §115.725(e)(2) § 115.726(d)(10)
VOC HRVOC Vent § 115.722(d)(2) the requirements of |§ 115.725(e)(3) § 115.726(d)(2)
Gas § 115.725(e)(1) 40 CFR § 60.18(c)(2)- | § 115.725(F)(1) § 115.726(d)(3)
§ 115.725(e)(2) (6) and (d) as § 115.725(H)(2) § 115.726(d)(4)
§ 115.725(e)(3) amended through § 115.725(F)(3) [G]§ 115.726(d)(5)
§ 115.725(f)(1) October 17, 2000 (65 |§ 115.725(f)(4)(B) § 115.726(d)(7)
§ 115.725(f)(2) FR 61744) when vent | § 115.725(f)(5) § 115.726()
§ 115.725(f)(3) gas containing [G]§ 115.725(g)(2)(A) § 115.726()(1)
§ 115.725()(5) HRVOC is being [GI§ 115.725(g)2)(C) | § 115.726()(2)
[GI§ 115.725(g)(2)(A) routed to the flare. § 115.725(g)(2)(D)
[GI§ 115.725(g)(2)(C) § 115.725(k)(2)
§ 115.725(g)(2)(D) [G]§ 115.725()
[G]§ 115.725(1) §115.725(n)
B1501A EU R115D1- | HIGHLY 30 TAC § 115.722(d) All flares must § 115.725(g)(2) § 115.726(d)(1) §115.725(m)
002 REACTIVE [Chapter 115, § 115.722(d)(1) continuously meet [G]§ 115.72 5(g)(2)(A) § 115.726(d)(2)
vVOC HRVOC Vent § 115.722(d)(2) the requirements of |[G]§ 115.725(g)(2)(C) § 115.726(d)(3)
Gas § 115.725(g)(2) 40 CFR § 60.18(c)(2)- |§ 115.725(g)(2)(D) § 115.726(d)4)
[GI§ 115.725(g)(2)(A) (6) and (d) as § 115.725(g)(2)(E) § 115.726(d)(7)(A)
[GI§ 115.725(g)(2)(C) amended through [G]§ 115.725(1) § 115.726(d)(7)(B)
§ 115.725(g)(2)(D) October 17, 2000 (65 | § 115.725(n) § 115.726(d)(7)(C)
[G]§ 115.725(1) FR 61744) when vent § 115.726(d)(7)(D)
gas containing § 115.726(d)(7)(E)
HRVOC is being § 115.726()
routed to the flare. § 115.726(j)(1)
§ 115.726(3)(2)
B1501A CD 60A-001 [ OPACITY |40 CFR Part 60, | § 60.18(b) Flares shall comply § 60.18(d) None None
Subpart A § 60.18(c)(1) with paragraphs (c)- |[§ 60.18(f)(1)
§ 60.18(c)(2) (f) of § 60.18. § 60.18(H)(2)
§ 60.18(c)(3)(ii) § 60.18(H)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 60.18(c)(4)(@) § 60.18(f)(4)
§ 60.18(c)(6)
§ 60.18(e)
B1501B EU R1111- |PM 30 TAC §111.111(a)(4)(A) Visible emissions §111.111(a)(4)(A)G) § 111.111(a)(4)(A)(i) None
002 (OPACITY) |Chapter 111, from a process gas §111.111(a)(4)(A)(ii)
Visible flare shall not be
Emissions permitted for more
than five minutes in
any two-hour period,
except for upset
emissions as
provided in
§101.11(a).
B1501B EU R115D1- | HIGHLY 30 TAC § 115.722(d) All flares must § 115.725(e)(1) § 115.726(d)(1) §115.725(m)
001 REACTIVE |Chapter 115, § 115.722(d)(1) continuously meet §115.725(e)(2) § 115.726(d)(10)
vOC HRVOC Vent § 115.722(d)(2) the requirements of |§ 115.725(e)(3) § 115.726(d)(2)
Gas § 115.725(e)(1) 40 CFR § 60.18(c)(2)- | § 115.725(f)(1) § 115.726(d)(3)
§ 115.725(e)(2) (6) and (d) as § 115.725(F)(2) § 115.726(d)4)
§ 115.725(e)(3) amended through § 115.725(F)(3) [G]§ 115.726(d)(5)
§ 115.725(f)(1) October 17, 2000 (65 |§ 115.725(f)(4)(B) § 115.726(d)(7)
§ 115.725(f)(2) FR 61744) when vent | § 115.725(f)(5) § 115.726()
§ 115.725(f)(3) gas containing [GI§ 115.725(g)(2)(A) § 115.7263)(1)
§ 115.725(f)(5) HRVOC is being [GI§ 115.725(g)2)(C) | § 115.726()(2)
[GI§ 115.725(g)(2)(A) routed to the flare. § 115.725(g)(2)(D)
[GI§ 115.725(g)(2)(C) § 115.725(k)(2)
§ 115.725(g)(2)(D) [G]§ 115.725()
[G]§ 115.725(1) §115.725(n)
B1501B EU R115D1- [HIGHLY 30 TAC §115.722(d) All flares must § 115.725(g)(2) § 115.726(d)(1) §115.725(m)
002 REACTIVE [Chapter 115, § 115.722(d)(1) continuously meet [G]§ 115.72 5(g)(2)(A) § 115.726(d)(2)
VOC HRVOC Vent § 115.722(d)(2) the requirements of |[G]§ 115.725(g)(2)(C) § 115.726(d)(3)
Gas §115.725(g)(2) 40 CFR § 60.18(c)(2)- | § 115.725(g)(2)(D) § 115.726(d)(4)
[GI§ 115.725(g)(2)(A) (6) and (d) as § 115.725(g)(2)(E)
[G]

(A
[GI§ 115.725(g)(2)(C)
§ 115.725(g)(2)(D)
[G]§ 115.725()

amended through
October 17, 2000 (65
FR 61744) when vent
gas containing
HRVOC is being

GI§ 115.725(1)
§ 115.725(n)

§ 115.726(d)(7)(B)
§ 115.726(d)(7)(C)
§ 115.726(d)(7)(D)
§ 115.726(d)(7)(E)
§ 115.726(3)

X
)
X
X
§ 115.726(d)(7)(A)
)
X
X
X
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
routed to the flare. § 115.726(j)(1)
§ 115.726()(2)
B1501B CD 60A-001 [OPACITY |40 CFR Part 60, |§ 60.18(b) Flares shall comply § 60.18(d) None None
Subpart A § 60.18(c)(1) with paragraphs (c)- |§ 60.18(f)(1)
§ 60.18(c)(2) (f) of § 60.18. § 60.18(H)(2)
§ 60.18(c)(3)(ii) § 60.18(H(3)
§ 60.18(c)(4)(d) § 60.18(f)(4)
§ 60.18(c)(6)
§ 60.18(e)
B1501C EU R1111- (PM 30 TAC §111.111(a)(4)(A) Visible emissions §111.111(a)(4)(A)31) § 111.111(a)(4)(A)(i) None
002 (OPACITY) |Chapter 111, from a process gas §111.111(a)(4)(A)(ii)
Visible flare shall not be
Emissions permitted for more
than five minutes in
any two-hour period,
except for upset
emissions as
provided in
§101.11(a).
B1501C EU R115D1- | HIGHLY 30 TAC § 115.722(d) All flares must § 115.725(e)(1) § 115.726(d)(1) § 115.725(n)
001 REACTIVE |Chapter 115, § 115.722(d)(1) continuously meet §115.725(e)(2) § 115.726(d)(10)
VOC HRVOC Vent § 115.722(d)(2) the requirements of |§ 115.725(e)(3) § 115.726(d)(2)
Gas § 115.725(e)(1) 40 CFR § 60.18(c)(2)- | § 115.725(f)(1) § 115.726(d)(3)
§ 115.725(e)(2) (6) and (d) as § 115.725(F)(2) § 115.726(d)4)
§ 115.725(e)(3) amended through § 115.725(F)(3) [G]§ 115.726(d)(5)
§ 115.725(f)(1) October 17, 2000 (65 |§ 115.725(f)(4)(B) § 115.726(d)(7)
§ 115.725(f)(2) FR 61744) when vent |§ 115.725(f)(5) § 115.726()
§ 115.725(f)(3) gas containing [G]§ 115.725(g)(2)(A) § 115.726()(1)
§ 115.725(f)(5) HRVOC is being [G]§ 115.725(g)(2)(C) § 115.726()(2)
[G]§ 115.725(g)(2)(A) routed to the flare. § 115.725(g)(2)(D)
[GI§ 115.725(g )( )( ) § 115.725(k)(2)
§ 115.725(g)(2) [G]§ 115.725()
[G]§ 115.725(1) §115.725(n)
B1501C EU R115D1- | HIGHLY 30 TAC § 115.722(d) All flares must § 115.725(g)(2) § 115.726(d)(1) §115.725(n)
002 REACTIVE [Chapter 115, § 115.722(d)(1) continuously meet [GI§ 115.725(g)(2)(A) § 115.726(d)(2)
VOC HRVOC Vent § 115.722(d)(2) the requirements of |[G]§ 115.725(g)(2)(C) § 115.726(d)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
Gas § 115.725(g)(2) 40 CFR § 60.18(c)(2)- |§ 115.725(g)(2)(D) § 115.726(d)(4)
[G]§ 115.725(g)(2)(A) (6) and (d) as § 115.725(g)(2)(E) § 115.726(d)(7)(A)
[GI§ 115.725(g)(2)(C) amended through [G]§ 115.725() § 115.726(d)(7)(B)
§ 115.725(g)(2)(D) October 17, 2000 (65 | § 115.725(n) § 115.726(d)(7)(C)
[G]§ 115.725(1) FR 61744) when vent § 115.726(d)(7)(D)
gas containing § 115.726(d)(7)(E)
HRVOC is being § 115.726()
routed to the flare. § 115.726()(1)
§ 115.726()(2)
B1501C CD 60A-001 [OPACITY |40 CFR Part 60, |§ 60.18(b) Flares shall comply § 60.18(d) None None
Subpart A § 60.18(c)(1) with paragraphs (c)- |§ 60.18(f)(1)
§ 60.18(c)(2) (f) of § 60.18. § 60.18(H)(2)
§ 60.18(c)(3)(ii) § 60.18(H)(3)
§ 60.18(c)(4)(d) § 60.18(f)(4)
§ 60.18(c)(6)
§ 60.18(e)
B1550 EU R1111- |PM 30 TAC §111.111(a)(4)(A) Visible emissions §111.111(a)(4)(A)({) §111.111(a)(4)(A)(i) None
002 (OPACITY) |Chapter 111, from a process gas §111.111(a)(4)(A)(ii)
Visible flare shall not be
Emissions permitted for more
than five minutes in
any two-hour period,
except for upset
emissions as
provided in
§101.11(a).
B1550 EU R115HD [HIGHLY 30 TAC §115.722(d) All flares must [G]§ 115.725(d)(1) § 115.726(a)(1) §115.725(m)
1-001 REACTIVE [Chapter 115, § 115.722(d)(1) continuously meet § 115.725(d)(2) § 115.726(a)(1)(A) § 115.726(a)(1)(B)
VOC HRVOC Vent § 115.722(d)(2) the requirements of |§ 115.725(d)(2)(A)(i) § 115.726(d)(1) [G]§ 115.726(a)(2)
Gas [G]§ 115.725(d)(1) 40 CFR § 60.18(c)(2)- |[G]§ 115.725(d)(2)(A)(ii) § 115.726(d)(10)
§ 115.725(d)(2) (6) and (d) as § 115.725(d)(2)(A)( 111 § 115.726(d)(2)
§ 115.725(d)(2)(A)(3) amended through § 115.725(d)(2)(A)(iv § 115.726(d)(3)
[G]§ 115.725(d)(2)(A)({i) | October 17, 2000 (65 |§ 115.725(d)(2)(B) § 115.726(d)(4)
§ 115.725(d)(2)(A)(iii) FR 61744) when vent [§ 115.725(d)(2)(B)@) § 115.726()
§ 115.725(d)(2)(A)(iv) gas containing § 115.725(d)(2)(B)(ii) § 115.726(j)(1)
§ 115.725(d)(2)(B) HRVOC is being § 115.725(d)(2)(B)(iii) § 115.726(j)(2)
§ 115.725(d)(2)(B )(1) routed to the flare. § 115.725(d)(2)(B)(iv)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.725(d)(2)(B)(ii) § 115.725(d)(3)
§ 115.725(d)(2)(B)(ii) § 115.725(d)4)
§ 115.725(d)(2)(B)@iv) § 115.725(d)(5)
[G]§ 115.725(1) § 115.725(d)(6)
§ 115.725(m)(2)(A) § 115.725(d)(7)
§ 115.725(m)(2)(B) § 115.725(k)(1)
§ 115.725(@m)(3) [G]§ 115.725()
[G]§ 115.726(a)(2) §115.725(m)(1)
§ 115.725(m)(2)(A)
§ 115.725(m)(2)(B)
§ 115.725(m)(3)
§ 115.725(n)
B1550 CD 60A-001 |OPACITY (40 CFR Part 60, | § 60.18(b) Flares shall comply § 60.18(d) None None
Subpart A § 60.18(c)(1) with paragraphs (c)- |§ 60.18(f)(1)
§ 60.18(c)(2) (f) of § 60.18. § 60.18(H)(2)
§ 60.18(c)(3)(ii) § 60.18(H)(5)
§ 60.18(c)(4)(iii)
§ 60.18(c)(6)
§ 60.18(e)
B1550 CD 60A-002 | OPACITY (40 CFR Part 60, | § 60.18(b) Flares shall comply § 60.18(d) None None
Subpart A § 60.18(c)(1) with paragraphs (c)- |[§ 60.18(f)(1)
§ 60.18(c)(2) (f) of § 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii)
§ 60.18(c)(4)(@)
§ 60.18(c)(6)
§ 60.18(e)
B1550 CD 63A-001 | 112(B) 40 CFR Part 63, | § 63.11(b)(4) Flares shall be § 63.11(b)(4) None None
HAPS Subpart A § 63.11(b)(1) designed and § 63.11(b)(5)
§ 63.11(b)(2) operated with no
§ 63.11(b)(3) visible emissions,
§ 63.11(b)(5) except for periods of
§ 63.11(b)(6)(i) a total of 5 minutes
§ 63.11(b)(7)(ii) or less during any 2
consecutive hrs. Test
Method 22 in App. A
of part 60 of this
chapter shall be

Renewal- Draft Page 53




Applicable Requirements Summary

§ 117.340()(2)
§ 117.340(p)(1)
§ 117.340(p)(2)(C)

specifications but
shall use the mass
emissions cap and

§ 117.340(0)(1)
§ 117.340(p)(1)
§ 117.340(p)(2)(A)

§ 117.8010(2

B
§117.8010(2)(C

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
used.
B1550 CD 63A-002 [112(B) 40 CFR Part 63, | § 63.11(b)(4) Flares shall be § 63.11(b)( None None
HAPS Subpart A § 63.11(b)(1) designed and § 63.11(b)(
§ 63.11(b)(2) operated with no
§ 63.11(b)(3) visible emissions,
§ 63.11(b)(5) except for periods of
§ 63.11(b)(6)(ii) a total of 5 minutes
§ 63.11(b)(7)(d) or less during any 2
consecutive hrs. Test
Method 22 in App. A
of part 60 of this
chapter shall be
used.
B1780 EU R7BDIV3 | NOy 30 TAC §117.310(d)(3) An owner or operator | [G]§ 117.335(a)(1) §117.345(a) §117.335(b)
-04 Chapter 117, §117.310(a) may not use the §117.335(a)(4) § 117.345(f) §117.335(g)
Subchapter B § 117.310(a)(8)(A)() alternative methods |§ 117.335(b) § 117.345(f)(1) § 117.340(p)(2)(D)
§117.310(b) specified in §§ §117.335(d) § 117.345(f)(9) [G]§ 117.345(b)
[G]§ 117.310(e)(1) 117.315,117.323 and | § 117.335(e) [G]§ 117.345(c)
§ 117.310(e)(2) 117.9800 to comply [§ 117.335(g) §117.8010
[G]§ 117.310(e)(3) with the NO, §117.340(a) [G]§ 117.8010(1)
§117.310(e)(4) emission § 117.340(1)(2) §117.8010(2
(o
(
(
(

§ 117.340(p)(3)

trade program in
Chapter 101,
Subchapter H,
Division 3, except
that electric
generating facilities
must also comply
with the daily and
30-day system cap
emission limitations
of § 117.320. An
owner or operator
may use the
alternative methods

§ 117.340(p)(2)(B)
§ 117.340(p)(2)(C)
§ 117.8000(b)

§ 117.8000(c)

§ 117.8000(c)(1)
§ 117.8000(c)(3)
§ 117.8000(c)(5)
§ 117.8000(c)(6)
[GI§ 117. 8000(d)

)

)(A)
§ 117.8010(2)(B)

X

)

)
§ 117.8010(2)(D)
[GI§ 117.8010(3)
§117.8010(4)

[GI§ 117.8010(5)
§ 117.8010(6)

[GI§ 117.8010(7)
[G]§ 117.8010(8)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
specified in §
117.9800 to comply
with § 117.320.
B1780 EU R7BDIV3 | CO 30 TAC §117.310(c)(1) CO emissions must [G]§ 117.335(a)(1) § 117.345(a) §117.335(b)
-04 Chapter 117, §117.310(c)(1)(B) not exceed 400 ppmv | § 117.335(a)(4) § 117.345(f) §117.335(g)
Subchapter B §117.310(c)(3) at 3.0% O 2, dry §117.335(b) § 117.345(f)(1) [G]§ 117.345(b)
basis. §117.335(d) § 117.345(f)(9) [G]§ 117.345(c)
§ 117.335(e) §117.8010
§117.335(g) [G]§ 117.8010(1)
§ 117.340(a) §117.8010(2)
§ 117.8000(b) §117.8010(2)(A)
§ 117.8000(c) §117.8010(2)(B)
§ 117.8000(c)(2) [G]§ 117.8010(3)
§ 117.8000(c)(3) §117.8010(4)
§ 117.8000(c)(5) [G]§ 117.8010(5)
§ 117.8000(c)(6) §117.8010(6)
[G]§ 117.8000(d) [G]§ 117.8010(7)
§117.8120 [G]§ 117.8010(8)
§117.8120(2)
[G]§ 117.8120(2)(A)
§ 117.8120(2)(B)
DEGREASER |EU R115E- |VOC 30 TAC §115.412(1) Cold solvent [G]§ 115.415(1) None None
1 0001 Chapter 115, §115.411(1) cleaning. No person |§ 115.415(3)
Degreasing [G]§ 115.411(2) shall own or operate |** See Periodic
Processes [G]§ 115.412(1)(A) a system utilizing a | Monitoring Summary
§115.412(1)(C) VOC for the cold
[G]§ 115.412(1)(F) solvent cleaning of
objects without the
controls listed in
§115.412(1)(A)-(F).
EMG401 EU R7BDIV3 | EXEMPT 30 TAC [G]§ 117.303(a)(10) Units exempted from | None § 117.340()) None
-001 Chapter 117, [G]§ 117.310(f) the provisions of this [G]§ 117.345(f)(10)
Subchapter B division, except as [G]§ 117.345(f)(6)

specified in
§§117.310(f),
117.340(),
117.345(f)(6) and
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
(10), 117.350(c)(1),
and 117.354(a)(5),
include any
stationary diesel
engine placed into
service before
October 1, 2001, that
operates less than
100 hours per year,
based on a rolling
12-month average;
and has not been
modified,
reconstructed, or
relocated on or after
October 1, 2001.
§117.303(a)(10)(A)-(B)
EMG401 EU 63Z7277- | 112(B) 40 CFR Part 63, | § 63.6602-Table2c.1 For each existing § 63.6625(f) § 63.6625(i) § 63.6640(b)
001 HAPS Subpart ZZZZ § 63.6595(a)(1) emergency stationary | § 63.6625(i) § 63.6655(a) § 63.6640(e)
§ 63.6605(a) CI RICE and black § 63.6640(a) § 63.6655(a)(1) § 63.6650(f)
§ 63.6605(b) start stationary CI § 63.6640(a)- § 63.6655(d)
§ 63.6625(e) RICE, located at a Table6.9.a.i § 63.6655(e)
§ 63.6625(h) major source, you § 63.6640(a)- § 63.6655(f)
§ 63.6625() must comply with Table6.9.a.ii § 63.6660(a)
§ 63.6640(b) the requirements as | § 63.6640(b) § 63.6660(b)
§ 63.6640(f)(1) specified in Table § 63.6660(c)
[G]§ 63.6640(f)(2) 2c.l.a-c.
§ 63.6640(f)(3)
EMG501 EU R7BDIV3 | EXEMPT 30 TAC [G]§ 117.303(a)(10) Units exempted from [ None § 117.340(0) None
-001 Chapter 117, [G]§ 117.310(f) the provisions of this [G]§ 117.345(£)(10)

Subchapter B

division, except as
specified in
§§117.310(),
117.340()),
117.345(f)(6) and
(10), 117.350(c)(1),
and 117.354(a)(5),
include any

[G]§ 117.345(f)(6)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
stationary diesel
engine placed into
service before
October 1, 2001, that
operates less than
100 hours per year,
based on a rolling
12-month average;
and has not been
modified,
reconstructed, or
relocated on or after
October 1, 2001.
§117.303(a)(10)(A)-(B)
EMG501 EU 63Z777- [112(B) 40 CFR Part 63, | § 63.6602-Table2c.1 For each existing § 63.6625(f) § 63.6625() § 63.6640(b)
001 HAPS Subpart ZZZ7 § 63.6595(a)(1) emergency stationary | § 63.6625(i) § 63.6655(a) § 63.6640(e)
§ 63.6605(a) CI RICE and black § 63.6640(a) § 63.6655(a)(1) § 63.6650(f)
§ 63.6605(b) start stationary CI § 63.6640(a)- § 63.6655(d)
§ 63.6625(e) RICE, located at a Table6.9.a.i § 63.6655(e)
§ 63.6625(h) major source, you § 63.6640(a)- § 63.6655(f)
§ 63.6625() must comply with Table6.9.a.ii § 63.6660(a)
§ 63.6640(b) the requirements as | § 63.6640(b) § 63.6660(b)
§ 63.6640(f)(1) specified in Table § 63.6660(c)
[G]§ 63.6640(f)(2) 2c.l.a-c.
§ 63.6640(f)(3)
EMG601 EU R7BDIV3 | EXEMPT 30 TAC [G]§ 117.303(a)(11) Units exempted from [ None § 117.340() None
-001 Chapter 117, [G]§ 117.310(f) the provisions of this [G]§ 117.345(f)(10)

Subchapter B

division except as
specified in
§§117.310(f),
117.340()),
117.345(f)(6) and
(10), 117.350(c)(1)
and 117.354(a)(5)
include new,
modified,
reconstructed, or
relocated stationary

[G]§ 117.345(1)(6)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

diesel engine placed
into service on or
after October 1,
2001, that operates
less than 100 hours
per year, based on a
rolling 12-month
average, in other
than emergency
situations; and meets
the requirements for
non-road engines as
specified.
§117.303(a)(11)(A)-(B)

EMG601

EU

60111I-2

CcO

40 CFR Part 60,
Subpart IIII

§ 60.4205(b)

§ 60.4202(a)(2)
§ 60.4206

§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]§ 60.4211()
§ 60.4218

§ 89.112(a)

Owners and
operators of
emergency stationary
CI ICE, that are not
fire pump engines,
with a maximum
engine power greater
than or equal to 37
KW and less than
130 KW and a
displacement of less
than 10 liters per
cylinder and is a
2007 model year and
later must comply
with a CO emission
limit of 5.0 g/KW-hr,
as stated in 40 CFR
60.4202(a)(2) and 40
CFR 89.112(a).

§ 60.4209(a)

§ 60.4214(b)

[G]§ 60.4214(d)

EMG601

EU

601I1I-2

NMHC and
NOy

40 CFR Part 60,
Subpart IIIT

§ 60.4205(b)

§ 60.4202(a)(2)
§ 60.4206

§ 60.4207(b)

Owners and
operators of
emergency stationary
CI ICE, that are not

§ 60.4209(a)

§ 60.4214(b)

[G]§ 60.4214(d)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)

[G]§ 60.4211(a) fire pump engines,

§60.4211(c) with a maximum

[G]§ 60.4211(f) engine power greater

§60.4218 than or equal to 37

§ 89.112(a) KW and less than 75
KW and a
displacement of less
than 10 liters per
cylinder and is a
2008 model year and
later, must comply
with an NMHC+NOx
emission limit of 4.7
g/KW-hr, as stated in
40 CFR 60.4202(a)(2)
and 40 CFR
89.112(a).

EMG601 EU 60III-2 |[PM 40 CFR Part 60, | § 60.4205(b) Emergency stationary | § 60.4209(a) § 60.4214(b) [G]§ 60.4214(d)
(OPACITY) | Subpart IIII § 60.4202(a)(2) CI ICE, that are not

§ 60.4206
§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]§ 60.4211(F)
§ 60.4218

§ 89.113(a)(1)
§ 89.113(a)(2)
§ 89.113(a)(3)

fire pump engines,
with displacement <
10 Ipc and not
constant-speed
engines, with max
engine power < 2237
KW and a 2007
model year and later
or max engine power
> 2237 KW and a
2011 model year and
later, must comply
with following
opacity emission
limits: 20% during
acceleration, 15%
during lugging, 50%
during peaks in
either acceleration or
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Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
lugging modes as
stated in
§60.4202(a)(1)-(2),
(b)(2) and
§89.113(a)(1)-(3) and
§1039.105(b)(1)-(3).
EMG601 EU 60IIII-2 |PM 40 CFR Part 60, | § 60.4205(b) Owners and § 60.4209(a) § 60.4214(b) [G]§ 60.4214(d)
Subpart IIII § 60.4202(a)(2) operators of

§ 60.4206 emergency stationary

§ 60.4207(b) CIICE, that are not

[G]§ 60.4211(a) fire pump engines,

§60.4211(c) with a maximum

[G]§ 60.4211(f) engine power greater

§60.4218 than or equal to 37

§ 89.112(a) KW and less than 75
KW and a
displacement of less
than 10 liters per
cylinder and is a
2007 model year and
later must comply
with a PM emission
limit of 0.40 g/KW-
hr, as stated in 40
CFR 60.4202(a)(2)
and 40 CFR
89.112(a).

EMG601 EU 63Z7Z77- | 112(B) 40 CFR Part 63, | § 63.6590(c) Stationary RICE None None None
002 HAPS Subpart ZZ7Z subject to

Regulations under 40
CFR Part 60. An
affected source that
meets any of the
criteria in paragraphs
(c)(1) through (7) of
this section must
meet the
requirements of this
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Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

part by meeting the
requirements of 40
CFR part 60 subpart
IIII, for compression
ignition engines or
40 CFR part 60
subpart JJJJ, for
spark ignition
engines as
applicable. No
further requirements
apply for such
engines under this
part.

F1214

EU

R5112-
S5E

voc

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

F1214

EU

R5112-
5]

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)
§115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§115.118(a)4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

F1214

EU

R5112-
5JS

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1

§115.115(a)
[GI§ 115.115()(5)
[GI§ 115.117

§ 115.118()(4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.
F1214 EU 63G-5 112(B) 40 CFR Part 63, | § 63.119(e) The owner or § 63.120(e)(1) § 63.123(a) [G]§ 63.120(e)(2)
HAPS Subpart G §63.11 operator who elects |§ 63.120(e)(4) [G]§ 63.123(£)(2) §63.122(c)(2)
§ 63.119(a)(2) to use a closed vent |§ 63.120(e)(5) § 63.148(g)(2) [G]§ 63.122(g)(1)
§ 63.119(e)(1) system and control § 63.148(b)(1)(i) § 63.148(h)(2) [G]§ 63.122(g)(3)
§ 63.119(e)(3) device (defined in § [G]§ 63.148(c) § 63.148(i)(1) § 63.148())
§63.119(e)(4) 63.111) to comply § 63.148(g) § 63.148(1)(2) § 63.151(a)(7)
§ 63.119(e)(5) with§63.119(a)(1) or |[§ 63.148(g)(2) [G]§ 63.148(i)(4) [G]§ 63.151(b)
[G]§ 63.148(d) (a)(2) shall comply § 63.148(h) § 63.148(i)(5) [G]§ 63.151())
§ 63.148(e) with §63.119(e)(1)- § 63.148(h)(2) § 63.148(i)(6) [G]§ 63.152(a)
(5). [G]§ 63.152(a) § 63.152(b)
[G]§ 63.152(b)(1)
§ 63.152(b)4)
§ 63.152(c)(1)
§ 63.152(c)(2)
§ 63.152(c)(2)(d)
[G]§ 63.152(c)(2)(i)
§ 63.152(c)(2)(iii)
§ 63.152(c)(3)
§ 63.152(0)(3)()
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
F1214 EU 63G-5S2 | 112(B) 40 CFR Part 63, | § 63.119(f) Owner or operator None § 63.123(a) §63.120(f)
HAPS Subpart G § 63.119(a)(2) who routes [G]§ 63.123(h) §63.122(c)(3)

[G]§ 63.119(f)(1)
[G]§ 63.119(D)(3)

emissions to a fuel
gas system or to a
process, as defined
in §63.111, to
comply with
§63.119(a)(1), or
(a)(2) shall comply

[G]§ 63.152(a)

§ 63.151(a)(7)
[G]§ 63.151(b)
[G]§ 63.151())
[G]§ 63.152(a)

§ 63.152(b)

[G]§ 63.152(b)(1)
§ 63.152(b)(4)
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Unit
Group
Process
ID No.

Unit
Group
Process
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SOP
Index
No.

Pollutant

State Rule or
Federal
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Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

with §63.119(f)(1)-(3)
as applicable.

§ 63.152(c)(1)
§ 63.152()(2)
§ 63.152(c)(4)(ii)

F1215

EU

R5112-

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)
§115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

F1215

EU

R5112-
5AS2

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with

§115.115(a)
[GI§ 115.115()(5)
[GI§ 115.117

§ 115.118(a)(4)
§ 115.118(2)(4)(E)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,

Standard or
Equipment
Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

F1215

EU

R5112-
S5E

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)
§115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

F1215

EU

60Kb-1

vocC

40 CFR Part 60,
Subpart Kb

0.112b(b)(1)

§6
§60.18

Storage vessels
specified in
§60.112b(b) and
equipped with a

60.113b(d)
60.116b(a)
60.116b(b)
6

§
§
§
§ 60.116b(e)

60.115b
60.115b(d)(2)
60.116b(a)

6

§
§
§
§ 60.116b(b)

§ 60.115b
§ 60.115b(d)(1)
§ 60.115b(d)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
closed vent system § 60.116b(e)(1)
and control device § 60.116b(e)(2)(i)
are to meet the [G]§ 60.485(b)
specifications in ** See Periodic
§60.112b(a)(3). Monitoring Summary
F1215 EU 60Kb-2 |VOC 40 CFR Part 60, | § 60.112b(b)(1) Storage vessels § 60.113b(d) §60.115b §60.115b
Subpart Kb §60.18 specified in § 60.116b(a) § 60.115b(d)(2) § 60.115b(d)(1)
§60.112b(b) and § 60.116b(b) § 60.116b(a) § 60.115b(d)(3)
equipped with a § 60.116b(e) § 60.116b(b)
closed vent system § 60.116b(e)(1)
and control device [G]§ 60.116b(e)(3)
are to meet the [G]§ 60.485(b)
specifications in ** See Periodic
§60.112b(a)(3). Monitoring Summary
F1215 EU 60Kb-3 [VOC 40 CFR Part 60, | § 60.112b(b)(1) Storage vessels [G]§ 60.113b(c)(1) § 60.115b [G]§ 60.113b(c)(1)
Subpart Kb specified in § 60.113b(c)(2) [G]§ 60.115b(c) § 60.115b
§60.112b(b) and § 60.116b(a) § 60.116b(a)
equipped with a § 60.116b(b) § 60.116b(b)
closed vent system § 60.116b(e)
and control device § 60.116b(e)(1)
are to meet the § 60.116b(e)(2)(i)
specifications in [G]§ 60.485(b)
§60.112b(a)(3). ** See Periodic
Monitoring Summary
F1215 EU 60Kb-4 [VOC 40 CFR Part 60, | § 60.112b(b)(1) Storage vessels [G]§ 60.113b(c)(1) § 60.115b [G]§ 60.113b(c)(1)
Subpart Kb specified in § 60.113b(c)(2) [G]§ 60.115b(c) § 60.115b
§60.112b(b) and § 60.116b(a) § 60.116b(a)
equipped with a § 60.116b(b) § 60.116b(b)
closed vent system § 60.116b(e)
and control device § 60.116b(e)(1)
are to meet the [G]§ 60.116b(e)(3)
specifications in [G]§ 60.485(b)
§60.112b(a)(3). ** See Periodic
Monitoring Summary
F1302 EU R5112-1 | VOC 30 TAC §115.111(a)(1) Except as provided in | [G]§ 115.117 §115.118(a)(1) None

Chapter 115,

§ 115.118, a storage

§ 115.118(a)(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
Storage of tank storing VOC § 115.118(a)(7)
VOCs with a true vapor
pressure less than
1.5 psia is exempt
from the
requirements of this
division.
F1505H EU R5112-1 | VOC 30 TAC §115.111(a)(1) Except as provided in | [G]§ 115.117 §115.118(a)(1) None
Chapter 115, § 115.118, a storage § 115.118(a)(5)
Storage of tank storing VOC § 115.118(a)(6)(A)
VOCs with a true vapor §115.118(a)(7)
pressure less than
1.5 psia is exempt
from the
requirements of this
division.
F1505H EU 60Kb-6C | VOC 40 CFR Part 60, |[G]§ 60.112b(a)(3) Storage vessels § 60.113b(d) § 60.115b §60.115b
Subpart Kb §60.18 specified in § 60.116b(a) § 60.115b(d)(2) § 60.115b(d)(1)
§60.112b(a) and § 60.116b(b) § 60.116b(a) § 60.115b(d)(3)
equipped with a § 60.116b(e) § 60.116b(b)
closed vent § 60.116b(e)(1)
system/control [G]§ 60.116b(e)(3)
device are to meet [G]§ 60.485(b)
the specifications of
§60.112b(a)(3)(1)-(ii).
F1508A EU R5112- |VOC 30 TAC § 115.112(e)(1) No person shall §115.115(a) §115.118(a)(4) None
5C Chapter 115, §115.112(e)(3) place, store, or hold |§ 115.115(a)(6) § 115.118(a)(4)(F)
Storage of §115.112(e)(3)(C) VOC in any storage §115.116(a)(2) § 115.118(a)(5)
VOCs § 60.18 tank unless the [G]§ 115.117 § 115.118(a)(7)

storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

F1508A

EU

R5112-
5CS

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§ 115.115(a)
[G]§ 115.115(a)(5)
[GI§ 115.117

§115.118(a)(4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

F1508A

EU

R5112-
S5E

vocC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)
§115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118()(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

F1508B

EU

R5112-
5C

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§ 115.118()(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

Renewal- Draft Page 69




Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

F1508B

EU

R5112-
5CS

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§ 115.115(a)
[G]§ 115.115(a)(5)
[GI§ 115.117

§115.118(a)4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§115.118(a)(7)

None

F1508B

EU

R5112-
S5E

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[Gl§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§115.118(a)(7)

None

Renewal- Draft Page 70




Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

F1661

EU

R5112-1

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.111(a)(1)

Except as provided in
§ 115.118, a storage
tank storing VOC
with a true vapor
pressure less than
1.5 psia is exempt
from the
requirements of this
division.

[GI§ 115.117

§115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

F1730

EU

R5112-
5A

vocC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

F1730

EU

63GT-2

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not
using emissions
averaging as
prescribed by
§63.150 shall use
record keeping
methods in
§63.123(a). Not
required to comply
with §63.119 to
§63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

F2340

EP

R5121-3

vocC

30 TAC
Chapter 115,
Vent Gas
Controls

§ 115.127(a)(2)(A)
[GI§ 115.122(a)(4)
§115.127(a)(2)

A vent gas stream
having a combined
weight of volatile
organic compounds
(VOC) < 100 Ibs (45.4
kg) in any continuous
24-hour period is
exempt from the
requirements of §
115.121(a)(1).

[G]§ 115.125
§ 115.126(2)

§115.126
§ 115.126(2)
§ 115.126(4)

None

F2835

EU

R5112-1

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.111(a)(1)

Except as provided in
§ 115.118, a storage
tank storing VOC
with a true vapor
pressure less than
1.5 psia is exempt
from the
requirements of this
division.

[GI§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(6)(A)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
F2835 EU 63GT-1 |112(B) 40 CFR Part 63, | § 63.119(a)(3) Group 2 tanks not None § 63.123(a) § 63.152(c)(4)(iii)
HAPS Subpart G using emissions
averaging as
prescribed by
§63.150 shall use
record keeping
methods in
§63.123(a). Not
required to comply
with §63.119 to
§63.123.
F401 EU R5DIV4- | VOC 30 TAC §115.142(1) The wastewater [G]§ 115.142(1)(H) [G]§ 115.142(1)(H) None
0004 Chapter 115, §115.142 component shall [G]§ 115.144(1) § 115.144(3)(H)
Industrial §115.142(1)(A) meet the specified § 115.144(3)(H) § 115.146(1)
Wastewater §115.142(1)(B) control § 115.144(5) §115.146(2)
§115.142(1)(C) requirements. §115.145 §115.146(3)
§ 115.142(1)(E) § 115.145(1) §115.146(4)
§115.142(1)(G) §115.145(10)
[G]§ 115.142(1)(H) [G]§ 115.145(2)
[G]§ 115.148 [G]§ 115.145(3)
§ 115.145(4)
§115.145(5)
§ 115.145(6)
§ 115.145(7)
§ 115.145(9)
[G]§ 115.148
FUGPNT PRO R115E- |VOC 30 TAC §115.451(a)(1) All surface coating None § 115.458(b)(1) § 115.453(e)(2)
0001 Chapter 115, § 115.453(e) processes on a § 115.458(b)(2)
Subchapter E, § 115.453(e)(1) property that, when § 115.458(b)(5)
Division 5 uncontrolled, will §115.458(b)(7)

emit a combined
weight of VOC of less
than 3.0 pounds per
hour and 15 pounds
in any consecutive
24-hour period are
exempt from
§115.453 of this title.
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
G-1406 EU R7BDIV3 | EXEMPT 30 TAC [G]§ 117.303(a)(10) Units exempted from [ None § 117.340() None
-001 Chapter 117, [G]§ 117.310(f) the provisions of this [G]§ 117.345(f)(10)
Subchapter B division, except as [GI§ 117.345(f)(6)
specified in
§§117.310(f),
117.340()),
117.345(f)(6) and
(10), 117.350(c)(1),
and 117.354(a)(5),
include any
stationary diesel
engine placed into
service before
October 1, 2001, that
operates less than
100 hours per year,
based on a rolling
12-month average;
and has not been
modified,
reconstructed, or
relocated on or after
October 1, 2001.
§117.303(a)(10)(A)-(B)
G-1406 EU 63Z777- | 112(B) 40 CFR Part 63, | § 63.6602-Table2c.1 For each existing § 63.6625(f) § 63.6625(i) § 63.6640(b)
001 HAPS Subpart ZZZZ § 63.6595(a)(1) emergency stationary | § 63.6625(i) § 63.6655(a) § 63.6640(e)
§ 63.6605(a) CI RICE and black § 63.6640(a) § 63.6655(a)(1) § 63.6650(f)
§ 63.6605(b) start stationary CI § 63.6640(a)- § 63.6655(d)
§ 63.6625(e) RICE, located at a Table6.9.a.i § 63.6655(e)
§ 63.6625(h) major source, you § 63.6640(a)- § 63.6655(f)
§ 63.6625() must comply with Table6.9.a.ii § 63.6660(a)
§ 63.6640(b) the requirements as | § 63.6640(b) § 63.6660(b)
§ 63.6640(f)(1) specified in Table § 63.6660(c)
[G]§ 63.6640(f)(2) 2c.l.a-c.
§ 63.6640(f)(3)
G-1414A EU R7BDIV3 | EXEMPT 30 TAC [G]§ 117.303(a)(11) Units exempted from | None § 117.340()) None
-0001 Chapter 117, [G]§ 117.310(f) the provisions of this [G]§ 117.345(f)(10)
Subchapter B division except as [G]§ 117.345(f)(6)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

specified in
§§117.310(f),
117.340()),
117.345(f)(6) and
(10), 117.350(c)(1)
and 117.354(a)(5)
include new,
modified,
reconstructed, or
relocated stationary
diesel engine placed
into service on or
after October 1,
2001, that operates
less than 100 hours
per year, based on a
rolling 12-month
average, in other
than emergency
situations; and meets
the requirements for
non-road engines as
specified.
§117.303(a)(11)(A)-(B)

G-1414A

EU

601I1I-2

(€0)

40 CFR Part 60,
Subpart IIII

§ 60.4205(b)

§ 60.4202(a)(2)
§ 60.4206

§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]§ 60.4211(F)
§ 60.4218

§ 89.112(a)

Owners and
operators of
emergency stationary
CI ICE, that are not
fire pump engines,
with a maximum
engine power greater
than or equal to 130
KW and less than or
equal to 2237 KW
and a displacement
of less than 10 liters
per cylinder and is a
2007 model year and

§ 60.4209(a)

§ 60.4214(b)

[G]§ 60.4214(d)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
later must comply
with a CO emission
limit of 3.5 g/KW-hr,
as stated in 40 CFR
60.4202(a)(2) and 40
CFR 89.112(a).
G-1414A EU 60III-2 [NMHC and |40 CER Part 60, | § 60.4205(b) Owners and § 60.4209(a) § 60.4214(b) [G]§ 60.4214(d)
NOy Subpart IIII § 60.4202(a)(2) operators of

§ 60.4206 emergency stationary

§ 60.4207(b) CIICE, that are not

[G]§ 60.4211(a) fire pump engines,

§60.4211(c) with a maximum

[G]§ 60.4211(f) engine power greater

§60.4218 than or equal to 75

§ 89.112(a) KW and less than or
equal to 560 KW and
a displacement of
less than 10 liters
per cylinder and is a
2007 model year and
later must comply
with an NMHC+NOx
emission limit of 4.0
g/KW-hr, as stated in
40 CFR 60.4202(a)(2)
and 40 CFR
89.112(a).

G-1414A EU 60IIII-2 |PM 40 CFR Part 60, | § 60.4205(b) Emergency stationary | § 60.4209(a) § 60.4214(b) [G]§ 60.4214(d)
(OPACITY) | Subpart IIII § 60.4202(a)(2) CI ICE, that are not

§ 60.4206
§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]§ 60.4211(F)
§ 60.4218

§ 89.113(a)(1)
§ 89.113(a)(2)
§ 89.113(a)(3)

fire pump engines,
with displacement <
10 Ipc and not
constant-speed
engines, with max
engine power < 2237
KW and a 2007
model year and later
or max engine power
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

> 2237 KW and a
2011 model year and
later, must comply
with following
opacity emission
limits: 20% during
acceleration, 15%
during lugging, 50%
during peaks in
either acceleration or
lugging modes as
stated in
§60.4202(a)(1)-(2),
(b)(2) and
§89.113(a)(1)-(3) and
§1039.105(b)(1)-(3).

G-1414A

EU

601I1I-2

PM

40 CFR Part 60,
Subpart IIII

§ 60.4205(b)

§ 60.4202(a)(2)
§ 60.4206

§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]§ 60.4211(F)
§60.4218

§ 89.112(a)

Owners and
operators of
emergency stationary
CI ICE, that are not
fire pump engines,
with a maximum
engine power greater
than or equal to 130
KW and less than or
equal to 2237 KW
and a displacement
of less than 10 liters
per cylinder and is a
2007 model year and
later must comply
with a PM emission
limit of 0.20 g/KW-
hr, as stated in 40
CFR 60.4202(a)(2)
and 40 CFR
89.112(a).

§ 60.4209(a)

§ 60.4214(b)

[G]§ 60.4214(d)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

G-1414A

EU

63Z2171-
002

112(B)
HAPS

40 CFR Part 63,
Subpart ZZ77

§ 63.6590(c)

Stationary RICE
subject to
Regulations under 40
CFR Part 60. An
affected source that
meets any of the
criteria in paragraphs
(c)(1) through (7) of
this section must
meet the
requirements of this
part by meeting the
requirements of 40
CFR part 60 subpart
IIII, for compression
ignition engines or
40 CFR part 60
subpart JJJJ, for
spark ignition
engines as
applicable. No
further requirements
apply for such
engines under this
part.

None

None

None

G-1414B

EU

R7BDIV3
-0001

EXEMPT

30 TAC
Chapter 117,
Subchapter B

[GI§ 117.303(a)(11)
[GI§ 117.310(f)

Units exempted from
the provisions of this
division except as
specified in
§§117.310(),
117.340()),
117.345(f)(6) and
(10), 117.350(c)(1)
and 117.354(a)(5)
include new,
modified,
reconstructed, or
relocated stationary

None

§ 117.340()
[GI§ 117.345(f)(10)
[GI§ 117.345(f)(6)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

diesel engine placed
into service on or
after October 1,
2001, that operates
less than 100 hours
per year, based on a
rolling 12-month
average, in other
than emergency
situations; and meets
the requirements for
non-road engines as
specified.
§117.303(a)(11)(A)-(B)

G-1414B

EU

60111I-2

CcO

40 CFR Part 60,
Subpart IIII

§ 60.4205(b)

§ 60.4202(a)(2)
§ 60.4206

§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]§ 60.4211()
§ 60.4218

§ 89.112(a)

Owners and
operators of
emergency stationary
CI ICE, that are not
fire pump engines,
with a maximum
engine power greater
than or equal to 130
KW and less than or
equal to 2237 KW
and a displacement
of less than 10 liters
per cylinder and is a
2007 model year and
later must comply
with a CO emission
limit of 3.5 g/KW-hr,
as stated in 40 CFR
60.4202(a)(2) and 40
CFR 89.112(a).

§ 60.4209(a)

§ 60.4214(b)

[G]§ 60.4214(d)

G-1414B

EU

601I1I-2

NMHC and
NOy

40 CFR Part 60,
Subpart IIIT

§ 60.4205(b)

§ 60.4202(a)(2)
§ 60.4206

§ 60.4207(b)

Owners and
operators of
emergency stationary
CI ICE, that are not

§ 60.4209(a)

§ 60.4214(b)

[G]§ 60.4214(d)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)

[G]§ 60.4211(a) fire pump engines,

§60.4211(c) with a maximum

[G]§ 60.4211(f) engine power greater

§60.4218 than or equal to 75

§ 89.112(a) KW and less than or
equal to 560 KW and
a displacement of
less than 10 liters
per cylinder and is a
2007 model year and
later must comply
with an NMHC+NOx
emission limit of 4.0
g/KW-hr, as stated in
40 CFR 60.4202(a)(2)
and 40 CFR
89.112(a).

G-1414B EU 60III-2 |[PM 40 CFR Part 60, | § 60.4205(b) Emergency stationary | § 60.4209(a) § 60.4214(b) [G]§ 60.4214(d)
(OPACITY) | Subpart IIII § 60.4202(a)(2) CI ICE, that are not

§ 60.4206

§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]§ 60.4211(F)
§ 60.4218

§ 89.113(a)(1)
§ 89.113(a)(2)
§ 89.113(a)(3)

fire pump engines,
with displacement <
10 Ipc and not
constant-speed
engines, with max
engine power < 2237
KW and a 2007
model year and later
or max engine power
> 2237 KW and a
2011 model year and
later, must comply
with following
opacity emission
limits: 20% during
acceleration, 15%
during lugging, 50%
during peaks in
either acceleration or
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
lugging modes as
stated in
§60.4202(a)(1)-(2),
(b)(2) and
§89.113(a)(1)-(3) and
§1039.105(b)(1)-(3).
G-1414B EU 60IIII-2 |PM 40 CFR Part 60, | § 60.4205(b) Owners and § 60.4209(a) § 60.4214(b) [G]§ 60.4214(d)
Subpart IIII § 60.4202(a)(2) operators of

§ 60.4206 emergency stationary

§ 60.4207(b) CIICE, that are not

[G]§ 60.4211(a) fire pump engines,

§60.4211(c) with a maximum

[G]§ 60.4211(f) engine power greater

§60.4218 than or equal to 130

§ 89.112(a) KW and less than or
equal to 2237 KW
and a displacement
of less than 10 liters
per cylinder and is a
2007 model year and
later must comply
with a PM emission
limit of 0.20 g/KW-
hr, as stated in 40
CFR 60.4202(a)(2)
and 40 CFR
89.112(a).

G-1414B EU 63Z7Z77- | 112(B) 40 CFR Part 63, | § 63.6590(c) Stationary RICE None None None
002 HAPS Subpart ZZ7Z subject to

Regulations under 40
CFR Part 60. An
affected source that
meets any of the
criteria in paragraphs
(c)(1) through (7) of
this section must
meet the
requirements of this
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

part by meeting the
requirements of 40
CFR part 60 subpart
IIII, for compression
ignition engines or
40 CFR part 60
subpart JJJJ, for
spark ignition
engines as
applicable. No
further requirements
apply for such
engines under this
part.

G-1415A

EU

R7BDIV3
-0001

EXEMPT

30 TAC
Chapter 117,
Subchapter B

[G]§ 117.303(a)(10)
[G]§ 117.310(f)

Units exempted from
the provisions of this
division, except as
specified in
§§117.310(f),
117.340(),
117.345(f)(6) and
(10), 117.350(c)(1),
and 117.354(a)(5),
include any
stationary diesel
engine placed into
service before
October 1, 2001, that
operates less than
100 hours per year,
based on a rolling
12-month average;
and has not been
modified,
reconstructed, or
relocated on or after
October 1, 2001.
§117.303(a)(10)(A)-(B)

None

§ 117.340())
[G]§ 117.345(1)(10)
[G]§ 117.345(1)(6)

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
G-1415A EU 63Z7277- | 112(B) 40 CFR Part 63, | § 63.6602-Table2c.1 For each existing § 63.6625(f) § 63.6625(i) § 63.6640(b)
001 HAPS Subpart ZZ77 § 63.6595(a)(1) emergency stationary | § 63.6625(i) § 63.6655(a) § 63.6640(e)
§ 63.6605(a) CI RICE and black § 63.6640(a) § 63.6655(a)(1) § 63.6650(f)
§ 63.6605(b) start stationary CI § 63.6640(a)- § 63.6655(d)
§ 63.6625(e) RICE, located at a Table6.9.a.i § 63.6655(e)
§ 63.6625(h) major source, you § 63.6640(a)- § 63.6655(f)
§ 63.6625(i) must comply with Table6.9.a.ii § 63.6660(a)
§ 63.6640(b) the requirements as | § 63.6640(b) § 63.6660(b)
§ 63.6640(f)(1) specified in Table § 63.6660(c)
[G]§ 63.6640(f)(2) 2c.l.a-c.
§ 63.6640(D(3)
G-1415B EU R7BDIV3 | EXEMPT 30 TAC [G]§ 117.303(a)(11) Units exempted from | None § 117.340()) None
-0001 Chapter 117, [G]§ 117.310(f) the provisions of this [G]§ 117.345(f)(10)
Subchapter B division except as [GI§ 117.345(f)(6)

specified in
§§117.310(f),
117.340(),
117.345(f)(6) and
(10), 117.350(c)(1)
and 117.354(a)(5)
include new,
modified,
reconstructed, or
relocated stationary
diesel engine placed
into service on or
after October 1,
2001, that operates
less than 100 hours
per year, based on a
rolling 12-month
average, in other
than emergency
situations; and meets
the requirements for
non-road engines as
specified.
§117.303(a)(11)(A)-(B)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
G-1415B EU 60IIII-2 |CO 40 CFR Part 60, | § 60.4205(b) Owners and § 60.4209(a) § 60.4214(b) [G]§ 60.4214(d)
Subpart IIII § 60.4202(a)(2) operators of

§ 60.4206 emergency stationary

§ 60.4207(b) CIICE, that are not

[G]§ 60.4211(a) fire pump engines,

§60.4211(c) with a maximum

[G]§ 60.4211(f) engine power greater

§60.4218 than or equal to 130

§ 89.112(a) KW and less than or
equal to 2237 KW
and a displacement
of less than 10 liters
per cylinder and is a
2007 model year and
later must comply
with a CO emission
limit of 3.5 g/KW-hr,
as stated in 40 CFR
60.4202(a)(2) and 40
CFR 89.112(a).

G-1415B EU 60III-2 |[NMHC and |40 CER Part 60, | § 60.4205(b) Owners and § 60.4209(a) § 60.4214(b) [G]§ 60.4214(d)
NOy Subpart IIII § 60.4202(a)(2) operators of

§ 60.4206

§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]§ 60.4211(F)
§60.4218

§ 89.112(a)

emergency stationary
CI ICE, that are not
fire pump engines,
with a maximum
engine power greater
than or equal to 75
KW and less than or
equal to 560 KW and
a displacement of
less than 10 liters
per cylinder and is a
2007 model year and
later must comply
with an NMHC+NOx
emission limit of 4.0
g/KW-hr, as stated in
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
40 CFR 60.4202(a)(2)
and 40 CFR
89.112(a).
G-1415B EU 60IIII-2 |PM 40 CFR Part 60, | § 60.4205(b) Emergency stationary | § 60.4209(a) § 60.4214(b) [G]§ 60.4214(d)
(OPACITY) |Subpart IIII § 60.4202(a)(2) CI ICE, that are not

§ 60.4206 fire pump engines,

§ 60.4207(b) with displacement <

[G]§ 60.4211(a) 10 Ipc and not

§60.4211(c) constant-speed

[G]§ 60.4211(f) engines, with max

§ 60.4218 engine power < 2237

§ 89.113(a)(1) KW and a 2007

§ 89.113(a)(2) model year and later

§ 89.113(a)(3) or max engine power
> 2237 KW and a
2011 model year and
later, must comply
with following
opacity emission
limits: 20% during
acceleration, 15%
during lugging, 50%
during peaks in
either acceleration or
lugging modes as
stated in
§60.4202(a)(1)-(2),
(b)(2) and
§89.113(a)(1)-(3) and
§1039.105(b)(1)-(3).

G-1415B EU 60IIII-2 |PM 40 CFR Part 60, | § 60.4205(b) Owners and § 60.4209(a) § 60.4214(b) [G]§ 60.4214(d)

Subpart IIII

§ 60.4202(a)(2)
§ 60.4206

§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]§ 60.4211(F)
§ 60.4218

operators of
emergency stationary
CI ICE, that are not
fire pump engines,
with a maximum
engine power greater
than or equal to 130
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

§ 89.112(a)

KW and less than or
equal to 2237 KW
and a displacement
of less than 10 liters
per cylinder and is a
2007 model year and
later must comply
with a PM emission
limit of 0.20 g/KW-
hr, as stated in 40
CFR 60.4202(a)(2)
and 40 CFR
89.112(a).

G-1415B

EU

63Z27717-
002

112(B)
HAPS

40 CFR Part 63,
Subpart ZZZZ

§ 63.6590(c)

Stationary RICE
subject to
Regulations under 40
CFR Part 60. An
affected source that
meets any of the
criteria in paragraphs
(c)(1) through (7) of
this section must
meet the
requirements of this
part by meeting the
requirements of 40
CFR part 60 subpart
IIII, for compression
ignition engines or
40 CFR part 60
subpart JJJJ, for
spark ignition
engines as
applicable. No
further requirements
apply for such
engines under this
part.

None

None

None
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Applicable Requirements Summary

§ 117.340()(2)
§ 117.340(p)(1)
§ 117.340(p)(2)(C)

specifications but
shall use the mass
emissions cap and

§ 117.340(0)(1)
§ 117.340(p)(1)
§ 117.340(p)(2)(A)

§ 117.8010(2)
§ 117.8010(2)

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
GRPBPCT1 EU R115HD |HIGHLY 30 TAC § 115.761(c)(1) HRVOC emissions at |§ 115.764(a)(3) § 115.766(a)(1) § 115.766(1)(2)
2-001 REACTIVE |Chapter 115, § 115.761(c)(3) each site located in § 115.764(c) § 115.766(a)(2)
VvOC HRVOC Cooling | § 115.764(e)(2) Harris County that is [§ 115.764(d) § 115.766(a)(3)
Towers § 115.766() subject to this § 115.764(e)(2) §115.766(a)(4)
division or Division 1 § 115.766(a)(5)
of this subchapter § 115.766(a)(6)
must not exceed § 115.766(c)
1,200 pounds of § 115.766(d)
HRVOCs per one- [G]§ 115.766(f)
hour block period [G]§ 115.766(g)
from any flare, vent, [G]§ 115.766(h)
pressure relief valve, § 115.7663)(1)
cooling tower, or any
combination.
GRPBPFUR1 |EU R7BDIV3 | NOy 30 TAC §117.310(d)(3) An owner or operator | [G]§ 117.335(a)(1) § 117.345(a) §117.335(b)
-03 Chapter 117, §117.310(a) may not use the §117.335(a)(4) § 117.345(f) §117.335(g)
Subchapter B § 117.310(a)(8)(A)(ii) alternative methods |[§ 117.335(b) §117.345(f)(1) § 117.340(p)(2)(D)
§117.310(b) specified in §§ §117.335(d) § 117.345(f)(9) [G]§ 117.345(b)
[G]§ 117.310(e)(1) 117.315,117.323 and | § 117.335(e) [G]§ 117.345(c)
§117.310(e)(2) 117.9800 to comply [§ 117.335(g) §117.8010
[G]§ 117.310(e)(3) with the NO, §117.340(a) [G]§ 117.8010(1)
§117.310(e)(4) emission § 117.340(1)(2) §117.8010(2)
(o
(
(
(

§ 117.340(p)(3)

trade program in
Chapter 101,
Subchapter H,
Division 3, except
that electric
generating facilities
must also comply
with the daily and
30-day system cap
emission limitations
of § 117.320. An
owner or operator
may use the

§ 117.340(p)(2)(B)
§ 117.340(p)(2)(C)
§ 117.8000(b)

§ 117.8000(c)

§ 117.8000(c)(1)
§ 117.8000(c)(3)
§ 117.8000(c)(5)
§ 117.8000(c)(6)
[G]§ 117.8000(d)

S

(
(
§ 117.8010(2)(
§ 117.8010(2)(
[GI§ 117.8010(3)
§117.8010(4)

[GI§ 117.8010(5)
§ 117.8010(6)

[GI§ 117.8010(7)
[G]§ 117.8010(8)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
alternative methods
specified in §
117.9800 to comply
with § 117.320.
GRPBPFUR1 |EU R7BDIV3 | CO 30 TAC §117.310(c)(1) CO emissions must [G]§ 117.335(a)(1) § 117.345(a) §117.335(b)
-03 Chapter 117, |§ 117.310(c)(1)(B) not exceed 400 ppmv | § 117.335(a)(4) § 117.345(f) §117.335(g)
Subchapter B §117.310(c)(3) at 3.0% O 2, dry §117.335(b) § 117.345(f)(1) [G]§ 117.345(b)
basis. §117.335(d) § 117.345(H)(9) [G]§ 117.345(c)
§ 117.335(e) §117.8010
§ 117.335(g) [G]§ 117.8010(1)
§ 117.340(a) §117.8010(2)
§ 117.8000(b) §117.8010(2)(A)
§ 117.8000(c) §117.8010(2)(B)
§ 117.8000(c)(2) [G]§ 117.8010(3)
§ 117.8000(c)(3) §117.8010(4)
§ 117.8000(c)(5) [G]§ 117.8010(5)
§ 117.8000(c)(6) §117.8010(6)
[G]§ 117.8000(d) [G]§ 117.8010(7)
§117.8120 [G]§ 117.8010(8)
§117.8120(2)
[G]§ 117.8120(2)(A)
§117.8120(2)(B)
GRPBPFUR1 |EU 63DDDD | 112(B)HAP |40 CFR Part 63, | § 63.7500(a)(1) Meet each emission § 63.7515(d) § 63.7555(g) None
D-01 S Subpart § 63.7500(a)(1) - Table |limit and work [G]§ 63.7521(f) § 63.7555(h)
DDDDD 3.3 practice standard in |[[G]§ 63.7521(g)
§ 63.7500(e) Tables 1 through 3, |§ 63.7521(h)
§ 63.7500(f) and 11 through 13 to | § 63.7521()
§ 63.7505(a) this subpart that § 63.7530(g)
§ 63.7540(a) applies to your boiler | § 63.7540(a)
or process heater, for | [G]§ 63.7540(c)
each boiler or
process heater at
your source, except
as provided under
§63.7522.
GRPBPFUR2 |EU R7BDIV3 | NOy 30 TAC §117.310(d)(3) An owner or operator | [G]§ 117.335(a)(1) § 117.345(a) §117.335(b)
-04 Chapter 117, §117.310(a) may not use the §117.335(a)(4) § 117.345(f) §117.335(g)

Renewal- Draft Page 88




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
Subchapter B § 117.310(a)(8)(A)(1) alternative methods |[§117.335(b) § 117.345(f)(1) § 117.340(p)(2)(D)
§117.310(b) specified in §§ §117.335(d) § 117.345(H)(9) [G]§ 117.345(b)
[G]§ 117.310(e)(1) 117.315,117.323 and | § 117.335(e) [G]§ 117.345(c)
§117.310(e)(2) 117.9800 to comply [§117.335(g) §117.8010
[G]§ 117.310(e)(3) with the NO, § 117.340(a) [G]§ 117.8010(1)
§117.310(e)(4) emission § 117.340(1)(2) §117.8010(2)
§ 117.340()(2) specifications but §117.340(0)(1) §117.8010(2)(A)
§ 117.340(p)(1) shall use the mass § 117.340(p)(1) §117.8010(2)(B)
§ 117.340(p)(2)(C) emissions cap and § 117.340(p)(2)(A) §117.8010(2)(C)
§ 117.340(p)(3) trade program in § 117.340(p)(2)(B) §117.8010(2)(D)
Chapter 101, § 117.340(p)(2)(C) [G]§ 117.8010(3)
Subchapter H, § 117.8000(b) §117.8010(4)
Division 3, except § 117.8000(c) [G]§ 117.8010(5)
that electric § 117.8000(c)(1) §117.8010(6)
generating facilities |§ 117.8000(c)(3) [G]§ 117.8010(7)
must also comply § 117.8000(c)(5) [G]§ 117.8010(8)
with the daily and § 117.8000(c)(6)
30-day system cap [G]§ 117.8000(d)
emission limitations
of § 117.320. An
owner or operator
may use the
alternative methods
specified in §
117.9800 to comply
with § 117.320.
GRPBPFUR2 |EU R7BDIV3 | CO 30 TAC §117.310(c)(1) CO emissions must [G]§ 117.335(a)(1) §117.345(a) §117.335(b)
-04 Chapter 117, §117.310(c)(1)(B) not exceed 400 ppmv | § 117.335(a)(4) § 117.345(f) §117.335(g)
Subchapter B §117.310(c)(3) at 3.0% O 2, dry §117.335(b) § 117.345(f)(1) [G]§ 117.345(b)
basis. §117.335(d) § 117.345(f)(9) [G]§ 117.345(c)
§117.335(e) §117.8010
§ 117.335(g) [G]§ 117.8010(1)
§117.340(a) §117.8010(2)
§ 117.8000(b) § 117.8010(2)(A)
§117.8000(c) §117.8010(2)(B)
§ 117.8000(c)(2) [G]§ 117.8010(3)
§ 117.8000(c)(3) §117.8010(4)
§ 117.8000(c)(5) [G]§ 117.8010(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 117.8000(c)(6) §117.8010(6)
[G]§ 117.8000(d) [G]§ 117.8010(7)
§117.8120 [G]§ 117.8010(8)
§117.8120(2)
[G]§ 117.8120(2)(A)
§ 117.8120(2)(B)
GRPBPFUR2 |EU 63DDDD | 112(B) 40 CFR Part 63, | § 63.7500(a)(1) Meet each emission § 63.7515(d) § 63.7555(g) None
D-01 HAPS Subpart § 63.7500(a)(1) - Table |limit and work [G]§ 63.7521(f) § 63.7555(h)
DDDDD 3.3 practice standard in |[[G]§ 63.7521(g)
§ 63.7500(e) Tables 1 through 3, |§ 63.7521(h)
§ 63.7500(f) and 11 through 13 to | § 63.7521()
§ 63.7505(a) this subpart that § 63.7530(g)
§ 63.7540(a) applies to your boiler | § 63.7540(a)
or process heater, for | [G]§ 63.7540(c)
each boiler or
process heater at
your source, except
as provided under
§63.7522.
GRPBPIC3 EU R7BDIV3 | EXEMPT 30 TAC [G]§ 117.303(a)(10) Units exempted from | None § 117.340()) None
-0001 Chapter 117, [G]§ 117.310(f) the provisions of this [G]§ 117.345(£)(10)
Subchapter B division, except as [GI§ 117.345(f)(6)

specified in
§§117.310(f),
117.340()),
117.345(f)(6) and
(10), 117.350(c)(1),
and 117.354(a)(5),
include any
stationary diesel
engine placed into
service before
October 1, 2001, that
operates less than
100 hours per year,
based on a rolling
12-month average;
and has not been
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
modified,
reconstructed, or
relocated on or after
October 1, 2001.
§117.303(a)(10)(A)-(B)
GRPBPIC5 EU R7BDIV3 | NOy 30 TAC §117.310(d)(3) An owner or operator | [G]§ 117.335(a)(1) §117.345(a) §117.335(b)
-0002 Chapter 117, §117.310(a) may not use the §117.335(a)(4) § 117.345(f) §117.335(g)
Subchapter B § 117.310(a)(9)(E)(vi)(IIT) | alternative methods |§ 117.335(b) [G]§ 117.345(f)(10) § 117.340(p)(2)(D)
§117.310(b) specified in §§ §117.335(d) §117.345(H)(3) [G]§ 117.345(b)
[G]§ 117.310(e)(1) 117.315,117.323 and | § 117.335(e) § 117.345(f)(3)(B) [G]§ 117.345(c)
§117.310(e)(2) 117.9800 to comply |[§117.335(g) § 117.345(f)(9) §117.8010
[G]§ 117.310(e)(3) with the NO, § 117.340(a)(2)(C) [G]§ 117.8010(1)
§117.310(e)(4) emission § 117.340(h) §117.8010(2)
[G]§ 117.310(f) specifications but § 117.340(1)(2) §117.8010(2)(A)
§ 117.340()(2) shall use the mass §117.340(0)(1) §117.8010(2)(B)
§ 117.340(p)(1) emissions cap and § 117.340(p)(1) §117.8010(2)(C)
§ 117.340(p)(2)(C) trade program in § 117.340(p)(2)(A) §117.8010(2)(D)
§ 117.340(p)(3) Chapter 101, § 117.340(p)(2)(B) [G]§ 117.8010(3)
Subchapter H, § 117.340(p)(2)(C) §117.8010(4)
Division 3, except §117.345(1)(3)(A) [G]§ 117.8010(5)
that electric § 117.345()(3)(A)(ii) §117.8010(6)
generating facilities |§ 117.8000(b) [G]§ 117.8010(7)
must also comply § 117.8000(c) [G]§ 117.8010(8)
with the daily and § 117.8000(c)(1)
30-day system cap § 117.8000(c)(3)
emission limitations |§ 117.8000(c)(5)
of § 117.320. An § 117.8000(c)(6)
owner or operator [G]§ 117.8000(d)
may use the §117.8140(a)
alternative methods |§ 117.8140(a)(1)
specified in § § 117.8140(a)(2)
117.9800 to comply |§ 117.8140(a)(2)(A)
with § 117.320. [G]§ 117.8140(a)(2)(B)
§ 117.8140(b)
GRPBPICS EU R7BDIV3 | CO 30 TAC §117.310(c)(1) CO emissions must [G]§ 117.335(a)(1) § 117.345(a) §117.335(b)
-0002 Chapter 117, § 117.310(c)(1)(B) not exceed 400 ppmv | § 117.335(a)(4) § 117.345(f) §117.335(g)
Subchapter B at 3.0% O 2, dry §117. 335(b) [G]§ 117.345(f)(10) [G]§ 117.345(b)

basis.

§ 117.335(d)

§ 117.345(f)(9)

[G]§ 117.345(¢)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§117.335(e) §117.8010
§ 117.335(g) [G]§ 117.8010(1)
§ 117.340(a)(2)(C) §117.8010(2)
§ 117.340(h) §117.8010(2)(A)
§ 117.345(F)(3) §117.8010(2)(B)
§ 117.345(H)(3)(A) [G]§ 117.8010(3)
§ 117.345(H)(3)(A)(i) §117.8010(4)
§ 117.8000(b) [G]§ 117.8010(5)
§117.8000(c) §117.8010(6)
§ 117.8000(c)(2) [G]§ 117.8010(7)
§ 117.8000(c)(3) [G]§ 117.8010(8)
§ 117.8000(c)(5)
§ 117.8000(c)(6)
[G]§ 117.8000(d)
§117.8120
§117.8120(2)
[G]§ 117.8120(2)(A)
§117.8120(2)(B)
§ 117.8140(a)
§117.8140(a)(1)
§117.8140(a)(2)
§ 117.8140(a)(2)(A)
[G]§ 117.8140(a)(2)(B)
§117.8140(b)
GRPBPICS EU 60IIII-3 | CO 40 CFR Part 60, | § 60.4204(b) Owners and None None None

Subpart IIII

§ 1039.101

§ 60.4201(a)

§ 60.4206

§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)

§ 60.4218

operators of non-
emergency stationary
CIICE with a
maximum engine
power greater than
or equal to 130 KW
and less than or
equal to 2237 KW
and a displacement
of less than 10 liters
per cylinder and is a
2007 model year and
later must comply
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
with a CO emission
limit of 3.5 g/KW-hr
as stated in 40 CFR
60.4201(a) and 40
CFR 89.112(a) and 40
CFR 1039.102 and 40
CFR 1039.101.
GRPBPICS EU 60III-3 | NOy 40 CFR Part 60, | § 60.4204(b) Owners and None None None
Subpart IIII §1039.101 operators of non-
§ 60.4201(a) emergency stationary
§ 60.4206 CIICE with a
§ 60.4207(b) maximum engine
[G]§ 60.4211(a) power greater than
§ 60.4211(c) or equal to 56 KW
§ 60.4218 but less than 560 KW
and a displacement
of less than 10 liters
per cylinder and is a
2014 model year and
later must comply
with a NOx emission
limit of 0.40 g/KW-hr
as stated in 40 CFR
60.4201(a) and 40
CFR 1039.102 and 40
CFR 1039.101.
GRPBPICS EU 60IIII-3 | Nonmethane |40 CFR Part 60, | § 60.4204(b) Owners and None None None
HYDROCA | Subpart IIII §1039.101 operators of non-
RBON § 60.4201(a) emergency stationary
§ 60.4206 CIICE with a

§ 60.4207(b)
[GI§ 60.4211(a)
§ 60.4211(c)

§ 60.4218

maximum engine
power greater than
or equal to 56 KW
but less than 560 KW
and a displacement
of less than 10 liters
per cylinder and is a
2014 model year and
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

later must comply
with an NMHC
emission limit of
0.19 g/KW-hr as
stated in 40 CFR
60.4201(a) and 40
CFR 1039.102 and 40
CFR 1039.101.

GRPBPIC5

EU

601I1I-3

PM

40 CFR Part 60,
Subpart IIII

§ 60.4204(b)
§1039.101

§ 60.4201(a)

§ 60.4206

§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
§60.4218

Owners and
operators of non-
emergency stationary
CI ICE with a
maximum engine
power greater than
or equal to 130 KW
and less than 560
KW and a
displacement of less
than 10 liters per
cylinder and is a
2011 model year and
later must comply
with a PM emission
limit of 0.02 g/KW-hr
as stated in 40 CFR
60.4201(a) and 40
CFR 1039.102 and 40
CFR 1039.101.

None

None

None

GRPBPIC5

EU

6327277
003

112(B)
HAPS

40 CFR Part 63,
Subpart ZZ77

§ 63.6590(c)

Stationary RICE
subject to
Regulations under 40
CFR Part 60. An
affected source that
meets any of the
criteria in paragraphs
(c)(1) through (7) of
this section must
meet the

None

None

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
requirements of this
part by meeting the
requirements of 40
CFR part 60 subpart
II11, for compression
ignition engines or
40 CFR part 60
subpart JJJJ, for
spark ignition
engines as
applicable. No
further requirements
apply for such
engines under this
part.
GRPBPLD1 EU R5211- |VOC 30 TAC § 115.212(a)(1) At operations other |§ 115.212(a)(3)(B) §115.216 None
1B Chapter 115, § 115.212(a)(1)(A) than gasoline § 115.214(a)(1)(A) §115.216(1)
Loading and § 115.212(a)(3)(A) terminals, gasoline § 115.214(a)(1)(A)(1) § 115.216(1)(B)
Unloading of § 115.212(a)(3)(A)(1) bulk plants, and § 115.214(a)(1)(A)(ii) §115.216(2)
vOC § 115.212(a)(3)(B) marine terminals, § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
[G]§ 115.212(a)(3)(C) vapors from loading |[§ 115.215 § 115.216(3)(A)>1)
§ 115.212(a)(3)(E) VOC with a true § 115.215(1) § 115.216(3)(A)({i)
§ 115.214(a)(1)(B) vapor pressure of 0.5 [§ 115.215(10) § 115.216(3)(A)({ii)
§ 115.214(a)(1)(C) psia or greater, must |[[G]§ 115.215(2) § 115.216(3)(B)
§60.18 be controlled by one |[[G]§ 115.215(3)
of the methods §115.215(4)
specified in § § 115.215(9)
115.212(a)(1)(A)-(C). |§115.216(1)
§ 115.216(1)(B)
GRPBPLD1 EU R5211- ([VOC 30 TAC §115.212(a)(1) At operations other §115.212(a)(3)(B) §115.216 None
1BS Chapter 115, § 115.212(a)(1)(A) than gasoline § 115.214(a)(1)(A) §115.216(1)
Loading and § 115.212(a)(3)(A) terminals, gasoline § 115.214(a)(1)(A){) §115.216(1)(C
Unloading of § 115.212(a)(3)(A)(1) bulk plants, and § 115.214(a)(1)(A)(ii) §115.216(2)
vVOC § 115.212(a)(3)(B) marine terminals, § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
[G]§ 115.212(a)(3)(C) vapors from loading [§ 115.215 § 115.216(3)(A)({)
§115.212(a)(3) (E) VOC with a true § 115.215(1) § 115.216(3)(A)Gi)
§ 115.214(a)(1)(B) vapor pressure of 0.5 [§ 115.215(10) § 115.216(3)(A)({ii)
§ 115.214(a)(1)(C) psia or greater, must |[G]§ 115.215(2) § 115.216(3)(B)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
be controlled by one [§ 115.215(4)
of the methods § 115.215(9)
specified in §
115.212(a)(1)(A)-(C).
GRPBPLD1 EU R5211- [VvOC 30 TAC §115.212(a)(1) At operations other §115.212(a)(3)(B) §115.216 None
1C Chapter 115, § 115.212(a)(1)(A) than gasoline § 115.214(a)(1)(A) §115.216(1)
Loading and §115.212(a)(3)(A) terminals, gasoline § 115.214(a)(1)(A)(3{) § 115.216(1)(B)
Unloading of § 115.212(a)(3)(A)(1) bulk plants, and § 115.214(a)(1)(A)(ii) §115.216(2)
VOC § 115.212(a)(3)(B) marine terminals, § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
[G]§ 115.212(a)(3)(C) vapors from loading |[§ 115.215 § 115.216(3)(A)>1)
§ 115.212(a)(3)(E) VOC with a true §115.215(1) § 115.216(3)(A)(i)
§ 115.214(a)(1)(B) vapor pressure of 0.5 [§ 115.215(10) § 115.216(3)(A)({ii)
§ 115.214(a)(1)(C) psia or greater, must |[[G]§ 115.215(2) § 115.216(3)(B)
§60.18 be controlled by one [[G]§ 115.215(3)
of the methods §115.215(4)
specified in § §115.215(9)
115.212(a)(1)(A)-(C). [§115.216(1)
§115.216(1)(B)
GRPBPLD1 EU 63GL-1 [112(B) 40 CFR Part 63, | § 63.126(a) For Group 1 transfer |[G]§ 63.126(d)(3) § 63.129(a)(1) § 63.129(a)(2)
HAPS Subpart G §63.11 racks shall operate a |§ 63.127(a) [G]§ 63.129(a)(5) § 63.129(a)(3)
§ 63.126(a)(1) vapor collection § 63.127(a)(2) § 63.130(a)(1) [G]§ 63.129(a)(5)
§ 63.126(a)(2) system and control § 63.127(e) § 63.130(a)(2)(1) § 63.130(d)(1)
§ 63.126(a)(3) device for organic [G]§ 63.128(b) § 63.130(c) § 63.130(d)(2)
[G]§ 63.126(b)(2) HAPs. [G]§ 63.128(f) 63.130(e) § 63.130(d)(5)
[G]§ 63.126(d)(3) § [G]§ 63.151(b)
[

§ 63.126(D)
§ 63.126(g)

§ 63.126(h)

§ 63.172(a)
[G]§ 63.172(h)
§ 63.172())

§ 63.172(m)

63.152(g)(1)({)

GI§ 63.152(g)(1)(ii)
3.152(g)(1)(iii)
3.152(g)(1)(iv)
[G]§ 63.152(g)(1)(V)
[G]§ 63.172(f)(1)
[G]§ 63.172(f)(2)

§ 63.172(g)

[G]§ 63.172(h)
[G]§ 63.172(k)
[G]§ 63.172(
[G]§ 63.180(b)
[G]§ 63.180(d)

§6
§6

§

§6

§ 63.130()(1)
§ 63.130()(2)

§ 63.130(H)(3)

§ 63.130(H)(3)()
[G]§ 63.152(a)

[G]§ 63.152(f)

§ 63.152(g)(1)

§ 63.152(g)(1)()
[GI§ 63.152(g)(1)(ii)
§ 63.152(g)(1)(iii)

§ 63.152(g)(1)(iv)
[GI§ 63.152(g)(1)(V)
[GI§ 63.152(g)(1)(vi)

(
(
(c
(e
3.130(f)
(
(
(
(

[G]§ 63.151(j)
[G]§ 63.152(a)

§ 63.152(b)

[G]§ 63.152(b)(1)
[G]§ 63.152(b)(2)
§63.152(b)(4)
§63.152(c)(1)
§63.152(c )(2)
§ 63.152(c)(2)(1)
[G]§ 63.152(c)(2)(3i)
§ 63.152(c)(2)(iii)
§63.152(c )(3)

§ 63.152(0)(3)(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 63.152(g)(2) § 63.152(c)(3)(ii)
§ 63.152(g)(2)(d) § 63.152(c)(4)(ii)
§ 63.152(g)(2)(ii) [G]§ 63.152(c)(6)
§ 63.152(g)(2)(ii) § 63.152(g)(1)
[G]§ 63.172(k) § 63.152(g)(2)(1)
[G]§ 63.172(1) § 63.152(g)(2)(ii)
§ 63.181(a) [G]§ 63.182(a)
[G]§ 63.181(b) [G]§ 63.182(b)
§ 63.181(c) § 63.182(c)
[G]§ 63.181(d) [G]§ 63. 182(C)(1)
§ 63.181(g) § 63.182(c)(4)
§ 63.181(g)(1)() [G]§ 63.182(d)
§ 63.181(g)(1)({i)
[G]§ 63.181(g)(2)
[G]§ 63.181(g)(3)
GRPBPLD1 EU 63GL-1S |112(B) 40 CFR Part 63, | § 63.126(a) For Group 1 transfer |[G]§ 63.126(d)(3) § 63.129(a)(1) § 63.129(a)(2)
HAPS Subpart G § 63.126(a)(1) racks shall operate a |[G]§ 63.128(f) § 63.130(e) § 63.129(a)(3)
§ 63.126(a)(2) vapor collection § 63.148(b)(1)(ii) § 63.130(f) § 63.129(a)(8)
§ 63.126(a)(3) system and control [G]§ 63.148(c) § 63.130(F)(1) § 63.130(d)(1)
[G]§ 63.126(b)(4) device for organic § 63.148(g) § 63.130(f)(2) § 63.130(d)(2)
[G]§ 63.126(d)(3) HAPs. § 63.148(g)(2) § 63.130(f)(3) § 63.148())
§ 63.126(f) § 63.148(h) § 63.130(f)(3)(ii) [G]§ 63.151(b)
§ 63.126(g) § 63.148(h)(2) § 63.148(g)(2) [G]§ 63.151(j)
§ 63.126(h) § 63.152(g)(1)({) § 63.148(h)(2) [G]§ 63.152(a)
[G]§ 63.148(d) [G]§ 63.152(g)(1)(ii) § 63.148(i)(1) § 63.152(b)
§ 63.148(e) § 63.152(g)(1)(iii) § 63.148(1)(2) [G]§ 63.152(b)(1)
§ 63.152(g)(1)1v) [G]§ 63.148(i)(4) [G]§ 63.152(b)(2)

[G]§ 63.152(g)(1)(v)

§ 63.148(31)(5)

§ 63.148(i)(6)

[G]§ 63.152(a)

[GI§ 63.152()

§ 63.152(g)(1)

§ 63.152(g)(1)(0)
[GI§ 63.152(g)(1)(i)
§ 63.152(g)(1)(iii)

§ 63.152(g)(1)(iv)
[G]§ 63.152(g)(1)(v)
[GI§ 63.152(g)(1)(vi)

§ 63.152(b)(4)
§ 63.152(c)(1)
§63.152(c)(2)
§ 63.152(c)(2)(1)
[G]§ 63.152(c)(2)({i)
§ 63.152(c)(2)(iii)
§ 63.152(c)(3)
§63.152(0)(3)(1)
§ 63.152(c)(3)(ii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§63.152(g)(2) § 63.152(g)(1)
§ 63.152(g)(2)(1) § 63.152(g)(2)(1)
§ 63.152(g)(2)(ii) § 63.152(g)(2)(ii)
§ 63.152(g)(2)(iii)
GRPBPLD3 EU R5211- |VOC 30 TAC §115.212(a)(1) At operations other |[§ 115.212(a)(3)(B) §115.216 None
1B Chapter 115, § 115.212(a)(1)(A) than gasoline § 115.214(a)(1)(A) §115.216(1)
Loading and §115.212(a)(3)(A) terminals, gasoline § 115.214(a)(1)(A)(3{) § 115.216(1)(B)
Unloading of § 115.212(a)(3)(A)(1) bulk plants, and § 115.214(a)(1)(A)(ii) §115.216(2)
vOC §115.212(a)(3)(B) marine terminals, § 115.214(a)(1)(A)(ii) §115.216(3)(A)
[G]§ 115.212(a)(3)(C) vapors from loading |[§ 115.215 § 115.216(3)(A)>1)
§ 115.212(a)(3)(E) VOC with a true §115.215(1) § 115.216(3)(A)i)
§ 115.214(a)(1)(B) vapor pressure of 0.5 [§ 115.215(10) § 115.216(3)(A)({ii)
§ 115.214(a)(1)(C) psia or greater, must |[[G]§ 115.215(2) § 115.216(3)(B)
§60.18 be controlled by one [[G]§ 115.215(3)
of the methods §115.215(4)
specified in § §115.215(9)
115.212(a)(1)(A)-(C). |§115.216(1)
§ 115.216(1)(B)
GRPBPLD3 EU R5211- |VOC 30 TAC § 115.212(a)(1) At operations other § 115.212(a)(3)(B) §115.216 None
1BS Chapter 115, § 115.212(a)(1)(A) than gasoline § 115.214(a)(1)(A) §115.216(1)
Loading and § 115.212(a)(3)(A) terminals, gasoline § 115.214(a)(1)(A)(3{) §115.216(1)(C)
Unloading of § 115.212(a)(3)(A)(1) bulk plants, and § 115.214(a)(1)(A)(ii) §115.216(2)
vOC § 115.212(a)(3)(B) marine terminals, § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
[G]§ 115.212(a)(3)(C) vapors from loading |[§ 115.215 § 115.216(3)(A)>1)
§ 115.212(a)(3)(E) VOC with a true §115.215(1) § 115.216(3)(A)(i)
§ 115.214(a)(1)(B) vapor pressure of 0.5 [§ 115.215(10) § 115.216(3)(A)({ii)
§ 115.214(a)(1)(C) psia or greater, must |[[G]§ 115.215(2) § 115.216(3)(B)
be controlled by one [§ 115.215(4)
of the methods § 115.215(9)
specified in §
115.212(a)(1)(A)-(C).
GRPBPLD3 EU R5211- ([VOC 30 TAC §115.212(a)(1) At operations other §115.212(a)(3)(B) §115.216 None
1C Chapter 115, § 115.212(a)(1)(A) than gasoline § 115.214(a)(1)(A) §115.216(1)
Loading and § 115.212(a)(3)(A) terminals, gasoline § 115.214(a)(1)(A){) §115.216(1)(B
Unloading of § 115.212(a)(3)(A)@) bulk plants, and § 115.214(a)(1)(A)(ii) § 115.216(2)
VOC § 115.212(a)(3)(B) marine terminals, § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
[G]§ 115.212(a)(3)(C) vapors from loading |[§ 115.215 § 115.216(3)(A)(1)
§ 115.212(a)(3)(E) VOC with a true §115.215(1) § 115.216(3)(A)(ii)
§ 115.214(a)(1)(B) vapor pressure of 0.5 [§ 115.215(10) §115. 216(3)(A)(111)
§ 115.214(a)(1)(C) psia or greater, must |[G]§ 115.215(2) § 115.216(3)(B)
§60.18 be controlled by one |[[G]§ 115.215(3)
of the methods § 115.215(4)
specified in § §115.215(9)
115.212(a)(1)(A)-(C). |§115.216(1)
§ 115.216(1)(B)
GRPBPLD4 EU R5211- |VOC 30 TAC § 115.217(a)(1) Vapor pressure (at § 115.214(a)(1)(A) §115.216 None
1C Chapter 115, § 115.214(a)(1)(B) land-based § 115.214(a)(1)(A)(31) §115.216(2)
Loading and § 115.214(a)(1)(D) operations). All land-|§ 115.215 § 115.216(3)(B)
Unloading of § 115.214(a)(1)(D)(d) based loading and §115.215(4)
vOoC unloading of VOC
with a true vapor
pressure less than
0.5 psia is exempt
from the
requirements of this
division, except as
specified.
GRPBPLD5 EU R5111- |VOC 30 TAC § 115.217(a)(3) Liquefied petroleum |[§ 115.214(a)(1)(A) §115.216 None
2A Chapter 115, §115.212(a)(2) gas. All loading and | § 115.214(a)(1)(A)(Q) § 115.216(3)(A)
Loading and § 115.214(a)(1)(B) unloading of § 115.216(3)(A)>1)
Unloading of § 115.214(a)(1)(D) liquefied petroleum § 115.216(3)(A)(i)
vOC § 115.214(a)(1)(D)(d) gas is exempt from § 115.216(3)(A)({ii)
the requirements of § 115.216(3)(B)
this division, except
for the specified
requirements.
GRPBPLD6 EU R5111- |VOC 30 TAC §115.212(a)(3) All land-based VOC § 115.212(a)(3)(B) §115.216 None
1A Chapter 115, §115.212(a)(2) transfer to or from § 115.214(a)(1)(A) § 115.216(3)(A)

Loading and
Unloading of
VOC

§ 115.212(a)(3)(A)
§ 115.212(a)(3)(A)(@)
§115.212(a)(3)(B)
[G]§ 115.212(a)(3

)(O)
§ 115.212(a)(3)(D)

transport vessels
shall be conducted in
the manner specified
for leak-free
operations.

(ax

(ax
§ 115.214(a)(1)(A){)
§ 115.214(a)(1)(A)(1)
(ax

§ 115.214(a)(1)(A)(ii)

§ 115.216(3)(A))
§ 115.216(3)(A)(ii)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.214(a)(1)(B)
§ 115.214(a)(1)(C)
GRPBPLD7 EU R5111- |VOC 30 TAC § 115.217(a)(1) Vapor pressure (at § 115.214(a)(1)(A) §115.216 None
2C Chapter 115, §115.212(a)(2) land-based § 115.214(a)(1)(A)({) §115.216(2)
Loading and § 115.214(a)(1)(B) operations). All land-|§ 115.215 § 115.216(3)(B)
Unloading of § 115.214(a)(1)(D) based loading and §115.215(4)
VOC § 115.214(a)(1)(D)(i) unloading of VOC
with a true vapor
pressure less than
0.5 psia is exempt
from the
requirements of this
division, except as
specified.
GRPBPLDS8 EU R5111- |VOC 30 TAC § 115.217(a)(3) Liquefied petroleum |[§ 115.214(a)(1)(A) §115.216 None
2B Chapter 115, § 115.214(a)(1)(B) gas. All loading and | § 115.214(a)(1)(A)(Q) § 115.216(3)(A)
Loading and § 115.214(a)(1)(D) unloading of § 115.216(3)(A)>1)
Unloading of § 115.214(a)(1)(D)(d) liquefied petroleum § 115.216(3)(A)(i)
vOoC gas is exempt from § 115.216(3)(A)(iii)
the requirements of § 115.216(3)(B)
this division, except
for the specified
requirements.
GRPBPLD9 EU R5211- |VOC 30 TAC § 115.212(a)(1) At operations other |§ 115.212(a)(3)(B) §115.216 None
3B Chapter 115, § 115.212(a)(1)(A) than gasoline § 115.214(a)(1)(A) §115.216(1)
Loading and §115.212(a)(2) terminals, gasoline § 115.214(a)(1)(A)({) § 115.216(1)(B)
Unloading of § 115.212(a)(3)(A) bulk plants, and § 115.214(a)(1)(A)(ii) §115.216(2)
vOC § 115.212(a)(3)(A)(1) marine terminals, § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
§ 115.212(a)(3)(B) vapors from loading |[§ 115.215 § 115.216(3)(A)>1)
[GI§ 115.212(a)(3)(C) VOC with a true § 115.215(1) § 115.216(3)(A)(i)
§ 115.212(a)(3)(D) vapor pressure of 0.5 [§ 115.215(10) § 115.216(3)(A)(ii)
§115.212(a)(3) psia or greater, must |[[G]§ 115.215(2) § 115.216(3)(B)

X
)E
§115.214(a)(1)(B
§ 115.214(a)(1)(C

§60.18

)
)
)

be controlled by one
of the methods
specified in §
115.212(a)(1)(A)-(C).

[G]§ 115.215(3)
§ 115.215(4)
§ 115.215(9)
§ 115.216(1)
§ 115.216(1)(B)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
GRPBPLD9 EU R5211- |VOC 30 TAC §115.212(a)(1) At operations other |[§ 115.212(a)(3)(B) §115.216 None
3BS Chapter 115, § 115.212(a)(1)(A) than gasoline § 115.214(a)(1)(A) §115.216(1)
Loading and §115.212(a)(2) terminals, gasoline § 115.214(a)(1)(A)({) §115.216(1)(C)
Unloading of § 115.212(a)(3)(A) bulk plants, and § 115.214(a)(1)(A)(ii) §115.216(2)
vOoC § 115.212(a)(3)(A)({) marine terminals, § 115.214(a)(1)(A)(ii) §115.216(3)(A)
§ 115.212(a)(3)(B) vapors from loading |§ 115.215 § 115.216(3)(A)>1)
[GI§ 115.212(a)(3)(C) VOC with a true § 115.215(1) § 115.216(3)(A)(ii)
§115.212(a)(3)(D) vapor pressure of 0.5 [§ 115.215(10) § 115.216(3)(A)({ii)
§ 115.212(a)(3)(E) psia or greater, must |[[G]§ 115.215(2) § 115.216(3)(B)
§ 115.214(a)(1)(B) be controlled by one [§ 115.215(4)
§ 115.214(a)(1)(C) of the methods §115.215(9)
specified in § ** See Periodic
115.212(a)(1)(A)-(C). |Monitoring Summary
GRPBPLD9 EU R5211- |VOC 30 TAC § 115.212(a)(1) At operations other §115.212(a)(3)(B) §115.216 None
3C Chapter 115, § 115.212(a)(1)(A) than gasoline § 115.214(a)(1)(A) §115.216(1)
Loading and §115.212(a)(2) terminals, gasoline § 115.214(a)(1)(A)(3{) §115.216(1)(B)
Unloading of § 115.212(a)(3)(A) bulk plants, and § 115.214(a)(1)(A)(ii) §115.216(2)
vOC § 115.212(a)(3)(A)(1) marine terminals, § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
§ 115.212(a)(3)(B) vapors from loading |[§ 115.215 § 115.216(3)(A)>1)
[G]§ 115.212(a)(3)(C) VOC with a true §115.215(1) § 115.216(3)(A)(ii)
§115.212(a)(3)(D) vapor pressure of 0.5 | § 115.215(10) § 115.216(3)(A)(ii)
§ 115.212(a)(3)(E) psia or greater, must |[[G]§ 115.215(2) § 115.216(3)(B)
§ 115.214(a)(1)(B) be controlled by one [[G]§ 115.215(3)
§ 115.214(a)(1)(C) of the methods §115.215(4)
§60.18 specified in § §115.215(9)
115.212(a)(1)(A)-(C). |§115.216(1)
§ 115.216(1)(B)
GRPBPLD9 EU 63GL-2 |112(B) 40 CFR Part 63, | § 63.126(c) For each Group 2 None 3.130(f) § 63.152(c)(4)(iii)
HAPS Subpart G transfer rack, 3.130(f)(1)

maintain records as
required in §
63.130(f). No other
provisions for
transfer racks apply
to the Group 2
transfer rack.

3.130 H)(3)()

(

(
3.130(H)(2)

(

(
3.130(H)(3)(i)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
GRPBPTK1 EU R5112-1 | VOC 30 TAC §115.111(a)(1) Except as provided in | [G]§ 115.117 § 115.118(a)(1) None
Chapter 115, § 115.118, a storage § 115.118(a)(5)
Storage of tank storing VOC § 115.118(a)(6)(A)
VOCs with a true vapor §115.118(a)(7)
pressure less than
1.5 psia is exempt
from the
requirements of this
division.
GRPBPTK10 [EU R5112-1 |VOC 30 TAC §115.111(a)(1) Except as provided in | [G]§ 115.117 §115.118(a)(1) None
Chapter 115, § 115.118, a storage § 115.118(a)(5)
Storage of tank storing VOC § 115.118(a)(6)(A)
VOCs with a true vapor § 115.118(a)(7)
pressure less than
1.5 psia is exempt
from the
requirements of this
division.
GRPBPTK11 |EU R5112-1 | VOC 30 TAC § 115.111(a)(1) Except as provided in [[G]§ 115.117 § 115.118(a)(1) None
Chapter 115, § 115.118, a storage § 115.118(a)(5)
Storage of tank storing VOC § 115.118(a)(6)(A)
VOCs with a true vapor §115.118(a)(7)
pressure less than
1.5 psia is exempt
from the
requirements of this
division.
GRPBPTK12 |EU R5112-1 | VOC 30 TAC §115.111(a)(1) Except as provided in | [G]§ 115.117 § 115.118(a)(1) None
Chapter 115, § 115.118, a storage § 115.118(a)(5)
Storage of tank storing VOC § 115.118(a)(6)(A)
VOCs with a true vapor §115.118(a)(7)

pressure less than
1.5 psia is exempt
from the
requirements of this
division.
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

GRPBPTK13

EU

R5112-

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)
§115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

GRPBPTK13

EU

R5112-
5AS

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1

§115.115(a)
[GI§ 115.115()(5)
[GI§ 115.117

§ 115.118()(4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process
Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK13

EU

R5112-
S5E

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§1
§1
§1

15.115(a)
15.115(a)(6)
15.116(a)(2)

[GI§ 115.117

§115.118(a)4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§115.118(a)(7)

None

GRPBPTK13

EU

63G-5

112(B)
HAPS

40 CFR Part 63,
Subpart G

The owner or
operator who elects
to use a closed vent
system and control
device (defined in §
63.111) to comply
with§63.119(a)(1) or

§6
§6
§6
§6
(G]

§6
§6

3.120(e)(1)
3.120(e)(4)
3.120(e)(5)
3.148(b)(1)(ii)

GJ§ 63.148(c)

3.148(g)
3.148(2)(2)

§ 63.123(a)

[G]§ 63.123(f)(2)
§ 63.148(g)(2)

§ 63.148(h)(2)

§ 63.148(i)(1)

§ 63.148(1)(2)
[G]§ 63.148()(4)

[G]§ 63.120(e)(2)
§ 63.122(0)(2)
[G]§ 63.122(g)(1)
[GI§ 63.122(g)(3)
§ 63.148(j)

§ 63.151(a)(7)
[GI§ 63.151(b)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
[G]§ 63.148(d) (a)(2) shall comply § 63.148(h) § 63.148(i)(5) [G]§ 63.151())
§ 63.148(e) with §63.119(e)(1)- § 63.148(h)(2) § 63.148(i)(6) [G]§ 63.152(a)
(5). [G]§ 63.152(a) § 63.152(b)
[G]§ 63.152(b)(1)
§ 63.152(b)4)
§ 63.152(c)(1)
§ 63.152(0)(2)
§ 63.152(0)(2)()
[G]§ 63.152(c)(2)(i)
§ 63.152(c)(2)(iii)
§ 63.152(c)(3)
§ 63.152(c)(3)(1)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
GRPBPTK13 [EU 63G-5S2 [112(B) 40 CFR Part 63, | § 63.119(f) Owner or operator None § 63.123(a) §63.120(H)
HAPS Subpart G §63.119(a)(2) who routes [G]§ 63.123(h) §63.122(c)(3)
[G]§ 63.119(f)(1) emissions to a fuel [G]§ 63.152(a) § 63.151(a)(7)
[G]§ 63.119(f)(3) gas system or to a [G]§ 63.151(b)
process, as defined [G]§ 63.151(j)
in §63.111, to [G]§ 63.152(a)
comply with § 63.152(b)
§63.119(a)(1), or [G]§ 63.152(b)(1)
(a)(2) shall comply § 63.152(b)(4)
with §63.119(f)(1)-(3) § 63.152(c)(1)
as applicable. § 63.152(c)(2)
§ 63.152(c)(4)(ii)
GRPBPTK14 |EU R5112- |VOC 30 TAC §115.112(e)(1) No person shall §115.115(a) §115.118(a)(4) None
5A Chapter 115, §115.112(e)(3) place, store, or hold |§ 115.115(a)(6) § 115.118(a)(4)(F)
Storage of § 115.112(e)(3)(C) VOC in any storage § 115.116(a)(2) § 115.118(a)(5)
VOCs § 60.18 tank unless the [G]§ 115.117 § 115.118(a)(7)

storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK14

EU

R5112-
5AS

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§ 115.115(a)
[G]§ 115.115(a)(5)
[GI§ 115.117

§115.118(a)(4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

GRPBPTK14

EU

R5112-
S5E

vocC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)
§115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118()(7)

None

Renewal- Draft Page 106




Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,

Standard or
Equipment
Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK14

EU

63TGT-5

112(B)
HAPS

40 CFR Part 63,
Subpart G

wn wn N N W W

§ 63 119(e)(5)
[G]§ 63.148(d)
§ 63.148(e)

The owner or
operator who elects
to use a closed vent
system and control
device (defined in §
63.111) to comply
with§63.119(a)(1) or
(a)(2) shall comply
with §63.119(e)(1)-
(5).

§6
§6
§6
§6

]

3.120(e)(1)
3.120(e)(4)
3.120(e)(5)
3.148(b)(1)(ii)

[G]§ 63.148(c)

§6
§6
§63.
§6

3.148(g)
3.148(2)(2)

)
3.148(h)(2

§ 63.123(a)

[G]§ 63.123(D(2)
§ 63.148(2)(2)

§ 63.148(h)(2)

§ 63.148()(1)

§ 63.148()(2)
[G]§ 63.148()(4)
§ 63.148(i)(5)

§ 63.148(1)(6)
[G]§ 63.152(a)

[G]§ 63.120(e)(2)
§63.122(c)(2)
[G]§ 63. 122(g)( )
[GI§ 63.122(g)(3)
§ 63.148())

§ 63.151(a)(7)
[G]§ 63.151(b)
[G]§ 63.151(j)
[G]§ 63.152(a)

§ 63.152(b)

[G]§ 63.152(b)(1)
§ 63.152(b)(4)
§63.152(c)(1)
§63.152(c)(2)
§ 63.152(c)(2)(1)
[G]§ 63.152(c)(2)({i)
§ 63.152(c)(2)(iii)
§63.152(c )(3)

§ 63.152(0)(3)(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
GRPBPTK14 |EU 63TGT- |112(B) 40 CFR Part 63, | § 63.119(f) Owner or operator None § 63.123(a) §63.120(H)
552 HAPS Subpart G §63.119(a)(2) who routes [G]§ 63.123(h) §63.122(0)(3)
[G]§ 63.119(f)(1) emissions to a fuel [G]§ 63.152(a) § 63.151(a)(7)
[G]§ 63.119(f)(3) gas system or to a [G]§ 63.151(b)
process, as defined [G]§ 63.151(j)
in §63.111, to [G]§ 63.152(a)
comply with § 63.152(b)
§63.119(a)(1), or [G]§ 63.152(b)(1)
(a)(2) shall comply § 63.152(b)(4)
with §63.119(f)(1)-(3) § 63.152(c)(1)
as applicable. §63.152(c)(2)
§ 63.152(c)(4)(di)
GRPBPTK16 |EU R5112- |VOC 30 TAC §115.112(e)(1) No person shall §115.115(a) §115.118(a)(4) None
5E Chapter 115, §115.112(e)(3) place, store, or hold |§ 115.115(a)(6) § 115.118(a)(4)(F)
Storage of §115.112(e)(3)(C) VOC in any storage §115.116(a)(2) § 115.118(a)(5)
VOCs §60.18 tank unless the [G]§ 115.117 §115.118(a)(7)

storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

GRPBPTK16

EU

R5112-

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)
§115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

GRPBPTK16

EU

R5112-
S5FS

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1

§115.115(a)
[GI§ 115.115()(5)
[GI§ 115.117

§ 115.118()(4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing

Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK16

EU

63GT-1

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not
using emissions
averaging as
prescribed by
§63.150 shall use
record keeping
methods in
§63.123(a). Not
required to comply
with §63.119 to
§63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

GRPBPTK17

EU

R5112-
5C

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[Gl§ 115.117

§115.118(a)4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK17

EU

R5112-
5CS

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§ 115.115(a)
[G]§ 115.115(a)(5)
[GI§ 115.117

§115.118(a)4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§115.118(a)(7)

None

GRPBPTK17

EU

R5112-
S5E

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[Gl§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing

Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK17

EU

63GT-2

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not
using emissions
averaging as
prescribed by
§63.150 shall use
record keeping
methods in
§63.123(a). Not
required to comply
with §63.119 to
§63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

GRPBPTK18

EU

R5112-
S5E

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[Gl§ 115.117

§115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK18

EU

R5112-
5]

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§115.118(a)4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§115.118(a)(7)

None

GRPBPTK18

EU

R5112-
5JS

vocC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working

§115.115(a)
[GI§ 115.115()(5)
[GI§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing

Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK18

EU

63GT-2

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not
using emissions
averaging as
prescribed by
§63.150 shall use
record keeping
methods in
§63.123(a). Not
required to comply
with §63.119 to
§63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

GRPBPTK19

EU

R5112-
3B

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[Gl§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK19

EU

R5112-
3BS

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§ 115.115(a)
[G]§ 115.115(a)(5)
[GI§ 115.117

§115.118(a)4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§115.118(a)(7)

None

GRPBPTK19

EU

R5112-
3E

vocC

30 TAC
Chapter 115,
Storage of

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(C)

No person shall
place, store, or hold
VOC in any storage

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

VOCs

§60.18

tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

[GI§ 115.117

§115.118(a)(7)

GRPBPTK19

EU

63GT-2

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not
using emissions
averaging as
prescribed by
§63.150 shall use
record keeping
methods in
§63.123(a). Not
required to comply
with §63.119 to
§63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

GRPBPTK?20

EU

R5112-1

vocC

30 TAC
Chapter 115,
Storage of
VOCs

§115.111(a)(1)

Except as provided in
§ 115.118, a storage
tank storing VOC
with a true vapor
pressure less than
1.5 psia is exempt
from the

[GI§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(6)(A)
§115.118(a)(7)

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
requirements of this
division.
GRPBPTK20 |EU 63GT-2 |112(B) 40 CFR Part 63, | § 63.119(a)(3) Group 2 tanks not None § 63.123(a) § 63.152(c)(4)(iii)
HAPS Subpart G using emissions
averaging as
prescribed by
§63.150 shall use
record keeping
methods in
§63.123(a). Not
required to comply
with §63.119 to
§63.123.
GRPBPTK21 |EU R5112-1 | VOC 30 TAC §115.111(a)(1) Except as provided in [[G]§ 115.117 § 115.118(a)(1) None
Chapter 115, § 115.118, a storage § 115.118(a)(5)
Storage of tank storing VOC § 115.118(a)(6)(A)
VOCs with a true vapor § 115.118(a)(7)
pressure less than
1.5 psia is exempt
from the
requirements of this
division.
GRPBPTK24 |EU R5112-1 | VOC 30 TAC §115.111(a)(1) Except as provided in | [G]§ 115.117 § 115.118(a)(1) None
Chapter 115, § 115.118, a storage § 115.118(a)(5)
Storage of tank storing VOC § 115.118(a)(6)(A)
VOCs with a true vapor §115.118(a)(7)
pressure less than
1.5 psia is exempt
from the
requirements of this
division.
GRPBPTK26 |EU R5112-1 [VOC 30 TAC §115.111(a)(1) Except as provided in | [G]§ 115.117 § 115.118(a)(1) None
Chapter 115, § 115.118, a storage § 115.118(a)(5)
Storage of tank storing VOC § 115.118(a)(6)(A)
VOCs with a true vapor §115.118(a)(7)

pressure less than
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

1.5 psia is exempt
from the
requirements of this
division.

GRPBPTK3

EU

R5112-
S5E

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§115.118(a)4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§115.118(a)(7)

None

GRPBPTK3

EU

R5112-
S5SEM

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK3

EU

R5112-
SES

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§ 115.115(a)
[G]§ 115.115(a)(5)
[GI§ 115.117

§115.118(a)4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§115.118(a)(7)

None

GRPBPTK3

EU

63TGT-8

112(B)
HAPS

40 CFR Part 63,
Subpart G

The owner or
operator who elects
to use a closed vent

§ 63.120(e)(1)
§ 63.120(e)(4)
§ 63.120(e)(5)

§ 63.123(a)
[G]§ 63.123(f)(2)
§ 63.148(g)(2)

[GI§ 63.120(e)(2)
§ 63.122(0)(2)
[GI§ 63.122(g)(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§63.119(e)(1) system and control § 63.148(b)(1)(i) § 63.148(h)(2) [G]§ 63.122(g)(3)
§ 63.119(e)(3) device (defined in § [G]§ 63.148(c) § 63.148(i)(1) § 63.148(j)
§63.119(e)(4) 63.111) to comply § 63.148(g) § 63.148(1)(2) § 63.151(a)(7)
§ 63.119(e)(5) with§63.119(a)(1) or |[§ 63.148(g)(2) [G]§ 63.148(i)(4) [G]§ 63.151(b)
[G]§ 63.148(d) (a)(2) shall comply § 63.148(h) § 63.148(i)(5) [G]§ 63.151())
§ 63.148(e) with §63.119(e)(1)- § 63.148(h)(2) § 63.148(i)(6) [G]§ 63.152(a)
(5). [G]§ 63.152(a) § 63.152(b)
[G]§ 63.152(b)(1)
§ 63.152(b)(4)
§ 63.152(c)(1)
§ 63.152(0)(2)
§ 63.152(c)(2)(1)
[G]§ 63.152(c)(2)(i)
§ 63.152(c)(2)(iii)
§ 63.152(c)(3)
§ 63.152(c)(3)(1)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
GRPBPTK3 EU 63TGT- |112(B) 40 CFR Part 63, | § 63.119(f) Owner or operator None § 63.123(a) § 63.120(f)
8S2 HAPS Subpart G §63.119(a)(1) who routes [G]§ 63.123(h) §63.122(c)(3)
[G]§ 63.119(f)(1) emissions to a fuel [G]§ 63.152(a) § 63.151(a)(7)
[G]§ 63.119(f)(3) gas system or to a [G]§ 63.151(b)
process, as defined [G]§ 63.151(j)
in §63.111, to [G]§ 63.152(a)
comply with § 63.152(b)
§63.119(a)(1), or [G]§ 63.152(b)(1)
(a)(2) shall comply § 63.152(b)(4)
with §63.119(f)(1)-(3) § 63.152(c)(1)
as applicable. §63.152(c)(2)
§ 63.152(c)(4)(ii)
GRPBPTK4 EU R5112-1 | VOC 30 TAC §115.111(a)(1) Except as provided in | [G]§ 115.117 §115.118(a)(1) None
Chapter 115, § 115.118, a storage §115.118(a)(5)
Storage of tank storing VOC § 115.118(a)(6)(A)
VOCs with a true vapor § 115.118(a)(7)

pressure less than
1.5 psia is exempt
from the
requirements of this

Renewal- Draft Page 120




Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process
Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

division.

GRPBPTKS

EU

R5112-1

vocC

30 TAC
Chapter 115,
Storage of
VOCs

§115.111(a)(1)

Except as provided in
§ 115.118, a storage
tank storing VOC
with a true vapor
pressure less than
1.5 psia is exempt
from the
requirements of this
division.

[GI§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(6)(A)
§115.118(a)(7)

None

GRPBPTK7

EU

R5112-
S5E

voc

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§115.115(a)
§ 115.115(a)(
§ 115.116(a)(2)
[GI§ 115.117

6)

§115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

GRPBPTK?7

EU

R5112-
S5H

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[GI§ 115.117

§115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK7

EU

R5112-
SHS

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table

§115.115(a)
[GI§ 115.115()(5)
[GI§ 115.117

§ 115.118()(4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK9

EU

R5112-
S5E

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§115.118(a)4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§115.118(a)(7)

None

GRPBPTK9

EU

R5112-

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or

§115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[Gl§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

GRPBPTK9

EU

R5112-
5GS

VOC

30 TAC
Chapter 115,
Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)
§ 115.112(e)(3)(B)

No person shall
place, store, or hold
VOC in any storage
tank unless the
storage tank is
capable of
maintaining working
pressure sufficient at
all times to prevent
any vapor or gas loss
to the atmosphere or
is in compliance with
the control
requirements
specified in Table 1
of this paragraph for
VOC other than
crude oil and
condensate or Table
2 of subsection (a)(1)
of this paragraph for
crude oil and
condensate.

§ 115.115(a)
[G]§ 115.115(a)(5)
[GI§ 115.117

§115.118(a)4)
§ 115.118(a)(4)(E)
§ 115.118(a)(5)
§115.118(a)(7)

None

GRPBPTK9

EU

63TGT-5

112(B)
HAPS

40 CFR Part 63,
Subpart G

The owner or
operator who elects
to use a closed vent

§ 63.120(e)(1)
§ 63.120(e)(4)
§ 63.120(e)(5)

§ 63.123(a)
[G]§ 63.123(f)(2)
§ 63.148(g)(2)

[GI§ 63.120(e)(2)
§ 63.122(0)(2)
[GI§ 63.122(g)(1)

Renewal- Draft Page 124




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§63.119(e)(1) system and control § 63.148(b)(1)(i) § 63.148(h)(2) [G]§ 63.122(g)(3)
§ 63.119(e)(3) device (defined in § [G]§ 63.148(c) § 63.148(i)(1) § 63.148(j)
§63.119(e)(4) 63.111) to comply § 63.148(g) § 63.148(1)(2) § 63.151(a)(7)
§ 63.119(e)(5) with§63.119(a)(1) or |[§ 63.148(g)(2) [G]§ 63.148(i)(4) [G]§ 63.151(b)
[G]§ 63.148(d) (a)(2) shall comply § 63.148(h) § 63.148(i)(5) [G]§ 63.151())
§ 63.148(e) with §63.119(e)(1)- § 63.148(h)(2) § 63.148(i)(6) [G]§ 63.152(a)
(5). [G]§ 63.152(a) § 63.152(b)
[G]§ 63.152(b)(1)
§ 63.152(b)(4)
§ 63.152(c)(1)
§ 63.152(0)(2)
§ 63.152(c)(2)(1)
[G]§ 63.152(c)(2)(i)
§ 63.152(c)(2)(iii)
§ 63.152(c)(3)
§ 63.152(c)(3)(1)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
GRPBPTK9 EU 63TGT- |112(B) 40 CFR Part 63, | § 63.119(f) Owner or operator None § 63.123(a) § 63.120(f)
552 HAPS Subpart G §63.119(a)(2) who routes [G]§ 63.123(h) §63.122(c)(3)
[G]§ 63.119(f)(1) emissions to a fuel [G]§ 63.152(a) § 63.151(a)(7)
[G]§ 63.119(f)(3) gas system or to a [G]§ 63.151(b)
process, as defined [G]§ 63.151(j)
in §63.111, to [G]§ 63.152(a)
comply with § 63.152(b)
§63.119(a)(1), or [G]§ 63.152(b)(1)
(a)(2) shall comply § 63.152(b)(4)
with §63.119(f)(1)-(3) § 63.152(c)(1)
as applicable. §63.152(c)(2)
§ 63.152(c)(4)(ii)
GRPFUGHON | EU R115HD |HIGHLY 30 TAC § 115.787(d) All pumps that are § 115.782(d)(2) [G]§ 115.782(c)(1)(B)() |[G]§ 115.782(c)(1)(B)()
3-001 REACTIVE [Chapter 115, § 115.780(b) equipped with a [G]§ 115.786(c) §115.783(3)(C)
VOC HRVOC [G]§ 115.781(a) shaft sealing system §115.786(d) [G]§ 115.786(c)
Fugitive §115.782(a) that prevents or § 115.786(d)(1)
Emissions § 115.782(b)(1) detects emissions of § 115.786(d)(2)

§ 115.782(b)(2)
§ 115.782(c)(1)
§ 115.782(c)(1)(A)

VOC from the seal
are exempt from the
monitoring

§ 115.786(d)(2)(B)

)
)
§ 115.786(d)(2)(A)
)
§ 115.786(d)(2)(0)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.782(c)(1)(B) requirement of § 115.786(e)
[G]§ 115.782(c)(1)(B)(i) |8§115.781(b) and (c). § 115.786(g)
§ 115.782(c)(1)(B)(ii) Submerged pumps or
[GI§ 115.782(c)(1)(B)(iii) |sealless pumps may
§ 115.782(c)(1)(B)(iv) be used to satisfy the
§ 115.782(c)(1)(C)(1) requirements of this
§ 115.782(c)(1)(C)E)(T) subsection.
§ 115.782(c)(1)(C)E)(II)
§ 115.782(c)(1)(C)(A)(III)
§ 115.782(c)(1)(C)di)
§115.783(3)
[G]§ 115.783(3)(A)
[G]§ 115.783(3)(B)
§115.787(b)
§ 115.787(b)(1)
§ 115.787(g)
GRPFUGHON | EU R115HD |HIGHLY 30 TAC § 115.787(d) All compressors that |§ 115.782(d)(2) [G]§ 115.782(c)(1)(B)() |[G]§ 115.782(c)(1)(B)()
3-001 REACTIVE |Chapter 115, § 115.780(b) are equipped with a [G]§ 115.786(c) §115.783(3)(C)
vOC HRVOC [G]§ 115.781(a) shaft sealing system § 115.786(d) [G]§ 115.786(c)
Fugitive §115.782(a) that prevents or § 115.786(d)(1)
Emissions §115.782(b)(1) detects emissions of § 115.786(d)(2)

§ 115.782(b)(2)

§ 115.782(c)(1)

§ 115.782(c)(1)(A)
§ 115.782(c)(1)(B)
[G]§ 115.782(c)(1)(B)(i)
§ 115.782(c)(1)(B)(ii)
[GI§ 115.782(c)(1)(B)(iii)
§ 115.782(c)(1)(B)(iv)

§ 115.782(c)(1)(C)()

§ 115.782(0)/(1)(C)()()

§ 115.782(c)(1)(C)@) (D)
§ 115.782(0)(1)(C)(H)(II)
§ 115.782(c)(1)(C)(ii)

§ 115.783(3)

[G]§ 115.783(3)(A)

[G]§ 115.783(3)(B)

§ 115.787(b)

VOC from the seal
are exempt from the
monitoring
requirement of
§115.781(b) and (c).
Submerged pumps or
sealless pumps may
be used to satisfy the
requirements of this
subsection.

§ 115.786(d)(2)(B)
§ 115.786(d)(2)(C)
§ 115.786(e)
§ 115.786(g)

)
)
§ 115.786(d)(2)(A)
)
)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.787(b)(1)
§ 115.787(g)
GRPFUGHON | EU R115HD |HIGHLY 30 TAC §115.787(d) All agitators that are [§ 115.782(d)(2) [G]§ 115.782(c)(1)(B)() |IG]§ 115.782(c)(1)(B)(i)
3-001 REACTIVE [Chapter 115, § 115.780(b) equipped with a [G]§ 115.786(c) § 115.783(3)(C)
VOC HRVOC [G]§ 115.781(a) shaft sealing system § 115.786(d) [G]§ 115.786(c)
Fugitive § 115.782(a) that prevents or § 115.786(d)(1)
Emissions § 115.782(b)(1) detects emissions of § 115.786(d)(2)
§ 115.782(b)(2) VOC from the seal § 115.786(d)(2)(A)
§115.782(c)(1) are exempt from the § 115.786(d)(2)(B)
§ 115.782(c)(1)(A) monitoring § 115.786(d)(2)(C)
§ 115.782(c)(1)(B) requirement of § 115.786(e)
[G]§ 115.782(c)(1)(B)(i) |8§115.781(b) and (). § 115.786(g)
§ 115.782(c)(1)(B)(ii) Submerged pumps or
[GI§ 115.782(c)(1)(B)(iii) |sealless pumps may
§ 115.782(c)(1)(B)(iv) be used to satisfy the
§ 115.782(c)(1)(C)(d) requirements of this
§ 115.782(c)(1)(C)E)(T) subsection.
§ 115.782(c)(1)(C)E)(II)
§ 115.782(c)(1)(C)E)(III)
§ 115.782(c)(1)(C)(ii)
§ 115.783(3)
[G]§ 115.783(3)(A)
[G]§ 115.783(3)(B)
§115.787(b)
§115.787(b)(1)
§115.787(g)
GRPFUGHON | EU R115HD |HIGHLY 30 TAC § 115.781(b)(9) Process drains within | § 115.354(1) § 115.354(10) [G]§ 115.782(c)(1)(B)()
3-001 REACTIVE [Chapter 115, § 115.780(b) a petroleum refinery; | § 115.354(10) §115.356 [G]§ 115.786(c)
VOC HRVOC [G]§ 115.781(a) synthetic organic § 115.354(5) [G]§ 115.356(1)
Fugitive §115.781(g)(3) chemical, polymer, § 115.354(6) [G]§ 115.356(2)
Emissions § 115.782(a) resin, or methyl-tert- |§ 115.354(9) § 115.356(3)

§ 115.782(b)(1)
§ 115.782(b)(2)
§ 115.782(c)(1)
§ 115.782(c)(1)
§ 115.782(c)(1)
[G]§ 115.782(c)
§ 115.782(c)(1)

A)
B)
D(®B)1)
B)(ii)

===

butyl ether
manufacturing
process; or natural
gas/gasoline
processing operation
in which a highly-
reactive volatile

(

(

(

(

(

§ 115.781(b)

§ 115.781(b)(10)
§ 115.781(b)(3)
§ 115.781(b)(4)
§ 115.781()(5)
§ 115.781(b)(6)
§ 115.781(b)(7)

§ 115.356(3)(A)

§ 115.356(3)(B)
[G]§ 115.356(3)(C)
§ 115.356(5)

§ 115.781(b)(10)
§ 115.781(g)

§ 115.781(g)(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
[G]§ 115.782(c)(1)(B)(iii) |organic compound is |§ 115.781(b)(7)(A) § 115.781(g)(2)
§ 115.782(c)(1)(B)(iv) a raw material, § 115.781(b)(7)(B) § 115.781(g)(3)
§ 115.783(4)(A)>1) intermediate, final § 115.781(g) [G]§ 115.782(c)(1)(B)()
§ 115.783(4)(A)(ii) product, or in a § 115.781(g)(1) [G]§ 115.786(c)
§ 115.783(4)(A)Gi) () waste stream is § 115.781(g)(2) § 115.786(d)
§ 115.783(4)(A)(ii)(I) subject to the § 115.782(d)(2) § 115.786(d)(1)
§ 115.783(4)(B) requirements of this § 115.786(d)(2)
§ 115.783(4)(B)(i) division. A leak is § 115.786(d)(2)(A)
§ 115.783(4)(B)(ii) defined as a § 115.786(d)(2)(B)
screening § 115.786(d)(2)(C)
concentration greater §115.786(e)
than 500 ppmv § 115.786(g)
above background as
methane for all
components.
GRPFUGHON | EU R115HD |HIGHLY 30 TAC § 115.781(b)(9) Pressure relief valves | § 115.354(1) § 115.354(10) [G]§ 115.782(c)(1)(B)()
3-001 REACTIVE [Chapter 115, § 115.780(b) (in gaseous service) § 115.354(10) §115.356 [G]§ 115.786(c)
vOC HRVOC [G]§ 115.781(a) within a petroleum § 115.354(2) [G]§ 115.356(1) §115.788(c)
Fugitive § 115.781(g)(3) refinery; synthetic § 115.354(4) [G]§ 115.356(2) [G]§ 115.788(d)
Emissions §115.782(a) organic chemical, § 115.354(5) § 115.356(3) §115.788(e)
§115.782(b)(1) polymer, resin, or § 115.354(6) § 115.356(3)(A) [G]§ 115.788(g)
§ 115.782(b)(2) methyl-tert-butyl [G]§ 115.354(7) § 115.356(3)(B)
§ 115.782(c)(1) ether manufacturing |§ 115.354(9) [G]§ 115.356(3)(C)

§ 115.782(c)(1)
§ 115.782(c)(1)
[G]§ 115.782(c)
§ 115.782(c)(1)
[GI§ 115.782(c)
§ 115.782(c)(1)
§ 115.787(e)

§ 115.787(D)

§115.787(g)

§ 115.788(a)

§ 115.788(a)(1)
§ 115.788(a)(2)
§ 115.788(a)(2)(A)
§ 115.788(a)(2)(B)
§ 115.788(a)(2)(C)

A)
B)
D(®B)1)
B)(ii)
1)(B)(iii)
B)(iv)

A==

process; or natural
gas/gasoline
processing operation
in which a highly-
reactive volatile
organic compound is
a raw material,
intermediate, final
product, orin a
waste stream is
subject to the
requirements of this
division. A leak is
defined as a
screening

(

§ 115.781(b)

§ 115.781(b)(10)
§ 115.781(b)(4)

§ 115.781(b)(7)

§ 115.781(b)(7)(A)
§ 115.781(b)(7)(B)
§ 115.781(b)(8)
§ 115.781(e)
§115.781(g)
§ 115.781(g)(1)
§ 115.781(g)(2)
§ 115.782(d)(2)

§ 115.356(5)

§ 115.781(b)(10)
§ 115.781(g)

§ 115.781(g)(1)

§ 115.781(g)(2)

§ 115.781(g)(3)
[G]§ 115.782(c)(1)(B)(i)
[G]§ 115.786(c)

§ 115.786(d)

§ 115.786(d)(1)

§ 115.786(d)(2)

§ 115.786(d)(2)(A)
§ 115.786(d)(2)(B)
§ 115.786(d)(2)(C)
§ 115.786(e)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.788(a)(2)(C)(d) concentration greater § 115.786(g)
§ 115.788(a)(2)(C)(ii) than 500 ppmv [G]§ 115.788(g)
§ 115.788(a)(2)(C)(iii) above background as
§ 115.788(a)(2)(D) methane for all
§ 115.788(a)(3) components.
§ 115.788(a)(3)(A)
§ 115.788(a)(3)(B)
[G]§ 115.788(g)
GRPFUGHON | EU R115HD [HIGHLY 30 TAC §115.781(b)(9) Bypass line valves §115.781(b) §115.781(b)(10) § 115.782(c)(2)(A)(ii)
3-001 REACTIVE |Chapter 115, § 115.780(b) within a petroleum § 115.781(b)(10) §115.781(g) [G]§ 115.786(c)
VOC HRVOC [G]§ 115.781(a) refinery; synthetic § 115.781(b)(4) §115.781(g)(1) §115.788(c)
Fugitive [G]§ 115.781(d) organic chemical, §115.781(b)(7) § 115.781(g)(2) [G]§ 115.788(d)
Emissions § 115.781(g)(3) polymer, resin, or § 115.781(b)(7)(A) § 115.781(g)(3) §115.788(e)

§ 115.782(a)

§ 115.782(b)(1)

§ 115.782(b)(2)

§ 115.782(0)(2)

§ 115.782(0)(2)

§ 115.782(0)(2)

§ 115.782(0)(2)

§ 115.782(0)(2)

§ 115.783(1)

§ 115.783(1)(A)

§ 115.783(1)(B)

§ 115.783(5)

§ 115.787(D)

§ 115.787(H(4)

§ 115.787(g)

§ 115.788(a)

§ 115.788(a)(1)

§ 115.788(a)(2)

§ 115.788(a)(2)(A)

§ 115.788(2)(2)(B

§ 115.788(a)(2)(C

§ 115.788(a)(2)(C
C
C
D

A)
A)()
A)(ii)
B)

===

®
(ii)
(

)
)
)
§ 115.788(a)(2)(C)
)(iii)

(
§ 115.788(a)(2)(
(

§ 115.788(a)(2)(D)

methyl-tert-butyl
ether manufacturing
process; or natural
gas/gasoline
processing operation
in which a highly-
reactive volatile
organic compound is
a raw material,
intermediate, final
product, orin a
waste stream is
subject to the
requirements of this
division. A leak is
defined as a
screening
concentration greater
than 500 ppmv
above background as
methane for all
components.

§ 115.781(b)(7)(B)
[G]§ 115.781(d)

§ 115.781(g)

§ 115.781(g)(1)
§115.781(2)(2)
§ 115.782(d)(2)
§ 115.786(a)(1)

§ 115.782(c)(2)(A)(i)
§ 115.786(a)(1)

§ 115.786(a)(2)

§ 115.786(a)(2)(A)
§ 115.786(a)(2)(B)
§ 115.786(b)(1)

§ 115.786(b)(2)

§ 115.786(b)(2)(A)
§ 115.786(b)(2)(B)
§ 115.786(b)(2)(C)
[G]§ 115.786(b)(3)
[G]§ 115.786(c)

§ 115.786(d)

§ 115.786(d)(2)

§ 115.786(d)(2)(C)
§ 115.786(e)

§ 115.786(g)

[G]§ 115.788(g)

===

= =

[GI§ 115.788(g)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.788(a)(3)
§ 115.788(a)(3)(A)
§ 115.788(a)(3)(B)
[G]§ 115.788(g)
GRPFUGHON | EU R115HD |HIGHLY 30 TAC §115.781(b)(9) Valves within a § 115.354(1) §115.354(10) § 115.782(c)(2)(A)(ii)
3-001 REACTIVE |Chapter 115, § 115.780(b) petroleum refinery; |§ 115.354(10) §115.356 [G]§ 115.786(c)
vOC HRVOC [G]§ 115.781(a) synthetic organic § 115.354(2) [G]§ 115.356(1) §115.788(c)
Fugitive §115.781(g)(3) chemical, polymer, § 115.354(5) [G]§ 115.356(2) [G]§ 115.788(d)
Emissions §115.782(a) resin, or methyl-tert- |§ 115.354(6) § 115.356(3) § 115.788(e)
§ 115.782(b)(1) butyl ether [G]§ 115.354(7) § 115.356(3)(A) [G]§ 115.788(g)
§ 115.782(b)(2) manufacturing § 115.354(9) § 115.356(3)(B)
§115.782(c)(2) process; or natural §115.781(b) [G]§ 115.356(3)(C)
§ 115.782(c)(2)(A) gas/gasoline § 115.781(b)(10) § 115.356(5)
§ 115.782(c)(2)(A)() processing operation |§ 115.781(b)(4) §115.781(b)(10)
§ 115.782(c)(2)(A)(i) which a highly- § 115.781(b)(7) § 115.781(g)
§ 115.782(c)(2)(B) reactive volatile § 115.781(b)(7)(A) §115.781(g)(1)
§ 115.783(5) organic compound is |§ 115.781(b)(7)(B) §115.781(g)(2)
§ 115.787(f) a raw material, § 115.781(g) § 115.781(g)(3)
§ 115.787(f)(4) intermediate, final § 115.781(g)(1) § 115.782(c)(2)(A)(ii)
§115.787(g) product, orin a § 115.781(g)(2) [G]§ 115.786(c)
§115.788(a) waste stream is § 115.782(d)(2) § 115.786(d)
§ 115.788(a)(1) subject to the § 115.786(d)(2)
§ 115.788(a)(2) requirements of this § 115.786(d)(2)(C)
§ 115.788(a)(2)(A) division. A leak is § 115.786(e)
§ 115.788(a)(2)(B) defined as a § 115.786(g)
§ 115.788(a)(2)(C) screening [G]§ 115.788(g)
§ 115.788(a)(2)(C)({) concentration greater
§ 115.788(a)(2)(C)({i) than 500 ppmv
§ 115.788(a)(2)(C)(iii) above background as
§ 115.788(a)(2)(D) methane for all
§ 115.788(a)(3) components.
§ 115.788(a)(3)(A)
§ 115.788(a)(3)(B)
[G]§ 115.788(g)
GRPFUGHON | EU R115HD |HIGHLY 30 TAC §115.781(b)(9) Flanges or other § 115.354(1) § 115.354(10) [G]§ 115.782(c)(1)(B)()
3-001 REACTIVE | Chapter 115, § 115.780(b) connectors withina | § 115.354(10) §115.356 [G]§ 115.786(c)
VOC HRVOC [G]§ 115.781(a) petroleum refinery; § 115.354(11) [G]§ 115.356(1) § 115.789(1)(B)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
Fugitive § 115.781(g)(3) synthetic organic § 115.354(3) [G]§ 115.356(2)
Emissions §115.782(a) chemical, polymer, § 115.354(5) § 115.356(3)
§ 115.782(b)(1) resin, or methyl-tert- [§ 115.354(6) § 115.356(3)(A)
§ 115.782(b)(2) butyl ether § 115.354(9) § 115.356(3)(B)
§115.782(c)(1) manufacturing §115.781(b) [G]§ 115.356(3)(C)
§ 115.782(c)(1)(A) process; or natural §115.781(b)(10) § 115.356(5)
§ 115.782(c)(1)(B) gas/gasoline § 115.781(b)(3) § 115.781(b)(10)
[G]§ 115.782(c)(1)(B)(i) |processing operation [§ 115.781(b)(4) §115.781(g)
§ 115.782(c)(1)(B)(ii) in which a highly- § 115.781(b)(7) § 115.781(g)(1)
[G]§ 115.782(c)(1)(B)(iii) |reactive volatile § 115.781(b)(7)(A) § 115.781(g)(2)
§ 115.782(c)(1)(B)({v) organic compound is | § 115.781(b)(7)(B) § 115.781(g)(3)
a raw material, § 115.781(f) [G]§ 115.782(c)(1)(B)(d)
intermediate, final § 115.781(f)(1) [G]§ 115.786(c)
product, or in a § 115.781(F)(2) § 115.786(d)
waste stream is § 115.781(F)(3) § 115.786(d)(1)
subject to the § 115.781(H)(4) § 115.786(d)(2)
requirements of this |§ 115.781(f)(5) § 115.786(d)(2)(A)
division. A leak is § 115.781(f)(6) § 115.786(d)(2)(B)
defined as a § 115.781(g) § 115.786(d)(2)(C)
screening § 115.781(g)(1) § 115.786(e)
concentration greater | § 115.781(g)(2) § 115.786(g)
than 500 ppmv § 115.782(d)(2)
above background as | § 115.789(1)(B)
methane for all
components.
GRPFUGHON | EU R115HD |HIGHLY 30 TAC § 115.781(b)(9) Compressor seals § 115.354(1) § 115.354(10) [G]§ 115.782(c)(1)(B)(i)
3-001 REACTIVE |Chapter 115, § 115.780(b) within a petroleum § 115.354(10) §115.356 §115.783(3)(C)
vVOC HRVOC [G]§ 115.781(a) refinery; synthetic § 115.354(2) [G]§ 115.356(1) [G]§ 115.786(c)
Fugitive §115.781(g)(3) organic chemical, § 115.354(5) [G]§ 115.356(2)
Emissions §115.782(a) polymer, resin, or § 115.354(6) § 115.356(3)
§ 115.782(b)(1) methyl-tert-butyl § 115.354(9) § 115.356(3)(A)
§ 115.782(b)(2) ether manufacturing |§ 115.781(b) § 115.356(3)(B)
§ 115.782(c)(1) process; or natural § 115.781(b)(10) [G]§ 115.356(3)(C)
§ 115.782(c)(1)(A) gas/gasoline §115.781(b)(4) § 115.356(5)
§ 115.782(c)(1)(B) processing operation [§ 115.781(b)(7) §115.781(b)(10)
[GI§ 115.782(c)(1)(B)(i) [in which a highly- § 115.781(b)(7)(A) §115.781(g)
§ 115.782(c)(1)(B)(@i) reactive volatile § 115.781(b)(7)(B) § 115.781(g)(1)
(c

[G]§ 115.782(c)(1)(B)(iii)

organic compound is

§ 115.781(c)(1)

§ 115.781(g)(2)
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Applicable Requirements Summary

)
§ 115.782(0)(1)(B)(ii)
[G]§ 115.782(c)(1)(B)(iii)
§ 115.782(c)(1)(B)(iv)
§ 115.782(c)(1)(C)(D)

§ 115.782(c0)(1)(O)(@)I)

reactive volatile
organic compound is
a raw material,
intermediate, final
product, or in a
waste stream is

)
§ 115.781(b)(7)(B)
§ 115.781(0)(1)
§115.781
§115.781
§115.781
§115.781

)(2)

C
8
g
g

§ 115.781(g)(1)
§ 115.781(2)(2)

§ 115.781(2)(3)

[G]§ 115.782(c)(1)(B)(i)
[G]§ 115.786(c)

§ 115.786(d)

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.782(c)(1)(B)({iv) a raw material, §115.781(c)(2) § 115.781(g)(3)
§ 115.782(c)(1)(C)(1) intermediate, final § 115.781(g) [G]§ 115.782(c)(1)(B)(d)
§ 115.782(c)(1)(C)D)T) product, or in a § 115.781(g)(1) [G]§ 115.786(c)
§ 115.782(c)(1)(C)@)(I) |waste stream is § 115.781(g)(2) § 115.786(d)
§ 115.782(c)(1)(C)()(IIT) | subject to the § 115.782(d)(2) § 115.786(d)(1)
§ 115.782(c)(1)(C)(i) requirements of this § 115.786(d)(2)
§115.783(3) division. A leak is § 115.786(d)(2)(A)
[G]§ 115.783(3)(A) defined as a § 115.786(d)(2)(B)
[G]§ 115.783(3)(B) screening § 115.786(d)(2)(C)
§ 115.787(b) concentration greater §115.786(e)
than 500 ppmv § 115.786(g)
above background as
methane for all
components.
GRPFUGHON | EU R115HD |HIGHLY 30 TAC §115.781(b)(9) Pump seals withina [§ 115.354(1) § 115.354(10) [G]§ 115.782(c 1)(B (i)
3-001 REACTIVE [Chapter 115, §115.780(b) petroleum refinery; § 115.354(10) §115.356 §115.783(3)(C
vVOC HRVOC [G]§ 115.781(a) synthetic organic § 115.354(2) [G]§ 115.356(1) [G]§ 115.786((:)
Fugitive § 115.781(g)(3) chemical, polymer, § 115.354(5) [G]§ 115.356(2)
Emissions §115.782(a) resin, or methyl-tert- [§ 115.354(6) § 115.356(3)
§ 115.782(b)(1) butyl ether § 115.354(9) § 115.356(3)(A)
§ 115.782(b)(2) manufacturing § 115.781(b) § 115.356(3)(B)
§ 115.782(c)(1) process; or natural § 115.781(b)(10) [G]§ 115.356(3)(C)
§ 115.782(c)(1)(A) gas/gasoline § 115.781(b)(4) § 115.356(5)
§ 115.782(c)(1)(B) processing operation [§ 115.781(b)(7) § 115.781(b)(10)
[G]§ 115.782(c)(1)(B)d) [in which a highly- § 115.781(b)(7)(A §115.781(g)
(
(
(©)
(
(
(
(

§ 115.782(c)(1)(O)()(I)
§ 115.782(c)(1)(C)(ii)

§ 115.783(3)

[GI§ 115.783(3)(A)
[GI§ 115.783(3)(B)

§ 115.787(b)

§ 115.787(b)(1)

(
(
§ 115.782(c)(1)(C)(H)(T)
(
(
(

subject to the
requirements of this
division. A leak is
defined as a
screening
concentration greater
than 500 ppmv

)

)(1)

)(2)
§ 115.782(d)(2)

§ 115.786(d)(1)

§ 115.786(d)(2)

§ 115.786(d)(2)(A)
§ 115.786(d)(2)(B)
§ 115.786(d)(2)(C)
§ 115.786(e)

§ 115.786(g)
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Applicable Requirements Summary

§ 115.782(b)(1)
§ 115.782(b)(2)

manways, hatches,
sump covers,

§ 115.781(b)(7)(A)
§ 115.781(b)(7)(B)

[GI§ 115.782(c)(1)(B)(i)
[G]§ 115.786(c)

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
above background as
methane for all
components.
GRPFUGHON | EU R115HD |HIGHLY 30 TAC §115.781(b)(9) Agitators within a § 115.354(1) §115.354(10) [G]§ 115.782(c)(1)(B)({)
3-001 REACTIVE |Chapter 115, § 115.780(b) petroleum refinery; |[§ 115.354(10) §115.356 §115.783(3)(C)
vOC HRVOC [G]§ 115.781(a) synthetic organic § 115.354(5) [G]§ 115.356(1) [G]§ 115.786(c)
Fugitive § 115.781(g)(3) chemical, polymer, § 115.354(6) [G]§ 115.356(2)
Emissions §115.782(a) resin, or methyl-tert- |§ 115.354(9) § 115.356(3)
§ 115.782(b)(1) butyl ether § 115.781(b) § 115.356(3)(A)
§ 115.782(b)(2) manufacturing § 115.781(b)(10) § 115.356(3)(B)
§ 115.782(c)(1) process; or natural § 115.781(b)(3) [G]§ 115.356(3)(C)
§ 115.782(c)(1)(A) gas/gasoline § 115.781(b)(4) § 115.356(5)
§ 115.782(c)(1)(B) processing operation [§ 115.781(b)(7) §115.781(b)(10)
[G]§ 115.782(c)(1)(B)(i) |in which a highly- § 115.781(b)(7)(A) § 115.781(g)
§ 115.782(c)(1)(B)(@i) reactive volatile § 115.781(b)(7)(B) § 115.781(g)(1)
[G]§ 115.782(c)(1)(B)(iii) |organic compound is |[§ 115.781(c)(1) §115.781(g)(2)
§ 115.782(c)(1)(B)({iv) a raw material, §115.781(c)(2) §115.781(g)(3)
§ 115.782(c)(1)(C)(d) intermediate, final § 115.781(g) [G]§ 115.782(c)(1)(B)()
§ 115.782(c)(1)(C)E)(T) product, or in a § 115.781(g)(1) [G]§ 115.786(c)
§ 115.782(c)(1)(C)@)I) |waste stream is § 115.781(g)(2) § 115.786(d)
§ 115.782(c)(1)(C)(i)(IIT) | subject to the § 115.782(d)(2) § 115.786(d)(1)
§ 115.782(c)(1)(C)di) requirements of this § 115.786(d)(2)
§115.783(3) division. A leak is § 115.786(d)(2)(A)
[G]§ 115.783(3)(A) defined as a § 115.786(d)(2)(B)
[G]§ 115.783(3)(B) screening § 115.786(d)(2)(C)
§ 115.787(b) concentration greater § 115.786(e)
than 500 ppmv § 115.786(g)
above background as
methane for all
components.
GRPFUGHON | EU R115HD |HIGHLY 30 TAC § 115.781(b)(9) Heat exchanger § 115.781(b) § 115.781(b)(10) [G]§ 115.782(c)(1)(B)()
3-001 REACTIVE [Chapter 115, § 115.780(b) heads, sight glasses, [§ 115.781(b)(10) §115.781(g) [G]§ 115.786(c)
VOC HRVOC [G]§ 115.781(a) meters, gauges, § 115.781(b)(3) § 115.781(g)(1) §115.789(1)(B)
Fugitive § 115.781(g)(3) sampling § 115.781(b)(4) § 115.781(g)(2)
Emissions § 115.782(a) connections, bolted |§ 115.781(b)(7) §115.781(g)(3)
(
(
(

§ 115.782(c)(1)

junction box vents,

§ 115.781(f)

§ 115.786(d)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.782(c)(1)(A) and covers and seals |§ 115.781(f)(1) § 115.786(d)(1)
§ 115.782(c)(1)(B) on VOC water § 115.781()(2) §115.786(d)(2)
[GI§ 115.782(c)(1)(B)(i) |separators within the [§ 115.781(f)(3) § 115.786(d)(2)(A)
§ 115.782(c)(1)(B)(i) process unit or § 115.781(F)(4) § 115.786(d)(2)(B)
[G]§ 115.782(c)(1)(B)(iii) |processes listed in § 115.781(f)(5) § 115.786(d)(2)(C)
§ 115.782(c)(1)(B)(iv) §115.780(a) in which |§ 115.781(f)(6) §115.786(e)
a HRVOC is a raw § 115.781(g) § 115.786(g)
material, § 115.781(g)(1)
intermediate, final § 115.781(g)(2)
product, or in a § 115.782(d)(2)
waste stream is § 115.789(1)(B)
subject to the
requirements of this
division. A leak is
defined as a
screening
concentration greater
than 500 ppmv
above background as
methane for all
components.
GRPFUGHON | EU R115HD |HIGHLY 30 TAC § 115.781(b)(9) Open-ended valves or | § 115.354(1) § 115.354(10) § 115.782(c)(2)(A)(ii)
3-001 REACTIVE |Chapter 115, § 115.780(b) lines within a § 115.354(10) §115.356 [G]§ 115.786(c)
vVOC HRVOC [G]§ 115.781(a) petroleum refinery; § 115.354(2) [G]§ 115.356(1) §115.788(¢c)
Fugitive §115.781(g)(3) synthetic organic § 115.354(5) [G]§ 115.356(2) [G]§ 115.788(d)
Emissions §115.782(a) chemical, polymer, § 115.354(6) § 115.356(3) § 115.788(e)
§ 115.782(b)(1) resin, or methyl-tert- [[G]§ 115.354(7) § 115.356(3)(A) [G]§ 115.788(g)
§ 115.782(b)(2) butyl ether § 115.354(9) § 115.356(3)(B) §115.789(1)(B)
§115.782(c)(2) manufacturing §115.781(b) [G]§ 115.356(3)(C)
§ 115.782(c)(2)(A) process; or natural § 115.781(b)(10) § 115.356(5)
§ 115.782(c)(2)(A)() gas/gasoline §115.781(b)(3) §115.781(b)(10)
§ 115.782(c)(2)(A)(i) processing operation [§ 115.781(b)(4) §115.781(g)
§ 115.782(c)(2)(B) in which a highly- § 115.781(g)(1)

§ 115.783(5)
§ 115.787(D)
§ 115.787(D(2)
§ 115.787(H(3)
§ 115.787(H(4)

reactive volatile
organic compound is
a raw material,
intermediate, final
product, or in a

§ 115.781(b)(7)(A)
§ 115.781(b)(7)(B)
§ 115.781(%)

§ 115.781(f)(1)

(
(
(
(
(
§ 115.781(b)(7)
(
(
(
(
§ 115.781(f)(2)

§ 115.781(g)(2)

§ 115.781(g)(3)

§ 115.782(c)(2)(A)(i)
[G]§ 115.786(c)

§ 115.786(d)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.787(g) waste stream is § 115.781(F)(3) § 115.786(d)(2)
§ 115.788(a) subject to the § 115.781(f)(4) § 115.786(d)(2)(C)
§ 115.788(a)(1) requirements of this [§ 115.781(f)(5) § 115.786(e)
§ 115.788(a)(2) division. A leak is § 115.781(f)(6) § 115.786(g)
§ 115.788(a)(2)(A) defined as a § 115.781(g) [G]§ 115.788(g)
§ 115.788(a)(2)(B) screening § 115.781(g)(1)
§ 115.788(a)(2)(C) concentration greater | § 115.781(g)(2)
§ 115.788(a)(2)(C)(d) than 500 ppmv § 115.782(d)(2)
§ 115.788(a)(2)(C)(ii) above background as | § 115.789(1)(B)
§ 115.788(a)(2)(C)(iii) methane for all
§ 115.788(a)(2)(D) components.
§ 115.788(a)(3)
§ 115.788(a)(3)(A)
§ 115.788(a)(3)(B)
[G]§ 115.788(g)
GRPFUGHON | EU R115HD |HIGHLY 30 TAC §115.787(a) Components that None § 115.786(e) None
3-001 REACTIVE [Chapter 115, contact a process § 115.786(g)
VvOC HRVOC fluid containing less
Fugitive than 5.0% highly-
Emissions reactive volatile
organic compounds
by weight on an
annual average basis
are exempt from the
requirements of this
division (relating to
Fugitive Emissions),
except for 115.786(e)
and (g) of this title
(relating to Record
keeping
Requirements).
GRPFUGHON | EU R5352- [VOC 30 TAC §115.357(6) Components at a None § 115.356 None
ALL Chapter 115, petroleum refinery or §115.356(3)

Pet. Refinery &
Petrochemicals

synthetic organic
chemical, polymer,
resin, or methyl-tert-
butyl ether

[G]§ 115.356(3)(C)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

manufacturing
process, that contact
a process fluid that
contains less than
10% VOC by weight
and components at a
natural gas/gasoline
processing operation
that contact a
process fluid that
contains less than
1.0% VOC by weight
are exempt from the
requirements of this
division except
§115.356(3)(C) of
this title.

GRPFUGHON

EU

R5352-

vocC

30 TAC
Chapter 115,
Pet. Refinery &
Petrochemicals

§ 115.357(5)

Reciprocating
compressors and
positive
displacement pumps
used in natural
gas/gasoline
processing
operations are
exempt from the
requirements of this
division except
§115.356(3)(C) of
this title.

None

§115.356
§ 115.356(3)
[GI§ 115.356(3)(C)

None

GRPFUGHON

EU

R5352-

vocC

30 TAC
Chapter 115,
Pet. Refinery &
Petrochemicals

§115.357(10)

Instrumentation
systems, as defined
in 40 CFR §63.161
(January 17, 1997),
that meet 40 CFR
§63.169 (June 20,
1996) are exempt
from the

None

§ 115.356
§ 115.356(3)
[G]§ 115.356(3)(C)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

requirements of this
division except
§115.356(3)(C) of
this title.

GRPFUGHON

EU

R5352-

VOC

30 TAC
Chapter 115,
Pet. Refinery &
Petrochemicals

§115.357(11)

Sampling connection
systems, as defined
in 40 CFR §63.161
(January 17, 1997),
that meet the
requirements of 40
CFR §63.166(a) and
(b) (June 20, 1996)
are exempt from the
requirements of this
division except
§115.356(3)(C) of
this title.

None

§ 115.356
§115.356(3)
[G]§ 115.356(3)(C)

None

GRPFUGHON

EU

R5352-
ALL

vocC

30 TAC
Chapter 115,
Pet. Refinery &
Petrochemicals

§115.357(13)

Components/system
s that contact a
process fluid
containing VOC
having a true vapor
pressure equal to or
less than 0.002 psia
at 68 degrees
Fahrenheit are
exempt from the
requirements of this
division except
§115.356(3)(C) of
this title.

None

§115.356
§ 115.356(3)
[GI§ 115.356(3)(C)

None

GRPFUGHON

EU

R5352-
ALL

vocC

30 TAC
Chapter 115,
Pet. Refinery &
Petrochemicals

§ 115.357(2)
§ 115.352(9)

Each pressure relief
valve equipped with
a rupture disk must
comply with
§115.352(9) and
§115.356(3)(C).

None

§ 115.356
§ 115.356(3)
[G]§ 115.356(3)(C)

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting

Group Group | Index Federal Standard or Description And Testing Requirements Requirements

Process |Process| No. Regulation Equipment (See Special Term Requirements

ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)

Citation 1.B.)
GRPFUGHON | EU R5352- |VOC 30 TAC §115.353(a) For all affected None None None
ALL Chapter 115, §115.353(b) persons in the

Pet. Refinery & |§ 115.910 Beaumont-Port
Petrochemicals Arthur, Dallas-Fort

Worth, El Paso, and
Houston-Galveston
areas, as defined in
§115.10, any
alternate methods of
demonstrating and
documenting
continuous
compliance with the
applicable control
requirements or
exemption criteria in
this division may be
approved by the
executive director in
accordance with
§115.910 if emission
reductions are
demonstrated to be

substantially
equivalent.
GRPFUGHON | EU R5352- |VOC 30 TAC §115.352(1)(C) No component shall [§ 115.354(1) §115.352(7) [G]§ 115.358(g)
ALL Chapter 115, §115.352(1) be allowed to have a [§ 115.354(11) § 115.354(13)(D)
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(13)(A) § 115.354(13)(E)
Petrochemicals |§ 115.352(2) than 15 days, after § 115.354(13)(B) §115.356
§ 115.352(2)(A) discovery. If the § 115.354(13)(C) [G]§ 115.356(1)
§ 115.352(2)(B) owner or operator § 115.354(13)(D) [G]§ 115.356(2)
§ 115.352(2)(C) elects to use the § 115.354(13)(E) §115.356(3)
§ 115.352(2)(O)(d) alternative work § 115.354(13)(F) § 115.356(3)(A)
§ 115.352(2)(C)(ii) practice in §115.358 |§ 115.354(4) § 115.356(3)(B)
§ 115.352(2)(C)(iii) of this title, any leak |§ 115.354(5) [G]§ 115.356(3)(C)
§ 115.352(3) detected as defined |[§ 115.354(9) [G]§ 115.356(4)
§ 115.352(4) in §115.358 of this [G]§ 115.355 § 115.356(5)
§115.352(5) title, including any §115.358(c)(2)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§115.352(6) leak detected using §115.358(d)
§115.352(7) the alternative work |[[G]§ 115.358(e)
§ 115.352(8) practice on a § 115.358(f)
§115.357(8) component that is
§ 115.358(c)(1) subject to the
[G]§ 115.358(h) requirements of this
division but not
specifically selected
for alternative work
practice monitoring.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(A) No process drains § 115.354(1) § 115.352(7) None
ALL Chapter 115, §115.352(1) shall be allowed to § 115.354(5) §115.356
Pet. Refinery & |§ 115.352(10) have a VOC leak, for |§ 115.354(6) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) more than 15 days § 115.354(9) [G]§ 115.356(2)
§ 115.352(2)(A) after discovery, [GI§ 115.355 §115.356(3)
§115.352(3) which exceeds a §115.357(1) § 115.356(3)(A)
§115.352(7) screening § 115.356(3)(B)
§ 115.357(1) concentration greater [G]§ 115.356(3)(C)
than 500 parts per § 115.356(5)
million by volume
above background as
methane, or the
dripping or exuding
of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(A) No process drains § 115.354(1) § 115.352(7) None
ALL Chapter 115, §115.352(1) shall be allowed to § 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) have a VOC leak, for |§ 115.354(5) § 115.356
Petrochemicals |§ 115.352(2) more than 15 days § 115.354(6) [G]§ 115.356(1)
§ 115.352(2)(A) after discovery, § 115.354(9) [G]§ 115.356(2)

§ 115.352(3)
§ 115.352(7)

which exceeds a
screening
concentration greater
than 500 parts per
million by volume
above background as
methane, or the

[G]§ 115.355

§ 115.356(3)
§ 115.356(3)(A)
§ 115.356(3)(B)
§ 115.356(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
dripping or exuding
of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(A) No pressure relief § 115.354(1) §115.352(7) [G]§ 115.354(7)
ALL Chapter 115, §115.352(1) valves shall be § 115.354(2) §115.356
Pet. Refinery & |§ 115.352(10) allowed to have a § 115.354(4) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) VOC leak, for more § 115.354(5) [G]§ 115.356(2)
§ 115.352(2)(A) than 15 days after § 115.354(6) §115.356(3)
§ 115.352(2)(B) discovery, which [G]§ 115.354(7) [G]§ 115.356(3)(C)
§115.352(3) exceeds a screening | § 115.354(9) § 115.356(5)
§115.352(5) concentration greater | [G]§ 115.355
§115.352(7) than 500 parts per §115.357(1)
§115.352(9) million by volume
§ 115.357(1) above background as
§115.357(8) methane, or the
§115.357(9) dripping or exuding
of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(A) No pressure relief § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL Chapter 115, § 115.352(1) valves shall be § 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) allowed to have a § 115.354(2) §115.356
Petrochemicals |§ 115.352(2) VOC leak, for more §115.354(4) [G]§ 115.356(1)
§ 115.352(2)(A) than 15 days after § 115.354(5) [G]§ 115.356(2)
§ 115.352(2)(B) discovery, which § 115.354(6) §115.356(3)
§115.352(3) exceeds a screening | [G]§ 115.354(7) § 115.356(3)(A)
§ 115.352(5) concentration greater | § 115.354(9) § 115.356(3)(B)
§ 115.352(7) than 500 parts per [G]§ 115.355 [G]§ 115.356(3)(C)
§ 115.352(9) million by volume § 115.356(5)
§115.357(12) above background as
§ 115.357(8) methane, or the
§115.357(9) dripping or exuding
of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(A) No open-ended § 115.354(1) § 115.352(7) [G]§ 115.354(7)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
ALL Chapter 115, §115.352(1) valves or lines shall |§ 115.354(2) §115.356
Pet. Refinery & |§ 115.352(10) be allowed to have a |§ 115.354(5) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) VOC leak, for more § 115.354(6) [G]§ 115.356(2)
§ 115.352(2)(A) than 15 days after [G]§ 115.354(7) § 115.356(3)
§ 115.352(2)(B) discovery, which § 115.354(9) [G]§ 115.356(3)(C)
§115.352(3) exceeds a screening |[G]§ 115.355 § 115.356(5)
§115.352(4) concentration greater | § 115.357(1)
§ 115.352(5) than 500 parts per
§115.352(6) million by volume
§ 115.352(7) above background as
§ 115.357(1) methane, or the
§115.357(8) dripping or exuding
§ 115.357(9) of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(A) No open-ended § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL Chapter 115, §115.352(1) valves or lines shall |§ 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) be allowed to have a |§ 115.354(2) §115.356
Petrochemicals |§ 115.352(2) VOC leak, for more § 115.354(5) [G]§ 115.356(1)
§ 115.352(2)(A) than 15 days after § 115.354(6) [G]§ 115.356(2)
§ 115.352(2)(B) discovery, which [G]§ 115.354(7) § 115.356(3)
§115.352(3) exceeds a screening | § 115.354(9) § 115.356(3)(A)
§ 115.352(4) concentration greater | [G]§ 115.355 § 115.356(3)(B)
§ 115.352(5) than 500 parts per [G]§ 115.356(3)(C)
§115.352(6) million by volume § 115.356(5)
§ 115.352(7) above background as
§115.357(12) methane, or the
§115.357(8) dripping or exuding
§115.357(9) of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- | VOC 30 TAC § 115.352(1)(A) No valves shall be § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL Chapter 115, §115.352(1) allowed to have a §115.354(2) § 115.356
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(5) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(6) [G]§ 115.356(2)

§ 115.352(2)(A)
§ 115.352(2)(B)
§ 115.352(3)

discovery, which
exceeds a screening
concentration greater

[GI§ 115.354(7)
§ 115.354(9)
[G]§ 115.355

§ 115.356(3)
[G]§ 115.356(3)(C)
§ 115.356(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§115.352(4) than 500 parts per §115.357(1)
§115.352(5) million by volume
§115.352(6) above background as
§ 115.352(7) methane, or the
§115.357(1) dripping or exuding
§ 115.357(8) of process fluid
§115.357(9) based on sight, smell,
or sound.
GRPFUGHON | EU R5352- | VOC 30 TAC § 115.352(1)(A) No valves shall be § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL Chapter 115, §115.352(1) allowed to have a § 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) VOC leak, for more §115.354(2) §115.356
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(5) [G]§ 115.356(1)
§ 115.352(2)(A) discovery, which § 115.354(6) [G]§ 115.356(2)
§ 115.352(2)(B) exceeds a screening | [G]§ 115.354(7) §115.356(3)
§115.352(3) concentration greater | § 115.354(9) § 115.356(3)(A)
§115.352(4) than 500 parts per [G]§ 115.355 § 115.356(3)(B)
§115.352(5) million by volume [G]§ 115.356(3)(C)
§ 115.352(6) above background as § 115.356(5)
§115.352(7) methane, or the
§115.357(12) dripping or exuding
§115.357(8) of process fluid
§ 115.357(9) based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(A) No flanges or other § 115.354(1) § 115.352(7) None
ALL Chapter 115, § 115.352(1) connectors shall be § 115.354(11) §115.356
Pet. Refinery & |§ 115.352(10) allowed to have a § 115.354(3) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) VOC leak, for more § 115.354(5) [G]§ 115.356(2)
§ 115.352(2)(A) than 15 days after § 115.354(6) § 115.356(3)
§115.352(3) discovery which §115.354(9) § 115.356(3)(A)

§ 115.352(5)
§ 115.352(7)
§ 115.352(8)
§ 115.357(1)
§ 115.357(12)
§ 115.357(8)

exceeds a screening
concentration greater
than 500 parts per
million by volume
above background as
methane, or the
dripping or exuding
of process fluid
based on sight, smell,

[G]§ 115.355
§ 115.357(1)

§ 115.356(3)(B)
[G]§ 115.356(3)(C)
§ 115.356(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(A) No flanges or other § 115.354(1) § 115.352(7) None
ALL Chapter 115, § 115.352(1) connectors shall be § 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) allowed to have a §115.354(11) §115.356
Petrochemicals |§ 115.352(2) VOC leak, for more §115.354(3) [G]§ 115.356(1)
§ 115.352(2)(A) than 15 days after § 115.354(5) [G]§ 115.356(2)
§ 115.352(3) discovery which § 115.354(6) § 115.356(3)
§115.352(5) exceeds a screening | § 115.354(9) § 115.356(3)(A)
§115.352(7) concentration greater | [G]§ 115.355 § 115.356(3)(B)
§ 115.352(8) than 500 parts per § 115.357(1) [G]§ 115.356(3)(C)
§115.357(12) million by volume § 115.356(5)
§115.357(8) above background as
methane, or the
dripping or exuding
of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(A) No agitators shall be [§ 115.354(1) §115.352(7) None
ALL Chapter 115, §115.352(1) allowed to have a § 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(5) §115.356
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(6) [G]§ 115.356(1)
§ 115.352(2)(A) discovery which § 115.354(9) [G]§ 115.356(2)
§115.352(2)(C) exceeds a screening |[G]§ 115.355 § 115.356(3)
§ 115.352(2)(C)(d) concentration greater | § 115.357(1) § 115.356(3)(A)
§ 115.352(2)(C)(ii) than 500 parts per § 115.356(3)(B)
§ 115.352(2)(C)(iii) million by volume [G]§ 115.356(3)(C)
§115.352(3) above background as § 115.356(5)
§115.352(7) methane, or the
§115.357(1) dripping or exuding
§115.357(12) of process fluid
§ 115.357(8) based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(A) No agitators shall be |§ 115.354(1) §115.352(7) None
ALL Chapter 115, §115.352(1) allowed to have a § 115.354(5) §115.356
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(6) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(9) [G]§ 115.356(2)

§ 115.352(2)(A)

discovery which

[G]§ 115.355

§115.356(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§115.352(2)(C) exceeds a screening |§ 115.357(1) § 115.356(3)(A)
§ 115.352(2)(0)(d) concentration greater § 115.356(3)(B)
§ 115.352(2)(C)(ii) than 500 parts per [GI§ 115.356(3)(C)
§ 115.352(2)(C)(iii) million by volume § 115.356(5)
§115.352(3) above background as
§115.352(7) methane, or the
§115.357(1) dripping or exuding
§115.357(12) of process fluid
§115.357(8) based on sight, smell,
or sound.
GRPFUGHON ([ EU R5352- |VOC 30 TAC § 115.352(1)(A) No agitators shall be |§ 115.354(1) § 115.352(7) None
ALL Chapter 115, §115.352(1) allowed to have a § 115.354(10) §115.354(10)
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(5) §115.356
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(6) [G]§ 115.356(1)
§ 115.352(2)(A) discovery which § 115.354(9) [G]§ 115.356(2)
§115.352(2)(C) exceeds a screening |[G]§ 115.355 § 115.356(3)
§ 115.352(2)(C)(d) concentration greater | § 115.357(1) § 115.356(3)(A)
§ 115.352(2)(C)(ii) than 500 parts per § 115.356(3)(B)
§ 115.352(2)(C)(iii) million by volume [G]§ 115.356(3)(C)
§115.352(3) above background as § 115.356(5)
§115.352(7) methane, or the
§115.357(12) dripping or exuding
§115.357(8) of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(B) No compressor seals |[[G]§ 115.355 § 115.352(7) None
ALL Chapter 115, §115.352(1) shall be allowed to §115.356
Pet. Refinery & |§ 115.352(10) have a VOC leak, for [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) more than 15 days [G]§ 115.356(2)
§ 115.352(2)(A) after discovery which § 115.356(3)
§ 115.352(2)(C) exceeds a screening [G]§ 115.356(3)(C)
§ 115.352(2)(O)() concentration greater § 115.356(5)
§ 115.352(2)(C)(ii) than 10,000 parts
§ 115.352(2)(C)(iii) per million by
§ 115.352(3) volume above
§ 115.352(5) background as
§ 115.352(7) methane, or the
§115.357(3) dripping or exuding
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.357(8) of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- | VOC 30 TAC § 115.352(1)(B) No compressor seals |[G]§ 115.355 § 115.352(7) None
ALL Chapter 115, §115.352(1) shall be allowed to §115.356
Pet. Refinery & |§ 115.352(10) have a VOC leak, for [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) more than 15 days [G]§ 115.356(2)
§ 115.352(2)(A) after discovery which § 115.356(3)
§115.352(2)(C) exceeds a screening [G]§ 115.356(3)(C)
§ 115.352(2)(O)(1) concentration greater § 115.356(5)
§ 115.352(2)(C)(ii) than 10,000 parts
§ 115.352(2)(C)(iii) per million by
§115.352(3) volume above
§ 115.352(5) background as
§ 115.352(7) methane, or the
§115.357(4) dripping or exuding
§115.357(8) of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC § 115.352(1)(B) No compressor seals |§ 115.354(1) § 115.352(7) None
ALL Chapter 115, § 115.352(1) shall be allowed to § 115.354(2) §115.356
Pet. Refinery & |§ 115.352(10) have a VOC leak, for |[§ 115.354(5) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) more than 15 days § 115.354(6) [G]§ 115.356(2)
§ 115.352(2)(A) after discovery which | § 115.354(9) § 115.356(3)
§ 115.352(2)(C) exceeds a screening | [G]§ 115.355 [G]§ 115.356(3)(C)
§ 115.352(2)(O)(d) concentration greater | § 115.357(1) § 115.356(5)
§ 115.352(2)(C)(ii) than 10,000 parts
§ 115.352(2)(C)(iii) per million by
§ 115.352(3) volume above
§ 115.352(5) background as
§ 115.352(7) methane, or the
§115.357(1) dripping or exuding
§115.357(8) of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- | VOC 30 TAC § 115.352(1)(B) No compressor seals |§ 115.354(1) § 115.352(7) None
ALL Chapter 115, §115.352(1) shall be allowed to § 115.354(10) § 115.354(10)
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Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
Pet. Refinery & |§ 115.352(10) have a VOC leak, for |[§ 115.354(2) §115.356
Petrochemicals |§ 115.352(2) more than 15 days § 115.354(5) [G]§ 115.356(1)
§ 115.352(2)(A) after discovery which | § 115.354(6) [G]§ 115.356(2)
§115.352(2)(C) exceeds a screening | § 115.354(9) § 115.356(3)
§ 115.352(2)(0)(d) concentration greater | [G]§ 115.355 § 115.356(3)(A)
§ 115.352(2)(C)(ii) than 10,000 parts § 115.356(3)(B)
§ 115.352(2)(C)(iii) per million by [G]§ 115.356(3)(C)
§115.352(3) volume above § 115.356(5)
§115.352(5) background as
§ 115.352(7) methane, or the
§115.357(12) dripping or exuding
§ 115.357(8) of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC §115.352(1)(B) No pump seals shall |[[G]§ 115.355 §115.352(7) None
ALL Chapter 115, §115.352(1) be allowed to have a §115.356
Pet. Refinery & |§ 115.352(10) VOC leak, for more [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) than 15 days after [G]§ 115.356(2)
§ 115.352(2)(A) discovery which § 115.356(3)
§115.352(2)(C) exceeds a screening [G]§ 115.356(3)(C)
§ 115.352(2)(C)(d) concentration greater § 115.356(5)
§ 115.352(2)(C)(ii) than 10,000 parts
§ 115.352(2)(C)(iii) per million by
§115.352(3) volume above
§ 115.352(5) background as
§ 115.352(7) methane, or the
§115.357(4) dripping or exuding
§115.357(8) of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- |VOC 30 TAC §115.352(1)(B) No pump seals shall [§ 115.354(1) §115.352(7) None
ALL Chapter 115, § 115.352(1) be allowed to have a [§ 115.354(2) §115.356
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(5) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(6) [G]§ 115.356(2)
§ 115.352(2) discovery which § 115.354(9) § 115.356(3)

)A)
§ 115.352(2)(0)

§ 115.352(2)(O)()
§ 115.352(2)(C)(ii)

exceeds a screening
concentration greater
than 10,000 parts

[G]§ 115.355
§ 115.357(1)

[G]§ 115.356(3)(C)
§ 115.356(5)
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Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.352(2)(C)(iii) per million by
§115.352(3) volume above
§ 115.352(5) background as
§ 115.352(7) methane, or the
§115.357(1) dripping or exuding
§ 115.357(8) of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU R5352- | VOC 30 TAC § 115.352(1)(B) No pump seals shall |§ 115.354(1) § 115.352(7) None
ALL Chapter 115, § 115.352(1) be allowed to have a |§ 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) VOC leak, for more §115.354(2) §115.356
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(5) [G]§ 115.356(1)
§ 115.352(2)(A) discovery which § 115.354(6) [G]§ 115.356(2)
§115.352(2)(C) exceeds a screening | § 115.354(9) § 115.356(3)
§ 115.352(2)(O)() concentration greater | [G]§ 115.355 § 115.356(3)(A)
§ 115.352(2)(C)(ii) than 10,000 parts § 115.356(3)(B)
§ 115.352(2)(C)(iii) per million by [G]§ 115.356(3)(C)
§ 115.352(3) volume above § 115.356(5)
§ 115.352(5) background as
§115.352(7) methane, or the
§115.357(12) dripping or exuding
§115.357(8) of process fluid
based on sight, smell,
or sound.
GRPFUGHON | EU 63H-ALL [ 112(B) 40 CFR Part 63, | § 63.162(e) Equipment that isin [[G]§ 63.180(d) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) organic HAP service [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) less than 300 hours § 63.181(c)
[G]§ 63.162(g) per year is excluded [G]§ 63.181()
§ 63.162(h) from the § 63.181(j)
requirements of
§§63.163 - 63.174
and §63.178 if it is
identified as required
in §63.181()).
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.164 Standards: [G]§ 63.164 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) Compressors. [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
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Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§63.162(c) §63.164(a)-() [G]§ 63.180(c) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]S§ 63.162(g) [G]§ 63.181(f) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.165 Standards: Pressure |[G]§ 63.165 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) relief device in [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§63.162(c) gas/vapor service. [G]§ 63.180(c) § 63.181(c) § 63.182(c)
[G]§ 63.162(g) §63.165(a)-(d) [G]§ 63.180(d) [G]§ 63.181(f) [G]§ 63.182(c)(1)
§ 63.162(h) § 63.182(c)(4)
[Gl§ 63.171 [G]§ 63.182(d)
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.166 Standards: Sampling |[G]§ 63.180(b) §63.181(a) [G]§ 63.182(a)
HAPS Subpart H §63.162(a) connection systems. |[G]§ 63.180(d) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) §63.166(a)-(c) § 63.181(c) § 63.182(c)
[G]§ 63.162(g) [G]§ 63.181() [G]§ 63.182(c)(1)
§ 63.162(h) § 63.182(c)(4)
[G]§ 63.171 [G]§ 63.182(d)
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.169 Standards: Pumps in |[G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H §63.162(a) heavy liquid service. |[G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) §63.169(a)-(d) [G]§ 63.180(d) § 63.181(c) § 63.182(¢c)
[G]§ 63.162(f) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) [G]§ 63.181() § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.169 Standards: Valves in |[G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) heavy liquid service. [[G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) §63.169(a)-(d) [G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) [G]§ 63.181() § 63.182(c)(4)
§63.162(h) [G]§ 63.182(d)
[G]§ 63.171
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.169 Standards: [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) Connectors in heavy |[G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) liquid service. [G]§ 63.180(d) § 63.181(c) § 63.182(c)

[G]§ 63.162(f)

§63.169(a)-(d)

[G]§ 63.181(d)

[G]§ 63.182(c)(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
[G]§ 63.162(g) [G]§ 63.181() § 63.182(c)(4)
§63.162(h) [G]§ 63.182(d)
[G]§ 63.171
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.169 Standards: Agitators |[G]§ 63.169 §63.181(a) [G]§ 63.182(a)
HAPS Subpart H §63.162(a) in heavy liquid [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) service. §63.169(a)- [[G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) (d) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) [G]§ 63.181() § 63.182(c)(4)
§63.162(h) [G]§ 63.182(d)
[G]§ 63.171
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.169 Standards: [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H §63.162(a) Instrumentation [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§63.162(c) systems. §63.169(a)- [[G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) (d) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.169 Standards: Pressure |[G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H §63.162(a) relief devices in [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) liquid service. [G]§ 63.180(d) § 63.181(c) § 63.182(¢c)
[G]§ 63.162(f) §63.169(a)-(d) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.169 Standards: Pressure |[G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) relief devices in [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) liquid service. [G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) §63.169(a)-(d) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) [G]§ 63.181() § 63.182(c)(4)
§63.162(h) [G]§ 63.182(d)
[G]§ 63.171
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.169 Standards: [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) Instrumentation [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) systems. §63.169(a)- [[G]§ 63.180(d) § 63.181(c) § 63.182(c)

[G]§ 63.162(f)

(d)

[G]§ 63.181(d)

[G]§ 63.182(c)(1)
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Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
[G]§ 63.162(g) [G]§ 63.181() § 63.182(c)(4)
§63.162(h) [G]§ 63.182(d)
[G]§ 63.171
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |§ 63.170 Standards: Surge [G]§ 63.180(b) §63.181(a) [G]§ 63.182(a)
HAPS Subpart H §63.162(a) control vessels and [G]§ 63.180(d) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) bottom receivers. § 63.181(c) § 63.182(c)
[G]§ 63.162(g) [G]§ 63.182(c)(1)
§63.162(h) § 63.182(c)(4)
[G]§ 63.171 [G]§ 63.182(d)
GRPFUGHON ([ EU 63H-ALL [ 112(B) 40 CFR Part 63, | § 63.170 Standards: Surge [G]§ 63.180(b) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) control vessels and [G]§ 63.180(d) [G]§ 63.181(b) [G]§ 63.182(b)
§63.162(c) bottom receivers. § 63.181(c) § 63.182(c)
[G]§ 63.162(g) [G]§ 63.181() [G]§ 63.182(c)(1)
§ 63.162(h) § 63.182(c)(4)
[Gl§ 63.171 [G]§ 63.182(d)
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, | § 63.172(d) Flares used to §63.172(e) § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.11(b) comply with this [G]§ 63.172(h) [G]§ 63.181(b) [G]§ 63.182(b)
§63.172(e) subpart shall comply |[G]§ 63.180(b) § 63.181(c) § 63.182(c)
[G]§ 63.172(h) with the [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(c)(1)
§63.172(m) requirements of § [G]§ 63.180(e) § 63.181(g) § 63.182(c)(4)
63.11(b) of 40 CFR § 63.181(g)(1)(d) [G]§ 63.182(d)
63, Subpart A. § 63.181(g)(1)(i)
§ 63.181(g)(1)(iii)
§ 63.181(g)(1)({iv)
[G]§ 63.181(g)(2)
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.173 Standards: Agitators |[G]§ 63.173 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H §63.162(a) gas/vapor service [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) and in light liquid [G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) service. §63.173(a)- [G]§ 63.181(d) [G]§ 63.182(c)(1)
[GI§ 63.162(g) ). § 63.182(0)(4)
§ 63.162(h) [G]§ 63.182(d)
[GI§ 63.171
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.174 Standards: [G]§ 63.174 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) Connectors in [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
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Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§63.162(c) gas/vapor service [G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) and in light liquid [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) service. §63.174(a)-(j) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, | § 63.172(a) Owners/operators of |[G]§ 63.172(f)(1) [G]§ 63.172(k) [G]§ 63.182(a)
HAPS Subpart H [G]§ 63.172(h) closed-vent systems |[G]§ 63.172(f)(2) [G]§ 63.172(]) [G]§ 63.182(b)
§ 63.172(i) and control devices § 63.172(g) §63.181(a) § 63.182(c)
§ 63.172(m) used to comply with |[G]§ 63.172(h) [G]§ 63.181(b) [G]§ 63.182(c)(1)
provisions of this [G]§ 63.172(k) § 63.181(¢) § 63.182(c)(4)
subpart shall comply |[G]§ 63.172(1) [G]§ 63.181(d) [G]§ 63.182(d)
with the provisions [G]§ 63.180(b) § 63.181(g)
of this section, [G]§ 63.180(d) § 63.181(g)(1)()
except as provided in § 63.181(g)(1)(i)
§63.162(b). [G]§ 63.181(g)(2)
[G]§ 63.181(g)(3)
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.163 Standards: Pumps in |[G]§ 63.163 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) light liquid service. [G]§ 63.176 [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) §63.163(a)-(j) [G]§ 63.180(b) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) § 63.181(h) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.181(h)(3) [G]§ 63.182(d)
[G]§ 63.171 § 63.181(h)(4)
[G]§ 63.176 [G]§ 63.181(h)(5)
§ 63.181(h)(6)
§ 63.181(h)(7)
§ 63.181(h)(8)
GRPFUGHON | EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.167 Standards: Open- [G]§ 63.175 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) ended valves or lines. | [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) §63.167(a)-(e). [G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]§ 63.162(g) § 63.181(h) [G]§ 63.182(c)(1)
§ 63.162(h) [G]§ 63.181(h)(1) § 63.182(c)(4)
[G]§ 63.171 [G]§ 63.181(h)(2) [G]§ 63.182(d)
[G]§ 63.175 § 63.181(h)(4)

[G]§ 63.181(h)(5)
§ 63.181(h)(6)
§ 63.181(h)(7)

Renewal- Draft Page 151




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
[G]§ 63.181()
GRPFUGHON ([ EU 63H-ALL [ 112(B) 40 CFR Part 63, |[G]§ 63.168 Standards: Valves in | [G]§ 63.168 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) gas/vapor service [G]§ 63.175 [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) and in light liquid [G]§ 63.180(b) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) service. §63.168(a)-(j) | [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) § 63.181(h) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.181(h)(1) [G]§ 63.182(d)
[G]§ 63.171 [G]§ 63.181(h)(2)
[G]§ 63.175 § 63.181(h)(4)
[G]§ 63.181(h)(5)
§ 63.181(h)(6)
§ 63.181(h)(7)
GRPVNTHO |EP R5722-1 | HIGHLY 30 TAC § 115.722(c)(1) HRVOC emissions at |§ 115.725(n) § 115.726(d)(1) §115.725(n)
N1 REACTIVE |Chapter 115, § 115.722(c)(3) each site located in § 115.726(d)(2)
VvOC HRVOC Vent §115.722(d) Harris County that is § 115.726(d)(3)
Gas § 115.722(d)(1) subject to this § 115.726(d)(4)
§ 115.722(d)(2) division or Division 2 [G]§ 115.726(g)
of this subchapter [G]§ 115.726(h)
must not exceed § 115.726()
1,200 pounds of § 115.726()(1)
HRVOC per one-hour § 115.726()(2)
block period from
any flare, vent,
pressure relief valve,
cooling tower, or any
combination.
GRPVNTHO |EP R5121-1 | VOC 30 TAC §115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
N1 Chapter 115, §115.121(a)(2) affected by §115.126(1) §115.126(1)
Vent Gas § 115.122(a)(2)(A) §115.121(a)(2) of this | § 115.126(1)(B) § 115.126(1)(B)
Controls § 60.18 title must be §115.126(2) §115.126(2)
(

controlled properly
with a control
efficiency of at least
98% or to a VOC
concentration of no
more than 20 ppmv
(on a dry basis

§ 115.126(7)

Renewal- Draft Page 152




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
corrected to 3.0%
oxygen for
combustion devices).
GRPVNTHO |EP R5121- |VOC 30 TAC § 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
N1 1E Chapter 115, §115.121(a)(2) affected by § 115.126(1) § 115.126(1)
Vent Gas § 115.122(a)(2)(A) §115.121(a)(2) of this | § 115.126(1)(B) § 115.126(1)(B)
Controls §60.18 title must be §115.126(2) §115.126(2)
controlled properly |§ 115.126(7)
with a control
efficiency of at least
98% or to a VOC
concentration of no
more than 20 ppmv
(on a dry basis
corrected to 3.0%
oxygen for
combustion devices).
GRPVNTHO |EP R5121- |VOC 30 TAC § 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
N1 1S Chapter 115, § 115.121(a)(2) affected by § 115.126(1) § 115.126(1)
Vent Gas § 115.122(a)(2)(B) §115.121(a)(2) of this [§ 115.126(1)(C) §115.126(1)(C)
Controls title must be §115.126(2) §115.126(2)
controlled properly | ** See Periodic
with a control Monitoring Summary
efficiency of at least
98% or to a VOC
concentration of no
more than 20 ppmv
(on a dry basis
corrected to 3.0%
oxygen for
combustion devices).
GRPVNTHO |EP 63F-G1 |112(B) 40 CFR Part 63, |[G]§ 63.113(a)(1) Reduce emissions of |§ 63.114(a) [G]§ 63.117(a)(5) § 63.114(e)
N1 HAPS Subpart G §63.11 organic HAP using a | § 63.114(a)(2) § 63.118(a)(1) [G]§ 63.117(a)(5)
§ 63.113(h) flare.§63.113(a)(1)3d)- 1§ 63.115(f) § 63.118(a)(2) §63.117(f)

[G]§ 63.115(f)

(i)

(G
[G]§ 63.116(a)

[G]§ 63.152(a)
[G]§ 63.152(f)

§ 63.118(f)(2)
§ 63.118(f)(5)
[G]§ 63.151(b)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 63.151(e)
[G]§ 63.151(e)(1)
§ 63.151(e)(2)
§ 63.151(e)(3)
[G]§ 63.151())
[G]§ 63.152(a)
§ 63.152(b)
[G]§ 63.152(b)(1)
[G]§ 63. 152(b)( )
§ 63.152(c)(1)
§ 63.152(c 2)
§ 63.152(0)(2)(d)
[G]§ 63. 152(c)(2 (ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
GRPVNTMO | EP R5722-1 [HIGHLY 30 TAC §115.722(c)(1) HRVOC emissions at [§ 115.7251n) § 115.726(d)(1) §115.725(m)
N1 REACTIVE |Chapter 115, §115.722(c)(3) each site located in § 115.726(d)(2)
VOC HRVOC Vent § 115.722(d) Harris County that is § 115.726(d)(3)
Gas § 115.722(d)(1) subject to this § 115.726(d)4)
§ 115.722(d)(2) division or Division 2 [G]§ 115.726(g )
of this subchapter [G]§ 115.726(h)
must not exceed § 115.726()
1,200 pounds of §115.726(j)(1
HRVOC per one-hour §115.726(j)(2
block period from
any flare, vent,
pressure relief valve,
cooling tower, or any
combination.
GRPVNTMO | EP R5121-1 | VOC 30 TAC §115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
N1 Chapter 115, §115.121(a)(2) affected by §115.126(1) § 115.126(1)
Vent Gas §115.122(a)(2)(A) §115.121(a)(2) of this | § 115.126(1)(B) § 115.126(1)(B)
Controls § 60.18 title must be §115.126(2) §115.126(2)

controlled properly
with a control
efficiency of at least
98% or to a VOC

§ 115.126(7)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

concentration of no
more than 20 ppmv
(on a dry basis
corrected to 3.0%
oxygen for
combustion devices).

GRPVNTMO
N1

EP

R5121-
1E

voc

30 TAC
Chapter 115,
Vent Gas
Controls

§ 115.122(a)(2)
§115.121(a)(2)

§ 115.122(a)(2)(A)
§ 60.18

Any vent gas streams
affected by
§115.121(a)(2) of this
title must be
controlled properly
with a control
efficiency of at least
98% or to a VOC
concentration of no
more than 20 ppmv
(on a dry basis
corrected to 3.0%
oxygen for
combustion devices).

[GI§ 115.125
§ 115.126(1)
§ 115.126(1)(B)
§ 115.126(2)
§ 115.126(7)

§115.126
§115.126(1)

§ 115.126(1)(B)
§ 115.126(2)

None

GRPVNTMO
N1

EP

R5121-
1S

vocC

30 TAC
Chapter 115,
Vent Gas
Controls

§ 115.122(a)(2)
§ 115.121(a)(2)
§ 115.122(a)(2)(B)

Any vent gas streams
affected by
§115.121(a)(2) of this
title must be
controlled properly
with a control
efficiency of at least
98% or to a VOC
concentration of no
more than 20 ppmv
(on a dry basis
corrected to 3.0%
oxygen for
combustion devices).

[G]§ 115.125

§ 115.126(1)

§ 115.126(1)(C)

§ 115.126(2)

** See Periodic
Monitoring Summary

§115.126
§ 115.126(1)
§ 115.126(1)(C)
§ 115.126(2)

None

GRPVNTREG
\%

EP

R5722-1

HIGHLY
REACTIVE

30 TAC
Chapter 115,

§ 115.722(c)(1)
§ 115.722(0)(3)

HRVOC emissions at
each site located in

§ 115.725(m)

§ 115.726(d)(1)
§ 115.726(d)(2)

§115.725(n)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
VOC HRVOC Vent § 115.722(d) Harris County that is § 115.726(d)(3)
Gas § 115.722(d)(1) subject to this § 115.726(d)(4)
§ 115.722(d)(2) division or Division 2 [G]§ 115.726(g)
of this subchapter [G]§ 115.726(h)
must not exceed § 115.726()
1,200 pounds of § 115.726()(1)
HRVOC per one-hour § 115.726()(2)
block period from
any flare, vent,
pressure relief valve,
cooling tower, or any
combination.
GRPVNTREG | EP R5121-2 | VOC 30 TAC §115.122(a)(1) Vent gas streams [G]§ 115.125 §115.126 None
\% Chapter 115, §115.121(a)(1) affected by §115.126(1) §115.126(1)
Vent Gas § 115.122(a)(1)(B) §115.121(a)(1) must |§ 115.126(1)(B) § 115.126(1)(B)
Controls §60.18 be controlled §115.126(2) §115.126(2)
properly with a
control efficiency of
at least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts
per million (ppmv)
(on a dry basis
corrected to 3.0%
oxygen for
combustion devices).
GRPVNTREG | EP R5121- ([VOC 30 TAC § 115.122(a)(1) Vent gas streams [G]§ 115.125 §115.126 None
\" 2E Chapter 115, §115.121(a)(1) affected by §115.126(1) §115.126(1)
Vent Gas § 115.122(a)(1)(B) §115.121(a)(1) must |§ 115.126(1)(B) §115.126(1)(B)
Controls § 60.18 be controlled § 115.126(2) § 115.126(2)

properly with a
control efficiency of
at least 90% or to a
volatile organic
compound (VOC)
concentration of no
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
more than 20 parts
per million (ppmv)
(on a dry basis
corrected to 3.0%
oxygen for
combustion devices).
GRPVNTREG |EP R5121- |VOC 30 TAC § 115.122(a)(1) Vent gas streams [GI§ 115.125 §115.126 None
\" 2S Chapter 115, §115.121(a)(1) affected by § 115.126(1) § 115.126(1)
Vent Gas § 115.122(a)(1)(C) §115.121(a)(1) must |[§ 115.126(1)(C) § 115.126(1)(C)
Controls be controlled § 115.126(2) §115.126(2)
properly with a ** See Periodic
control efficiency of |Monitoring Summary
at least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts
per million (ppmv)
(on a dry basis
corrected to 3.0%
oxygen for
combustion devices).
GRPWWGIFE | EU R5DIV4- | VOC 30 TAC § 115.142(1) The wastewater [G]§ 115.142(1)(H) [G]§ 115.142(1)(H) None
D 0003 Chapter 115, §115.142 component shall [G]§ 115.144(1) § 115.144(3)(H)
Industrial §115.142(1)(A) meet the specified § 115.144(3)(H) §115.146(1)
Wastewater § 115.142(1)(B) control § 115.144(5) §115.146(2)
§115.142(1)(C) requirements. §115.145 §115.146(3)
§ 115.142(1)(E) § 115.145(1) §115.146(4)
§115.145(10)

§ 115.142(1)(G)
[G]§ 115.142(1)
[G]§ 115.148

(H)

[GI§ 115.145(2)
[GI§ 115.145(3)
§ 115.145(4)
§ 115.145(5)
§ 115.145(6)
§ 115.145(7)
§ 115.145(9)
[G]§ 115.148
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
GRPWWGIT |EU R5DIV4- | VOC 30 TAC § 115.142(1) The wastewater [G]§ 115.142(1)(H) [G]§ 115.142(1)(H) None
EX 0004 Chapter 115, §115.142 component shall [G]§ 115.144(1) § 115.144(3)(H)
Industrial §115.142(1)(A) meet the specified § 115.144(3)(H) § 115.146(1)
Wastewater §115.142(1)(B) control § 115.144(5) §115.146(2)
§ 115.142(1)(C) requirements. §115.145 § 115.146(3)
§ 115.142(1)(E) § 115.145(1) §115.146(4)
§115.142(1)(G) §115.145(10)
[G]§ 115.142(1)(H) [G]§ 115.145(2)
[G]§ 115.148 [G]§ 115.145(3)
§115.145(4)
§ 115.145(5)
§ 115.145(6)
§ 115.145(7)
§ 115.145(9)
[G]§ 115.148
GRPWWG2M |EU 63FFFF- | HAPS 40 CFR Part 63, | § 63.2485(a)-Table 7 You must meet each |None [G]§ 63.2525(b) [G]§ 63.2515(b)
ON 05 Subpart FFFF requirement in Table § 63.2525(j) [G]§ 63.2520(b)
7 to this subpart that [G]§ 63.2520(d)
applies to your § 63.2515(a)
wastewater streams § 63.2520(a)
and liquid streams in
open systems within
an MCPU.
GRPWWG2M |EU 63FFFF- |112(B) 40 CFR Part 63, | § 63.2485(a) You must meet each |None None § 63.146(b)(2)
ON 05 HAPS Subpart FFFF § 63.133(a)(1) requirement in Table § 63.146(b)(5)
§ 63.2485(b) 7 to this subpart that § 63.2450(q)
applies:
§63.133(a)(1) - The
owner or operator
shall operate and
maintain a fixed roof
LR1 EU R5111- |VOC 30 TAC §115.217(a)(1) Vapor pressure (at § 115.214(a)(1)(A) §115.216 None
1C Chapter 115, § 115.214(a)(1)(B) land-based § 115.214(a)(1)(A)(3{) §115.216(2)
Loading and § 115.214(a)(1)(D) operations). All land-|§ 115.215 § 115.216(3)(B)
Unloading of § 115.214(a)(1)(D)(i) based loading and §115.2154)
VOC unloading of VOC

with a true vapor
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing

Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

pressure less than
0.5 psia is exempt
from the
requirements of this
division, except as
specified.

LR1

EU

63FFFF-
04

112(B)
HAPS

40 CFR Part 63,
Subpart FFFF

§ 63.2475(a)-Table 5

You must comply
with each emission
limit and work
practice standard in
Table 5 to this
subpart that applies
to transfer racks.

None

[G]§ 63.2525(b)
§ 63.2525())

§ 63.2515(a)
[G]§ 63.2515(b)
§ 63.2520(a)
[G]§ 63.2520(b)
[G]§ 63.2520(d)

M1781

EP

R5121-3

vocC

30 TAC
Chapter 115,
Vent Gas
Controls

§ 115.127(a)(2)(A)
[GI§ 115.122(a)(4)
§115.127(a)(2)

A vent gas stream
having a combined
weight of volatile
organic compounds
(VOC) < 100 lbs (45.4
kg) in any continuous
24-hour period is
exempt from the
requirements of §
115.121(a)(1).

[GI§ 115.125
§ 115.126(2)

§115.126

§ 115.126(2)
§115.126(3)
§115.126(4)

None

M1782

EP

R5121-3

VOC

30 TAC
Chapter 115,
Vent Gas
Controls

§ 115.127(a)(2)(A)
[GI§ 115.122(a)(4)
§ 115.127(a)(2)

A vent gas stream
having a combined
weight of volatile
organic compounds
(VOC) < 100 lbs (45.4
kg) in any continuous
24-hour period is
exempt from the
requirements of §
115.121(a)(1).

[GI§ 115.125
§ 115.126(2)

§115.126

§ 115.126(2)
§ 115.126(3)
§115.126(4)

None

P7FUG

EU

R5352-
ALL

vocC

30 TAC
Chapter 115,

§ 115.357(6)

Components at a
petroleum refinery or

None

§ 115.356
§115.356(3)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

Pet. Refinery &
Petrochemicals

synthetic organic
chemical, polymer,
resin, or methyl-tert-
butyl ether
manufacturing
process, that contact
a process fluid that
contains less than
10% VOC by weight
and components at a
natural gas/gasoline
processing operation
that contact a
process fluid that
contains less than
1.0% VOC by weight
are exempt from the
requirements of this
division except
§115.356(3)(C) of
this title.

[G]§ 115.356(3)(C)

P7FUG

EU

R5352-
ALL

vocC

30 TAC
Chapter 115,
Pet. Refinery &
Petrochemicals

§ 115.357(5)

Reciprocating
compressors and
positive
displacement pumps
used in natural
gas/gasoline
processing
operations are
exempt from the
requirements of this
division except
§115.356(3)(C) of
this title.

None

§115.356
§ 115.356(3)
[GI§ 115.356(3)(C)

None

P7FUG

EU

R5352-
ALL

vocC

30 TAC
Chapter 115,
Pet. Refinery &
Petrochemicals

§115.357(10)

Instrumentation
systems, as defined
in 40 CFR §63.161
(January 17, 1997),

None

§ 115.356
§ 115.356(3)
[G]§ 115.356(3)(C)

None

Renewal- Draft Page 160




Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

that meet 40 CFR
§63.169 (June 20,
1996) are exempt
from the
requirements of this
division except
§115.356(3)(C) of
this title.

P7FUG

EU

R5352-
ALL

VOC

30 TAC
Chapter 115,
Pet. Refinery &
Petrochemicals

§115.357(11)

Sampling connection
systems, as defined
in 40 CFR §63.161
(January 17, 1997),
that meet the
requirements of 40
CFR §63.166(a) and
(b) (June 20, 1996)
are exempt from the
requirements of this
division except
§115.356(3)(C) of
this title.

None

§ 115.356
§115.356(3)
[G]§ 115.356(3)(C)

None

P7FUG

EU

R5352-
ALL

vocC

30 TAC
Chapter 115,
Pet. Refinery &
Petrochemicals

§115.357(13)

Components/system
s that contact a
process fluid
containing VOC
having a true vapor
pressure equal to or
less than 0.002 psia
at 68 degrees
Fahrenheit are
exempt from the
requirements of this
division except
§115.356(3)(C) of
this title.

None

§115.356
§ 115.356(3)
[GI§ 115.356(3)(C)

None

P7FUG

EU

R5352-
ALL

vocC

30 TAC
Chapter 115,

§115.357(2)
§ 115.352(9)

Each pressure relief
valve equipped with

None

§ 115.356
§115.356(3)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process
Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification
Citation

Textual
Description
(See Special Term
and Condition
1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

Pet. Refinery &
Petrochemicals

a rupture disk must
comply with
§115.352(9) and
§115.356(3)(C).

[G]§ 115.356(3)(C)

P7FUG

EU

R5352-

VOC

30 TAC
Chapter 115,
Pet. Refinery &
Petrochemicals

§ 115.353(a)
§ 115.353(b)
§115.910

For all affected
persons in the
Beaumont-Port
Arthur, Dallas-Fort
Worth, El Paso, and
Houston-Galveston
areas, as defined in
§115.10, any
alternate methods of
demonstrating and
documenting
continuous
compliance with the
applicable control
requirements or
exemption criteria in
this division may be
approved by the
executive director in
accordance with
§115.910 if emission
reductions are
demonstrated to be
substantially
equivalent.

None

None

None

P7FUG

EU

R5352-

VOC

30 TAC
Chapter 115,
Pet. Refinery &
Petrochemicals

§ 115.352(1)(C)
§ 115.352(1)

§ 115.352(10)
§ 115.352(2)

§ 115.352(2)(A)
§ 115.352(2)(B)
§ 115.352(2)(C)
§ 115.352(2)(C)(i)
§ 115.352(2)(C)(ii)

No component shall
be allowed to have a
VOC leak, for more
than 15 days, after
discovery. If the
owner or operator
elects to use the
alternative work
practice in §115.358

§ 115.354(1)
§ 115.354(11)

§ 115.354(13)(A)
§ 115.354(13)(B)
§ 115.354(13)(C)
§ 115.354(13)(D)
§ 115.354(13)(E)
§ 115.354(13)(F)
§ 115.354(4)

§ 115.352(7)

§ 115.354(13)(D)
§ 115.354(13)(F)
§115.356

[G]§ 115.356(1)

[G]§ 115.356(2)

§ 115.356(3)

§ 115.356(3)(A)

§ 115.356(3)(B)

[G]§ 115.358(g)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.352(2)(C)(iii) of this title, any leak |§ 115.354(5) [G]§ 115.356(3)(C)
§ 115.352(3) detected as defined § 115.354(9) [G]§ 115.356(4)
§115.352(4) in §115.358 of this [G]§ 115.355 § 115.356(5)
§ 115.352(5) title, including any § 115.358(c)(2)
§115.352(6) leak detected using §115.358(d)
§115.352(7) the alternative work |[[G]§ 115.358(e)
§ 115.352(8) practice on a § 115.358(f)
§115.357(8) component that is
§ 115.358(c)(1) subject to the
[G]§ 115.358(h) requirements of this
division but not
specifically selected
for alternative work
practice monitoring.
P7FUG EU R5352- |VOC 30 TAC § 115.352(1)(A) No process drains § 115.354(1) § 115.352(7) None
ALL Chapter 115, §115.352(1) shall be allowed to § 115.354(5) §115.356
Pet. Refinery & |§ 115.352(10) have a VOC leak, for |§ 115.354(6) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) more than 15 days § 115.354(9) [G]§ 115.356(2)
§ 115.352(2)(A) after discovery, [G]§ 115.355 § 115.356(3)
§115.352(3) which exceeds a §115.357(1) § 115.356(3)(A)
§115.352(7) screening § 115.356(3)(B)
§ 115.357(1) concentration greater [G]§ 115.356(3)(C)
than 500 parts per § 115.356(5)
million by volume
above background as
methane, or the
dripping or exuding
of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- | VOC 30 TAC § 115.352(1)(A) No process drains § 115.354(1) § 115.352(7) None
ALL Chapter 115, § 115.352(1) shall be allowed to § 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) have a VOC leak, for |§ 115.354(5) § 115.356
Petrochemicals |§ 115.352(2) more than 15 days § 115.354(6) [G]§ 115.356(1)
§ 115.352(2)(A) after discovery, § 115.354(9) [G]§ 115.356(2)

§ 115.352(3)
§ 115.352(7)

which exceeds a
screening
concentration greater

[G]§ 115.355

§ 115.356(3)
§ 115.356(3)(A)
§ 115.356(3)(B)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
than 500 parts per § 115.356(5)
million by volume
above background as
methane, or the
dripping or exuding
of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- | VOC 30 TAC § 115.352(1)(A) No pressure relief § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL Chapter 115, §115.352(1) valves shall be § 115.354(2) §115.356
Pet. Refinery & |§ 115.352(10) allowed to have a § 115.354(4) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) VOC leak, for more § 115.354(5) [G]§ 115.356(2)
§ 115.352(2)(A) than 15 days after § 115.354(6) § 115.356(3)
§ 115.352(2)(B) discovery, which [G]§ 115.354(7) [G]§ 115.356(3)(C)
§115.352(3) exceeds a screening | § 115.354(9) § 115.356(5)
§ 115.352(5) concentration greater | [G]§ 115.355
§115.352(7) than 500 parts per §115.357(1)
§115.352(9) million by volume
§115.357(1) above background as
§115.357(8) methane, or the
§115.357(9) dripping or exuding
of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- |VOC 30 TAC § 115.352(1)(A) No pressure relief § 115.354(1) §115.352(7) [G]§ 115.354(7)
ALL Chapter 115, § 115.352(1) valves shall be § 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) allowed to have a § 115.354(2) §115.356
Petrochemicals |§ 115.352(2) VOC leak, for more §115.354(4) [G]§ 115.356(1)
§ 115.352(2)(A) than 15 days after § 115.354(5) [G]§ 115.356(2)
§ 115.352(2)(B) discovery, which § 115.354(6) § 115.356(3)

§ 115.352(3)
§ 115.352(5)
§ 115.352(7)
§ 115.352(9)
§ 115.357(12)
§ 115.357(8)
§ 115.357(9)

exceeds a screening
concentration greater
than 500 parts per
million by volume
above background as
methane, or the
dripping or exuding
of process fluid

[GI§ 115.354(7)
§ 115.354(9)
[G]§ 115.355

§ 115.356(3)(A)

§ 115.356(3)(B)
[G]§ 115.356(3)(C)
§ 115.356(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
based on sight, smell,
or sound.
P7FUG EU R5352- | VOC 30 TAC § 115.352(1)(A) No open-ended §115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL Chapter 115, §115.352(1) valves or lines shall |§ 115.354(2) §115.356
Pet. Refinery & |§ 115.352(10) be allowed to have a |§ 115.354(5) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) VOC leak, for more § 115.354(6) [G]§ 115.356(2)
§ 115.352(2)(A) than 15 days after [G]§ 115.354(7) § 115.356(3)
§ 115.352(2)(B) discovery, which § 115.354(9) [G]§ 115.356(3)(C)
§115.352(3) exceeds a screening |[G]§ 115.355 § 115.356(5)
§115.352(4) concentration greater | § 115.357(1)
§ 115.352(5) than 500 parts per
§115.352(6) million by volume
§115.352(7) above background as
§ 115.357(1) methane, or the
§115.357(8) dripping or exuding
§115.357(9) of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- |VOC 30 TAC § 115.352(1)(A) No open-ended § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL Chapter 115, §115.352(1) valves or lines shall |§ 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) be allowed to have a |§ 115.354(2) §115.356
Petrochemicals |§ 115.352(2) VOC leak, for more § 115.354(5) [G]§ 115.356(1)
§ 115.352(2)(A) than 15 days after § 115.354(6) [G]§ 115.356(2)
§ 115.352(2)(B) discovery, which [G]§ 115.354(7) § 115.356(3)
§115.352(3) exceeds a screening | § 115.354(9) § 115.356(3)(A)
§ 115.352(4) concentration greater | [G]§ 115.355 § 115.356(3)(B)
§ 115.352(5) than 500 parts per [G]§ 115.356(3)(C)
§115.352(6) million by volume § 115.356(5)
§ 115.352(7) above background as
§115.357(12) methane, or the
§ 115.357(8) dripping or exuding
§ 115.357(9) of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- | VOC 30 TAC § 115.352(1)(A) No valves shall be § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL Chapter 115, §115.352(1) allowed to have a §115.354(2) § 115.356
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(5) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(6) [G]§ 115.356(2)
§ 115.352(2)(A) discovery, which [G]§ 115.354(7) § 115.356(3)
§ 115.352(2)(B) exceeds a screening | § 115.354(9) [G]§ 115.356(3)(C)
§115.352(3) concentration greater | [G]§ 115.355 § 115.356(5)
§115.352(4) than 500 parts per §115.357(1)
§115.352(5) million by volume
§115.352(6) above background as
§115.352(7) methane, or the
§115.357(1) dripping or exuding
§115.357(8) of process fluid
§115.357(9) based on sight, smell,
or sound.
P7FUG EU R5352- |VOC 30 TAC § 115.352(1)(A) No valves shall be § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL Chapter 115, §115.352(1) allowed to have a § 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(2) §115.356
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(5) [G]§ 115.356(1)
§ 115.352(2)(A) discovery, which § 115.354(6) [G]§ 115.356(2)
§ 115.352(2)(B) exceeds a screening | [G]§ 115.354(7) §115.356(3)
§115.352(3) concentration greater | § 115.354(9) § 115.356(3)(A)
§115.352(4) than 500 parts per [G]§ 115.355 § 115.356(3)(B)
§ 115.352(5) million by volume [G]§ 115.356(3)(C)
§ 115.352(6) above background as § 115.356(5)
§115.352(7) methane, or the
§115.357(12) dripping or exuding
§115.357(8) of process fluid
§ 115.357(9) based on sight, smell,
or sound.
P7FUG EU R5352- |VOC 30 TAC § 115.352(1)(A) No flanges or other |§ 115.354(1) § 115.352(7) None
ALL Chapter 115, § 115.352(1) connectors shall be § 115.354(11) §115.356
Pet. Refinery & |§ 115.352(10) allowed to have a § 115.354(3) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) VOC leak, for more § 115.354(5) [G]§ 115.356(2)
§ 115.352(2)(A) than 15 days after § 115.354(6) § 115.356(3)
§ 115.352(3) discovery which § 115.354(9) § 115.356(3)(A)

§ 115.352(5)
§ 115.352(7)
§ 115.352(8)
§ 115.357(1)

exceeds a screening
concentration greater
than 500 parts per
million by volume

[G]§ 115.355
§ 115.357(1)

§ 115.356(3)(B)
[G]§ 115.356(3)(C)
§ 115.356(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§115.357(12) above background as
§115.357(8) methane, or the
dripping or exuding
of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- |VOC 30 TAC §115.352(1)(A) No flanges or other § 115.354(1) § 115.352(7) None
ALL Chapter 115, §115.352(1) connectors shall be § 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) allowed to have a §115.354(11) §115.356
Petrochemicals |§ 115.352(2) VOC leak, for more § 115.354(3) [G]§ 115.356(1)
§ 115.352(2)(A) than 15 days after § 115.354(5) [G]§ 115.356(2)
§ 115.352(3) discovery which § 115.354(6) § 115.356(3)
§115.352(5) exceeds a screening | § 115.354(9) § 115.356(3)(A)
§115.352(7) concentration greater | [G]§ 115.355 § 115.356(3)(B)
§ 115.352(8) than 500 parts per § 115.357(1) [G]§ 115.356(3)(C)
§115.357(12) million by volume § 115.356(5)
§115.357(8) above background as
methane, or the
dripping or exuding
of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- |VOC 30 TAC § 115.352(1)(A) No agitators shall be |§ 115.354(1) § 115.352(7) None
ALL Chapter 115, §115.352(1) allowed to have a § 115.354(10) § 115.354(10)

Pet. Refinery &
Petrochemicals

§ 115.352(10)

§ 115.352(2)

§ 115.352(2)(A)

§ 115.352(2)(

§ 115.352(2)(0)(i)
(Oi)
(

(iii)

§ 115.352(2)
§ 115.352(2)
§ 115.352(3)
§ 115.352(7)
§115.357(1)
§ 115.357(12)
§ 115.357(8)

0
0
0
0

VOC leak, for more
than 15 days after
discovery which
exceeds a screening
concentration greater
than 500 parts per
million by volume
above background as
methane, or the
dripping or exuding
of process fluid
based on sight, smell,
or sound.

§ 115.354(6)
§ 115.354(9)
[G]§ 115.355
§ 115.357(1)

(
(
§ 115.354(5)
(
(

§115.356

[G]§ 115.356(1)
[GI§ 115.356(2)

§ 115.356(3)

§ 115.356(3)(A)

§ 115.356(3)(B)
[G]§ 115.356(3)(C)
§ 115.356(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
P7FUG EU R5352- | VOC 30 TAC § 115.352(1)(A) No agitators shall be |§ 115.354(1) § 115.352(7) None
ALL Chapter 115, § 115.352(1) allowed to have a § 115.354(5) §115.356
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(6) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(9) [G]§ 115.356(2)
§ 115.352(2)(A) discovery which [G]§ 115.355 § 115.356(3)
§115.352(2)(C) exceeds a screening |§ 115.357(1) § 115.356(3)(A)
§ 115.352(2)(O)(@) concentration greater § 115.356(3)(B)
§ 115.352(2)(C)(ii) than 500 parts per [G]§ 115.356(3)(C)
§ 115.352(2)(C)(iii) million by volume § 115.356(5)
§115.352(3) above background as
§ 115.352(7) methane, or the
§115.357(1) dripping or exuding
§ 115.357(12) of process fluid
§115.357(8) based on sight, smell,
or sound.
P7FUG EU R5352- |VOC 30 TAC § 115.352(1)(A) No agitators shall be |§ 115.354(1) §115.352(7) None
ALL Chapter 115, §115.352(1) allowed to have a § 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(5) §115.356
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(6) [G]§ 115.356(1)
§ 115.352(2)(A) discovery which § 115.354(9) [G]§ 115.356(2)
§115.352(2)(C) exceeds a screening |[G]§ 115.355 § 115.356(3)
§ 115.352(2)(O)(d) concentration greater | § 115.357(1) § 115.356(3)(A)
§ 115.352(2)(C)(ii) than 500 parts per § 115.356(3)(B)
§ 115.352(2)(C)(iii) million by volume [G]§ 115.356(3)(C)
§115.352(3) above background as § 115.356(5)
§ 115.352(7) methane, or the
§115.357(12) dripping or exuding
§115.357(8) of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- | VOC 30 TAC § 115.352(1)(B) No compressor seals |[G]§ 115.355 § 115.352(7) None
ALL Chapter 115, § 115.352(1) shall be allowed to §115.356

Pet. Refinery &
Petrochemicals

§ 115.352(10)

§ 115.352(2)

§ 115.352(2)(A)
§ 115.352(2)(C)
§ 115.352(2)(C)(i)
§ 115.352(2)(C)(ii)

have a VOC leak, for
more than 15 days
after discovery which
exceeds a screening
concentration greater
than 10,000 parts

[G]§ 115.356(1)
[G]§ 115.356(2)

§ 115.356(3)

[G]§ 115.356(3)(C)
§ 115.356(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§ 115.352(2)(C)(iii) per million by
§115.352(3) volume above
§ 115.352(5) background as
§ 115.352(7) methane, or the
§115.357(3) dripping or exuding
§ 115.357(8) of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- | VOC 30 TAC § 115.352(1)(B) No compressor seals |[G]§ 115.355 § 115.352(7) None
ALL Chapter 115, § 115.352(1) shall be allowed to § 115.356
Pet. Refinery & |§ 115.352(10) have a VOC leak, for [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) more than 15 days [G]§ 115.356(2)
§ 115.352(2)(A) after discovery which § 115.356(3)
§ 115.352(2)(C) exceeds a screening [G]§ 115.356(3)(C)
§ 115.352(2)(O)(@) concentration greater § 115.356(5)
§ 115.352(2)(C)(ii) than 10,000 parts
§ 115.352(2)(C)(iii) per million by
§115.352(3) volume above
§ 115.352(5) background as
§115.352(7) methane, or the
§115.357(4) dripping or exuding
§115.357(8) of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- |VOC 30 TAC § 115.352(1)(B) No compressor seals [§ 115.354(1) § 115.352(7) None
ALL Chapter 115, §115.352(1) shall be allowed to § 115.354(2) §115.356
Pet. Refinery & |§ 115.352(10) have a VOC leak, for |§ 115.354(5) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) more than 15 days § 115.354(6) [G]§ 115.356(2)
§115.352(2) after discovery which | § 115.354(9) § 115.356(3)
§115.352(2) exceeds a screening |[G]§ 115.355 [G]§ 115.356(3)(C)

§ 115.352(2)
§ 115.352(2)
§ 115.352(3)
§ 115.352(5)
§ 115.352(7)
§ 115.357(1)
§ 115.357(8)

(A)
©
§ 115.352(2)(O)()
NO)(i
©

(111)

concentration greater
than 10,000 parts
per million by
volume above
background as
methane, or the
dripping or exuding
of process fluid

§ 115.357(1)

§ 115.356(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
based on sight, smell,
or sound.
P7FUG EU R5352- | VOC 30 TAC § 115.352(1)(B) No compressor seals [§ 115.354(1) § 115.352(7) None
ALL Chapter 115, §115.352(1) shall be allowed to § 115.354(10) §115.354(10)
Pet. Refinery & |§ 115.352(10) have a VOC leak, for |§ 115.354(2) §115.356
Petrochemicals |§ 115.352(2) more than 15 days § 115.354(5) [G]§ 115.356(1)
§ 115.352(2)(A) after discovery which | § 115.354(6) [G]§ 115.356(2)
§115.352(2)(C) exceeds a screening | § 115.354(9) § 115.356(3)
§ 115.352(2)(C)(d) concentration greater | [G]§ 115.355 § 115.356(3)(A)
§ 115.352(2)(C)(ii) than 10,000 parts § 115.356(3)(B)
§ 115.352(2)(C)(iii) per million by [G]§ 115.356(3)(C)
§115.352(3) volume above § 115.356(5)
§115.352(5) background as
§ 115.352(7) methane, or the
§115.357(12) dripping or exuding
§115.357(8) of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- |VOC 30 TAC § 115.352(1)(B) No pump seals shall |[[G]§ 115.355 § 115.352(7) None
ALL Chapter 115, §115.352(1) be allowed to have a §115.356
Pet. Refinery & |§ 115.352(10) VOC leak, for more [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) than 15 days after [G]§ 115.356(2)
§ 115.352(2)(A) discovery which § 115.356(3)
§115.352(2)(C) exceeds a screening [G]§ 115.356(3)(C)
§ 115.352(2)(O)(d) concentration greater § 115.356(5)
§ 115.352(2)(C)(ii) than 10,000 parts
§ 115.352(2)(C)(iii) per million by
§115.352(3) volume above
§ 115.352(5) background as
§115.352(7) methane, or the
§115.357(4) dripping or exuding
§ 115.357(8) of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- | VOC 30 TAC § 115.352(1)(B) No pump seals shall |§ 115.354(1) § 115.352(7) None
ALL Chapter 115, §115.352(1) be allowed to have a |§ 115.354(2) §115.356
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(5) [G]§ 115.356(1)
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(6) [G]§ 115.356(2)
§ 115.352(2)(A) discovery which § 115.354(9) § 115.356(3)
§ 115.352(2)(C) exceeds a screening |[G]§ 115.355 [G]§ 115.356(3)(C)
§ 115.352(2)(0)(d) concentration greater | § 115.357(1) § 115.356(5)
§ 115.352(2)(C)(ii) than 10,000 parts
§ 115.352(2)(C)(iii) per million by
§ 115.352(3) volume above
§115.352(5) background as
§ 115.352(7) methane, or the
§115.357(1) dripping or exuding
§ 115.357(8) of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- |VOC 30 TAC § 115.352(1)(B) No pump seals shall [§ 115.354(1) § 115.352(7) None
ALL Chapter 115, §115.352(1) be allowed to have a |§ 115.354(10) § 115.354(10)
Pet. Refinery & |§ 115.352(10) VOC leak, for more § 115.354(2) §115.356
Petrochemicals |§ 115.352(2) than 15 days after § 115.354(5) [G]§ 115.356(1)
§ 115.352(2)(A) discovery which § 115.354(6) [G]§ 115.356(2)
§115.352(2)(C) exceeds a screening | § 115.354(9) § 115.356(3)
§ 115.352(2)(C)(d) concentration greater | [G]§ 115.355 § 115.356(3)(A)
§ 115.352(2)(C)(ii) than 10,000 parts § 115.356(3)(B)
§ 115.352(2)(C)(iii) per million by [G]§ 115.356(3)(C)
§115.352(3) volume above § 115.356(5)
§ 115.352(5) background as
§ 115.352(7) methane, or the
§115.357(12) dripping or exuding
§115.357(8) of process fluid
based on sight, smell,
or sound.
P7FUG EU R5352- | VOC 30 TAC § 115.357(6) Components at a None §115.356 None
VOC Chapter 115, petroleum refinery or §115.356(3)

Pet. Refinery &
Petrochemicals

synthetic organic
chemical, polymer,
resin, or methyl-tert-
butyl ether
manufacturing
process, that contact

[G]§ 115.356(3)(C)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
a process fluid that
contains less than
10% VOC by weight
and components at a
natural gas/gasoline
processing operation
that contact a
process fluid that
contains less than
1.0% VOC by weight
are exempt from the
requirements of this
division except
§115.356(3)(C) of
this title.
PROBPCT1 PRO 63F-001 |112(B) 40 CFR Part 63, | § 63.100(b) Except as provided in | § 63.103(b)(1) [G]§ 63.103(c) § 63.103(b)(2)
HAPS Subpart F [G]§ 63.102(a) paragraphs (b)(4) and | § 63.103(b)(3) [G]§ 63.104(e)(2) [G]§ 63.103(b)(5)
[G]§ 63.102(c) (c) of this section, the | § 63.103(b)(4) [G]§ 63.104(f)(1) [G]§ 63.103(d)
§ 63.104(a) provisions of [G]§ 63.103(b)(5) [G]§ 63.105(b) [G]§ 63.104(H)(2)
[G]§ 63.104(d) subparts F, G, and H |§ 63.103(b)(6) § 63.105(c)
§ 63.104(e) apply to chemical [G]§ 63.104(b) § 63.105(e)
§ 63.104(e)(1) manufacturing
[G]§ 63.104(e)(2) process units that
§ 63.105(d) meet the criteria.
PROP1ETHE |PRO 63F-003 [112(B) 40 CFR Part 63, | § 63.100(b) Except as provided in | § 63.103(b)(1) [G]§ 63.103(c) §63.103(b)(2)
R HAPS Subpart F [G]§ 63.102(a) paragraphs (b)(4) and | § 63.103(b)(3) [G]§ 63.105(b) [G]§ 63.103(b)(5)
[G]§ 63.102(c) (c) of this section, the | § 63.103(b)(4) § 63.105(c) [G]§ 63.103(d)
§ 63.105(d) provisions of [G]§ 63.103(b)(5) § 63.105(e)
§ 63.107(a) subparts F, G, and H
apply to chemical
manufacturing
process units that
meet the criteria.
PROPI1POTB |PRO 63F-003 |112(B) 40 CFR Part 63, | § 63.100(b) Except as provided in | § 63.103(b)(1) [G]§ 63.103(c) § 63.103(b)(2)
A HAPS Subpart F [G]§ 63.102(a) paragraphs (b)(4) and | § 63.103(b)(3) [G]§ 63.105(b) [G]§ 63.103(b)(5)
[G]§ 63.102(c) (c) of this section, the | § 63.103(b)(4) § 63.105(c) [G]§ 63.103(d)
§ 63.105(d) provisions of [G]§ 63.103(b)(5) § 63.105(e)
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Applicable Requirements Summary

affected source.

§ 63.2525(e)(2)
§ 63.2525(e)(3)

3.2450(m)(2)

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§63.107(a) subparts F, G, and H
apply to chemical
manufacturing
process units that
meet the criteria.
PROPIPRCA |PRO 63F-003 [112(B) 40 CFR Part 63, | § 63.100(b) Except as provided in | § 63.103(b)(1) [G]§ 63.103(c) § 63.103(b)(2)
R HAPS Subpart F [G]§ 63.102(a) paragraphs (b)(4) and | § 63.103(b)(3) [G]§ 63.105(b) [G]§ 63.103(b)(5)
[G]§ 63.102(c) (c) of this section, the | § 63.103(b)(4) § 63.105(c) [G]§ 63.103(d)
§ 63.105(d) provisions of [G]§ 63.103(b)(5) § 63.105(e)
§ 63.107(a) subparts F, G, and H
apply to chemical
manufacturing
process units that
meet the criteria.
PROP1TBHP |EU 63FFFF- | HAPS 40 CFR Part 63, | § 63.2450(a)-Table 1-7 |You must be in § 63.2445(f) [G]§ 63.2525 [G]§ 63.2515
02 Subpart FFFF [G]§ 63.2490 compliance with the § 63.2445(f) [G]§ 63.2520(b)
§ 63.2540 emission limits and [G]§ 63.2520(d)
work practice [G]§ 63.2520(e)
standards in Tables 1 § 63.2445(f)
through 7 to this § 63.2520(a)
subpart at all times,
except during
periods of startup,
shutdown, and
malfunction.
PROP1TBHP |EU 63FFFF- | 112(B) 40 CFR Part 63, | § 63.2440(a) This subpart applies |[§ 63.2445(d) § 63.2525 § 63.2435(d)
02 HAPS Subpart FFFF § 63.2450(a) to each § 63.2525(a) § 63.2445(c)
§ 63.2450() miscellaneous [G]§ 63.2525(b) § 63.2450(g)(5)
organic chemical § 63.2525(c) § 63.2450(m)
manufacturing § 63.2525(e) § 63.2450(m)(1)
§6
§6
§

[G]§ 63.2525(e)(4)
§ 63.2525(f)
§ 63.2525())

63.2515(b)(1)
§ 63.2515(0)
§ 63.2520(a)
[G]§ 63.2520(b)
[G]§ 63.2520(c)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
[G]§ 63.2520(d)
§ 63.2520(e)
§ 63.2520(e)(1)
[G]§ 63.2520(e)(10)
§ 63.2520(e)(2)
§ 63.2520(e)(3)
§ 63.2520(e)(4)
§ 63.2520(e)(5)
§ 63.2520(e)(5)(1)
[G]§ 63.2520(e)(5)(ii)
[G]§ 63.2520(e)(5)(ii)
§ 63.2520(e)(5)(iv)
§ 63.2520(e)(6)
§ 63.2520(e)(7)
§ 63.2520(e)(9)
PROP2GLYC |PRO 63F-003 | 112(B) 40 CFR Part 63, | § 63.100(b) Except as provided in | § 63.103(b)(1) [G]§ 63.103(c) § 63.103(b)(2)
HAPS Subpart F [G]§ 63.102(a) paragraphs (b)(4) and | § 63.103(b)(3) [G]§ 63.105(b) [G]§ 63.103(b)(5)
[G]§ 63.102(c) (c) of this section, the | § 63.103(b)(4) § 63.105(c) [G]§ 63.103(d)
§ 63.105(d) provisions of [G]§ 63.103(b)(5) § 63.105(e)
§63.107(a) subparts F, G, and H
apply to chemical
manufacturing
process units that
meet the criteria.
PROP2POTB |PRO 63F-003 [112(B) 40 CFR Part 63, | § 63.100(b) Except as provided in | § 63.103(b)(1) [G]§ 63.103(c) § 63.103(b)(2)
A HAPS Subpart F [G]§ 63.102(a) paragraphs (b)(4) and | § 63.103(b)(3) [G]§ 63.105(b) [G]§ 63.103(b)(5)
[G]§ 63.102(c) (c) of this section, the | § 63.103(b)(4) § 63.105(c) [G]§ 63.103(d)
§ 63.105(d) provisions of [G]§ 63.103(b)(5) § 63.105(e)
§ 63.107(a) subparts F, G, and H
apply to chemical
manufacturing
process units that
meet the criteria.
PROP3POTB |PRO 63F-003 |112(B) 40 CFR Part 63, | § 63.100(b) Except as provided in | § 63.103(b)(1) [G]§ 63.103(c) § 63.103(b)(2)
A HAPS Subpart F [G]§ 63.102(a) paragraphs (b)(4) and | § 63.103(b)(3) [G]§ 63.105(b) [G]§ 63.103(b)(5)
[G]§ 63.102(c) (c) of this section, the | § 63.103(b)(4) § 63.105(c) [G]§ 63.103(d)
§ 63.105(d) provisions of [G]§ 63.103(b)(5) § 63.105(e)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)
§63.107(a) subparts F, G, and H
apply to chemical
manufacturing
process units that
meet the criteria.
T25 EU R5DIV4- | VOC 30 TAC §115.142(1) The wastewater [G]§ 115.142(1)(H) [G]§ 115.142(1)(H) None
0005 Chapter 115, §115.142 component shall [G]§ 115.144(1) § 115.144(3)(H)
Industrial § 115.142(1)(A) meet the specified § 115.144(3)(H) §115.146(1)
Wastewater §115.142(1)(B) control § 115.144(5) §115.146(2)
§115.142(1)(C) requirements. §115.145 § 115.146(3)
§ 115.142(1)(E) §115.145(1) §115.146(4)
§ 115.142(1)(G) § 115.145(10)
[G]§ 115.142(1)(H) [G]§ 115.145(2)
[G]§ 115.148 [G]§ 115.145(3)
§115.145(4)
§ 115.145(5)
§ 115.145(6)
§115.145(7)
§ 115.145(9)
[G]§ 115.148
UNLOADING | EU R5121-1 | VOC 30 TAC § 115.217(a)(1) Vapor pressure (at § 115.214(a)(1)(A) §115.216 None
Chapter 115, §115.212(a)(2) land-based § 115.214(a)(1)(A)(3{) §115.216(2)
Loading and § 115.214(a)(1)(B) operations). All land-|§ 115.215 § 115.216(3)(B)
Unloading of § 115.214(a)(1)(D) based loading and §115.215(4)
vOC § 115.214(a)(1)(D)(d) unloading of VOC
with a true vapor
pressure less than
0.5 psia is exempt
from the
requirements of this
division, except as
specified.
UNLOADING | EU R5121-3 [VOC 30 TAC §115.212(a)(3) All land-based VOC §115.212(a)(3)(B) §115.216 None

Chapter 115,
Loading and
Unloading of
vOoC

§ 115.212(a)(2)

§ 115.212(a)(3)(A)
§ 115.212(a)(3)(A){)
§ 115.212(a)(3)(B)

transfer to or from
transport vessels
shall be conducted in
the manner specified

(ax
§ 115.214(a)(1)(A)

§ 115.214()(1)A){)

§ 115.214(a)(1)(A)(i)
§ 115.214(a)(1)(A)(ii)

§ 115.216(3)(A)
§ 115.216(3)(A)()
§ 115.216(3)(A)(iii)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, Textual Monitoring Recordkeeping Reporting
Group Group | Index Federal Standard or Description And Testing Requirements Requirements
Process |Process| No. Regulation Equipment (See Special Term Requirements
ID No. Type Name Specification and Condition (30 TAC § 122.144) | (30 TAC § 122.145)
Citation 1.B.)

[G]§ 115.212(a)(3)(C) for leak-free
§115.212(a)(3)(D) operations.

§ 115.214(a)(1)(B)
§ 115.214(a)(1)(C)

Renewal- Draft Page 176




Additional Monitoring Requirements
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: DEGREASER1

Control Device ID No.: N/A Control Device Type: N/A

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Degreasing Processes SOP Index No.: R115E-0001

Pollutant: VOC Main Standard: § 115.412(1)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Monthly

Averaging Period: n/a

Deviation Limit: Any monitoring data which indicates that the cold cleaner is not in
compliance with the applicable requirements of 30 TAC § 115.412(1)(A)-(F) shall be considered
and reported as a deviation.

Periodic Monitoring Text: Inspect equipment and record data monthly to ensure compliance
with any applicable requirements in § 115.412(1)(A)-(F). Any monitoring data which indicates
that the cold cleaner is not in compliance with the applicable requirements of § 115.412(1)(A)-
(F) shall be considered and reported as a deviation.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: F1215

Control Device ID No.: N/A Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60Kb-1

Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If measurement and recording of fugitive emissions of the vapor collection
system is not conducted or VOC concentration is 500 ppm or greater than background
concentration, report a deviation.

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection
system in accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: F1215

Control Device ID No.: N/A Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60Kb-1

Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If visual inspection of the vapor collection system for defects that could
result in air emissions is not conducted, or defects are found in the vapor collection system,
report a deviation.

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for
defects, such as cracks, holes, gaps, loose connections, or broken or missing covers or other
closure devices, that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: F1215

Control Device ID No.: N/A Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60Kb-2

Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If measurement and recording of fugitive emissions of the vapor collection
system is not conducted or VOC concentration is 500 ppm or greater than background
concentration, report a deviation.

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection
system in accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: F1215

Control Device ID No.: N/A Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60Kb-2

Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If visual inspection of the vapor collection system for defects that could
result in air emissions is not conducted, or defects are found in the vapor collection system,
report a deviation.

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for
defects, such as cracks, holes, gaps, loose connections, or broken or missing covers or other
closure devices, that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: F1215

Control Device ID No.: N/A Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60Kb-3

Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If measurement and recording of fugitive emissions of the vapor collection
system is not conducted or VOC concentration is 500 ppm or greater than background
concentration, report a deviation.

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection
system in accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: F1215

Control Device ID No.: N/A Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60Kb-3

Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If visual inspection of the vapor collection system for defects that could
result in air emissions is not conducted, or defects are found in the vapor collection system,
report a deviation.

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for
defects, such as cracks, holes, gaps, loose connections, or broken or missing covers or other
closure devices, that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: F1215

Control Device ID No.: N/A Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60Kb-4

Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If measurement and recording of fugitive emissions of the vapor collection
system is not conducted or VOC concentration is 500 ppm or greater than background
concentration, report a deviation.

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection
system in accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: F1215

Control Device ID No.: N/A Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60Kb-4

Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If visual inspection of the vapor collection system for defects that could
result in air emissions is not conducted, or defects are found in the vapor collection system,
report a deviation.

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for
defects, such as cracks, holes, gaps, loose connections, or broken or missing covers or other
closure devices, that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPBPLD9

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Loading and Unloading
of VOC

SOP Index No.: R5211-3BS

Pollutant: VOC

Main Standard: § 115.212(a)(1)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If measurement of fugitive emissions from the vapor collection system is not

conducted, or leaks are detected, report a deviation.

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection
system in accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPBPLD9

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Loading and Unloading
of VOC

SOP Index No.: R5211-3BS

Pollutant: VOC

Main Standard: § 115.212(a)(1)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If visual inspection of the vapor collection system for defects that could
result in air emissions is not conducted, or defects are found in the vapor collection system,

report a deviation.

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for
defects, such as cracks, holes, gaps, loose connections, or broken or missing covers or other

closure devices, that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPVNTHON1

Control Device ID No.: N/A

Control Device Type: Unknown CD
Type

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls

SOP Index No.: R5121-1S

Pollutant: VOC

Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If measurement of fugitive emissions from the vapor collection system is not
conducted, or leaks are detected, report a deviation.

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection
system in accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPVNTHON1

Control Device ID No.: N/A

Control Device Type: Unknown CD
Type

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls

SOP Index No.: R5121-1S

Pollutant: VOC

Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If visual inspection of the vapor collection system for defects that could
result in air emissions is not conducted, or defects are found in the vapor collection system,

report a deviation.

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for
defects, such as cracks, holes, gaps, loose connections, or broken or missing covers or other
closure devices, that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPVNTMON1

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls

SOP Index No.: R5121-1S

Pollutant: VOC

Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If measurement of fugitive emissions from the vapor collection system is not
conducted, or leaks are detected, report a deviation.

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection
system in accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPVNTMON1

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls

SOP Index No.: R5121-1S

Pollutant: VOC

Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If visual inspection of the vapor collection system for defects that could
result in air emissions is not conducted, or defects are found in the vapor collection system,

report a deviation.

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for
defects, such as cracks, holes, gaps, loose connections, or broken or missing covers or other
closure devices, that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPVNTREGV

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls

SOP Index No.: R5121-2S

Pollutant: VOC

Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If measurement of fugitive emissions from the vapor collection system is not
conducted, or leaks are detected, report a deviation.

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection
system in accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPVNTREGV

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls

SOP Index No.: R5121-2S

Pollutant: VOC

Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: If visual inspection of the vapor collection system for defects that could
result in air emissions is not conducted, or defects are found in the vapor collection system,

report a deviation.

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for
defects, such as cracks, holes, gaps, loose connections, or broken or missing covers or other
closure devices, that could result in air emissions.
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Permit Shield
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for
each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units

B1501A N/A 40 CFR Part 63, Subpart A Flare is not used to comply with applicable
subparts of parts 63.

B1501B N/A 40 CFR Part 63, Subpart A Flare is not used to comply with applicable
subparts of part 63.

B1501C N/A 40 CFR Part 63, Subpart A Flare is not used to comply with applicable
subparts of part 63.

B1780 N/A 40 CFR Part 60, Subpart Dc Construction/Reconstruction/Modification before
June 1989.

B1780 N/A 40 CFR Part 63, Subpart DDDDD The unit is not considered a boiler or process
heater as it does not combust a waste stream and
is not meant for heat transfer.

CTC N/A 30 TAC Chapter 115, Storage of Tank capacity is equal or less than 1,000 gallons.

VOCs

CTC N/A 40 CFR Part 60, Subpart Kb Tank capacity is less than 40 cubic meters (10567
gallons)

CTC N/A 40 CFR Part 63, Subpart F Tank does not meet the MACT F definition of
“storage tank” because its capacity is less 38 cubic
meters

EMG401 N/A 40 CFR Part 60, Subpart IIII Stationary CI ICE manufactured, modified or
reconstructed before July 11, 2005.

EMG501 N/A 40 CFR Part 60, Subpart IIII Stationary CI ICE manufactured, modified or
reconstructed before July 11, 2005.

F1204 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for
each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
VOCs
F1205 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs
F1207 N/A 40 CFR Part 60, Subpart K Tank does not store an applicable petroleum liquid.
F1214 N/A 40 CFR Part 60, Subpart Ka Tank does not store petroleum liquids.
F1302 N/A 40 CFR Part 60, Subpart Ka Tank does not store petroleum liquids.
F1302 N/A 40 CFR Part 60, Subpart Kb Tank capacity is less than 75 cubic meters (19,800
gallons).
F1302 N/A 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the
organic HAPs listed in MACT F Table 2 except as
impurities.
F1410 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs

F1411 N/A 30 TAC Chapter 115, Storage of Tank capacity is less than or equal to 1,000 gallons.
VOCs

F1413 N/A 30 TAC Chapter 115, Storage of Tank capacity is less than or equal to 1,000 gallons.
VOCs

F1414 N/A 30 TAC Chapter 115, Storage of Tank capacity is less than or equal to 1,000 gallons.
VOCs

F1415 N/A 30 TAC Chapter 115, Storage of Tank capacity is less than or equal to 1,000 gallons.
VOCs

F1416 N/A 30 TAC Chapter 115, Storage of Tank capacity is less than or equal to 1,000 gallons.
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for

each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
VOCs
F1418 N/A 30 TAC Chapter 115, Storage of Vessel is less than 25,000 gal capacity located at
VOCs vehicle fuel dispensing facility

F1418 N/A 40 CFR Part 60, Subpart Kb Tank capacity is less than 75 cubic meters (19,800
gallons).

F1418 N/A 40 CFR Part 63, Subpart FFFF Tank stores liquid that does not include any of the
HAPs listed in MACT FFFF except as impurities.

F1419 N/A 30 TAC Chapter 115, Storage of Vessel is less than 25,000 gal capacity located at

VOCs vehicle fuel dispensing facility.
F1419 N/A 40 CFR Part 60, Subpart Kb Tank capacity is less than 75 cubic meters (19,800
gallons).
F1419 N/A 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the
organic HAPs listed in MACT F Table 2 except as
impurities.
F1454 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs

F1455A N/A 30 TAC Chapter 115, Storage of Tank capacity is less than or equal to 1,000 gallons.
VOCs

F1455B N/A 30 TAC Chapter 115, Storage of Tank capacity is less than or equal to 1,000 gallons.
VOCs

F1456 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for
each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
F1457A N/A 30 TAC Chapter 115, Storage of Tank capacity is less than or equal to 1,000 gallons.
VOCs
F1457B N/A 30 TAC Chapter 115, Storage of Tank capacity is less than or equal to 1,000 gallons.
VOCs
F1505H N/A 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the
organic haps listed in MACT F Table 2 except as
impurities
F1508A N/A 40 CFR Part 60, Subpart Kb Tank capacity less than 40 cubic meters (10,567
gallons).
F1508A N/A 40 CFR Part 63, Subpart FFFF Tank stores liquid that does not include any of the
HAPs listed in MACT FFFF except as impurities.
F1508B N/A 40 CFR Part 60, Subpart Kb Tank capacity is less than 40 cubic meters (10,567
gallons).
F1508B N/A 40 CFR Part 63, Subpart FFFF Tank stores liquid that does not include any of the
HAPs listed in MACT FFFF except as impurities.
F1590 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs
F1661 N/A 30 TAC Chapter 115, Industrial The facility does not receive an Affected VOC
Wastewater Wastewater Stream by definition.
F1661 N/A 40 CFR Part 63, Subpart FFFF Equipment is part of an affected source under
another subpart of Part 63 per 63.2435(b)(3).
F1681 N/A 30 TAC Chapter 115, Storage of Tank capacity is less than or equal to 1,000 gallons.
VOCs
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for
each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
F1730 N/A 40 CFR Part 60, Subpart Ka Tank does not store petroleum liquids.
F1730 N/A 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not
required to comply with NSPS Kb.
F1730 N/A 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the
organic HAPs listed in MACT F Table 2 except as
impurities.
F1781 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs

F1782 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs

F1785 N/A 30 TAC Chapter 115, Vent Gas Any VOC’s present originated from sources already
Controls applicable to Chapter 115.

F1801A N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs

F1801B N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs

F1801D N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs

F1803 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs

F1804 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs

Renewal- Draft Page 200



Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for

each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
F1807 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs
F1814 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs
F2340 N/A 40 CFR Part 60, Subpart NNN Distillation unit constructed before 12/30/83 and
has not been modified later than 12/30/83.
F2340 N/A 40 CFR Part 60, Subpart RRR Reactor process constructed before 6/29/90 and
has not been modified later than 6/29/90.
F2340 N/A 40 CFR Part 63, Subpart G Not subject to 40 CFR 63 Subpart F - process vent
is not a HON Group 1 or Group 2 process vent.
F2351 N/A 30 TAC Chapter 115, Storage of Tank does not store a VOC containing substance.
VOCs
F2835 N/A 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not
required to comply with NSPS Kb
G-1406 N/A 40 CFR Part 60, Subpart IIII Stationary CI ICE manufactured, modified or
reconstructed before July 11, 2005.
G-1415A N/A 40 CFR Part 60, Subpart IIII Stationary CI ICE manufactured, modified or
reconstructed before July 11, 2005.
GRPBPCT1 U1801, U1802, U1803 40 CFR Part 63, Subpart Q Cooling tower is not operated with chromium-
based water treatment chemicals.
GRPBPDSNVT D202, D204, D2130, D2210, D2220, |30 TAC Chapter 115, Vent Gas Facility does not have an associated vent gas
D2240, D2440, D2530, D2730, Controls stream during normal operation.
D303, D3220, D3530, D3611, D503,
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for
each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units

D904

GRPBPDSNVT D202, D204, D2130, D2210, D2220, {40 CFR Part 60, Subpart NNN Facility does not have an associated vent gas
D2240, D2440, D2530, D2730, stream during normal operation.
D303, D3220, D3530, D3611, D503,
D904

GRPBPDSNVT D202, D204, D2130, D2210, D2220, |40 CFR Part 63, Subpart F Facility does not have an associated vent gas
D2240, D2440, D2530, D2730, stream during normal operation.
D303, D3220, D3530, D3611, D503,
D904
GRPBPFUR1 B1751, B901, B902A, B902B, B902C |40 CFR Part 60, Subpart Dc Construction/Reconstruction/Modification before
June 1989.
GRPBPFUR2 B2890, BSOIN&S 40 CFR Part 60, Subpart Dc Construction/Reconstruction/Modification before
June 1989.
GRPBPIC3 EMG101, EMG201, EMG301 40 CFR Part 60, Subpart IIII Stationary CI ICE manufactured, modified or
reconstructed before July 11, 2005.
GRPBPLD3 CD7A, LR2C, LR7, LR8SA 40 CFR Part 63, Subpart F Rack transfers liquid that does not include any of
the organic HAPs listed in MACT F Table 2 except
as impurities.
GRPBPLD4 AB1, AB2, CD4A, CD5B, CD6A, 40 CFR Part 63, Subpart F Rack transfer liquid that does not include any of
CD8A, LR2A, LR2B, LR4C, T10, T12, the organic HAPs listed in MACT F Table 2 except
T13, T14, T23, T5, TBHPDL as impurities.

GRPBPLD5S E1, E2B, E3, E4A, ESA, E5B, EGA, T1, |40 CFR Part 63, Subpart F Unloading Operations are excluded from Transfer
T2, T7 Operations by definition.

GRPBPLD6 LR3, LR4A, LR8B, T11, T21, T24, 40 CFR Part 63, Subpart F Unloading Operations are excluded from Transfer
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for
each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units

T26 Operations by definition.

GRPBPLD7 T15, T16,T17,T18, T19, T22, T27 |40 CFR Part 63, Subpart F Unloading Operations are excluded from Transfer

Operations by definition.

GRPBPLDS CD1, CD2, CD3, CD4B, CD5A, E2A, |40 CFR Part 63, Subpart F Rack transfers liquid that does not include any of

T3, T4, T6B, T8C the organic HAPs listed in MACT F Table 2 except
as impurities.

GRPBPRXIII D103A, D103B, D2110, D2120, 30 TAC Chapter 115, Vent Gas Facility does not have an associated vent gas
D3110, D3120, D3130 Controls stream during normal operation.

GRPBPRXIII D103A, D103B, D2110, D2120, 40 CFR Part 63, Subpart F Facility does not have an associated vent gas
D3110, D3120, D3130 stream during normal operation.

GRPBPRXIII D103A, D103B, D2110, D2120, 40 CFR Part 63, Subpart III Facility does not have an associated vent gas
D3110,D3120, D3130 stream during normal operation.

GRPBPRXNV D801, D802A1, D802A2, D802A3, |30 TAC Chapter 115, Vent Gas Facility does not have an associated vent gas
D802B, D802C Controls stream during normal operation

GRPBPRXNV D801, D802A1, D802A2, D802A3, |40 CFR Part 60, Subpart RRR Process unit does not produce any of the chemicals
D802B, D802C listed in 60.707.

GRPBPRXNV D801, D802A1, D802A2, D802A3, |40 CFR Part 63, Subpart F Facility does not have an associated vent gas
D802B, D802C stream during normal operation.

GRPBPRXNVT D2310, D2321, D2322, D2323, 30 TAC Chapter 115, Vent Gas Facility does not have an associated vent gas

D2710,D2715, D2820, D2821,
D2822, D2895, D301, D302-1,
D302-2, D302-3, D302-4, D302-5,
D302-6, D3310, D3321, D3322,
D3323,D3710, D3715, D606, D701,

Controls

stream during normal operation
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for
each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination

ID No. Group/Inclusive Units

D901A, D901B, D901C, D901D,
F2350, F2895, F3350, F3360

GRPBPRXNVT D2310,D2321, D2322,D2323, 40 CFR Part 60, Subpart RRR Facility does not have an associated vent gas
D2710,D2715, D2820, D2821, stream during normal operation.
D2822,D2895, D301, D302-1,
D302-2, D302-3, D302-4, D302-5,
D302-6, D3310, D3321, D3322,
D3323,D3710, D3715, D606, D701,
D901A, D901B, D901C, D901D,
F2350, F2895, F3350, F3360

GRPBPRXNVT D2310, D2321, D2322, D2323, 40 CFR Part 63, Subpart F Facility does not have an associated vent gas
D2710, D2715, D2820, D2821, stream during normal operation.
D2822,D2895, D301, D302-1,
D302-2, D302-3, D302-4, D302-5,
D302-6,D3310, D3321, D3322,
D3323,D3710, D3715, D606, D701,
D901A, D901B, D901C, D901D,
F2350, F2895, F3350, F3360

GRPBPTK1 F1162,F1164, F1280 40 CFR Part 60, Subpart Kb Tank capacity is >151 cubic meters and maximum
true vp <3.5 kPa.

GRPBPTK1 F1162, F1164, F1280 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the
organic HAPs listed in MACT F Table 2 except as
impurities.

GRPBPTK10 F1004A, F1004B, F1102A, F1102B, |40 CFR Part 60, Subpart Ka Tank does not store petroleum liquids.

F1102C, F1102D, F1104A, F1104B,
F1104C, F1109, F1110, F1206B,
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for
each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
F551
GRPBPTK10 F1004A, F1004B, F1102A, F1102B, |40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the
F1102C, F1102D, F1104A, F1104B, organic HAPs listed in MACT F Table 2 except as
F1104C, F1109, F1110, F1206B, impurities.
F551

GRPBPTK11 F1505E , F1505F, F1505G 40 CFR Part 60, Subpart Kb Tank capacity is 75-151 cubic meters and
maximum true vp <15 kPa.

GRPBPTK11 F1505E, F1505F, F1505G 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the
organic HAPs listed in MACT F Table 2 except as
impurities.

GRPBPTK12 F1505A, F1505B, F1505C, F1505D |40 CFR Part 60, Subpart Ka Tank does not store petroleum liquids.

GRPBPTK12 F1505A, F1505B, F1505C, F1505D |40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the
organic HAPs listed in MACT F Table 2 except as
impurities.

GRPBPTK13 F1004C, F1004D, F1208A, F1208B, |40 CFR Part 60, Subpart Ka Tank does not store petroleum liquids.

F1208C
GRPBPTK 14 F1001A, F1001B, F1001C, F1001D, |40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not
F1001E, F1002C, F1002D, F1002E, required to comply with NSPS Kb.
F1002F, F1002G, F1002H, F1002],
F1003C, F1003D, F1217
GRPBPTK16 F1209A, F1209B, F1209C, F1750, 40 CFR Part 60, Subpart Ka Tank does not store petroleum liquids.
F1770
GRPBPTK17 F1760 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not

required to comply with NSPS Kb.
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for
each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
GRPBPTK18 F1780 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not
required to comply with NSPS Kb.
GRPBPTK19 F1002A, F1210, F1266 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not
required to comply with NSPS Kb.
GRPBPTK20 F1165, F1250A, F1250B 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not
required to comply with NSPS Kb.
GRPBPTK21 F1670A, F1670B, F1670C, F611 40 CFR Part 60, Subpart Kb Tank capacity is >151 cubic meters and maximum
true VP is < 3.5 kPa.
GRPBPTK?21 F1670A, F1670B, F1670C, F611 40 CFR Part 63, Subpart FFFF Tanks are part of an affected source under another
subpart of Part 63 per 63.2435(b)(3).
GRPBPTK?23 U1602, U1621, U1630, U1640, 30 TAC Chapter 115, Industrial The facility does not receive an Affected VOC
U1650, U1660, U1662, U1665, Wastewater Wastewater Stream by definition.
U1673
GRPBPTK?23 U1602,U1621, U1630, U1640, 40 CFR Part 63, Subpart FFFF Equipment is part of an affected source under
U1650, U1660, U1662, U1665, another subpart of Part 63 per 63.2435(b)(3).
U1673
GRPBPTK?24 F1101A, F1101B, F1103A, F1103B, |40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,860
F1103C, F1103D, F1108, F1753B, gallons).
F301
GRPBPTK?24 F1101A, F1101B, F1103A, F1103B, |40 CFR Part 63, Subpart F Tank does not meet the MACT F definition of
F1103C, F1103D, F1108, F1753B, “storage tank” because its capacity is less than
F301 38m3 (10,040 gal).
GRPBPTK?24 F1101A, F1101B, F1103A, F1103B, (40 CFR Part 63, Subpart G Not subject to 40 CFR 63 Subpart F - tank is not a

F1103C, F1103D, F1108, F1753B,

HON Group 1 or Group 2 storage vessel.
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for
each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
F301
GRPBPTK25 F3342A, F3342B 30 TAC Chapter 115, Storage of Tank capacity is equal to or less than 1,000 gallons.
VOCs
GRPBPTK?25 F3342A, F3342B 40 CFR Part 60, Subpart Kb Tank capacity is less than 40 cubic meters (10,567
gallons).
GRPBPTK?25 F3342A, F3342B 40 CFR Part 63, Subpart F Tank does not meet the MACT F definition of

“storage tank” because its capacity is less than 38
cubic meters (10,040 gallons).

GRPBPTK26 F1557, F1558, F1559 40 CFR Part 60, Subpart Kb Tank capacity is >151 cubic meters and maximum
true VP is < 3.5 kPa.

GRPBPTK?26 F1557,F1558, F1559 40 CFR Part 63, Subpart FFFF Tanks are part of an affected source under another
subpart of Part 63 per 63.2435(b)(3).

GRPBPTK3 F1166, F1216,F1219 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not
required to comply with NSPS Kb.

GRPBPTK4 F1101C,F1101D 40 CFR Part 60, Subpart Kb Tank capacity is less than 75 cubic meters (19,800
gallons).

GRPBPTK4 F1101C, F1101D 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the
organic HAPs listed in MACT F Table 2 except as
impurities.

GRPBPTKS5 F1105A, F1105B 40 CFR Part 60, Subpart Kb Tank capacity is 75-151 cubic meters and
maximum true vp <15 kPa

GRPBPTKS5 F1105A, F1105B 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the

organic HAPs listed in MACT F Table 2 except as
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for
each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
impurities.
GRPBPTKG6 F1005B, F1005C, F1301, F1815, 30 TAC Chapter 115, Storage of Tank capacity is less than 1,000 gallons
F1816, F2866, F603, TOTES VOCs
GRPBPTKG6 F1005B, F1005C, F1301, F1815, 40 CFR Part 60, Subpart Kb Tank capacity is less than 40 cubic meters (10,567
F1816, F2866, F603, TOTES gallons).
GRPBPTKG6 F1005B, F1005C, F1301, F1815, 40 CFR Part 63, Subpart F Tank does not meet the MACT F definition of
F1816, F2866, F603, TOTES “storage tank” because its capacity is less than
38m3 (10,040 gal).

GRPBPTK?7 F1003A 40 CFR Part 60, Subpart Kb Tank capacity is less than 75 cubic meters (19,800
gallons)

GRPBPTK?7 F1003A 40 CFR Part 63, Subpart F Tank does not meet the MACT F definition of
“storage tank” because its capacity is less than 38
m3 (10,040 gal).

GRPBPTK9 F1002B, F1003B 40 CFR Part 60, Subpart Kb HON Groupl or Group 2 storage vessels are not
required to comply with NSPS Kb.

GRPSOAP F225, F306, F322, F395, F396, F398, | 30 TAC Chapter 115, Storage of Tank capacity is equal or less than 1,000 gallons.

F399, F400, F-401, F402, F403, VOCs
F404, F410, F463, F509
GRPSOAP F225, F306, F322, F395, F396, F398, |40 CFR Part 60, Subpart Kb Tank capacity is less than 40 cubic meters (10567
F399, F400, F-401, F402, F403, gallons)
F404, F410, F463, F509
GRPSOAP F225, F306, F322, F395, F396, F398, |40 CFR Part 63, Subpart F Tanks do not meet the MACT F definition of

F399, F400, F-401, F402, F403,
F404, F410, F463, F509

“storage tank” because its capacity is less than 38
cubic meters (10040 gallons)
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for

each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
GRPVNTHON1 D102,D1030, D104, D201, D203, 40 CFR Part 60, Subpart NNN Process unit does not produce any of the chemicals
D2140, D2230, D2290, D2330, listed in 60.667.
D2410, D2420, D2430, D2510,
D2520, D2540, D2610, D2620,
D2630, D2640, D2720, D2740,
D2750,D2770, D2830, D2831,
D2832,D2833, D2840, D2860,
D2870, D2880, D2890, D3140,
D3150,D3210, D3230, D3250,
D3330, D3410, D3420, D3430,
D3440, D3510, D3520, D3540,
D3610, D3620, D3630, D3640,
D3720, D401, D402, D403, D404,
D501, D502, D601, D602, D605,
D702, D703, D704, D705, D707,
D803, D804, D805, D902, D903,
D905, D951
GRPVNTMON1 D1501, D1502, D1503, D1510, 40 CFR Part 60, Subpart NNN The facilities will comply with 40 CFR Part 63,
D1520, D1530, D1591, D1592, Subpart FFFF requirements for Group 1 process
D1593 vents in lieu of complying with 40 CFR Part 60,
Subpart NNN.
GRPVNTREGV D807, E1750A, E1750B 40 CFR Part 60, Subpart III Unit operation is not a distillation unit per
definition.
GRPVNTREGV D807, E1750A, E1750B 40 CFR Part 60, Subpart K Unit operation is not a storage vessel per
definition.
GRPVNTREGV D807, E1750A, E1750B 40 CFR Part 60, Subpart NNN Unit operation is not associated with a distillation
operation.
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for

each emission unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units

GRPVNTREGV D807, E1750A, E1750B 40 CFR Part 60, Subpart RRR Unit operation is not a reactor process per
definition.

GRPVNTREGV D807, E1750A, E1750B 40 CFR Part 63, Subpart F Unit Operation is not a distillation unit, air
oxidation reactor, reactor or storage tank per
definition.

GRPVNTREGV D807, E1750A, E1750B 40 CFR Part 63, Subpart H Unit Operation is not a regulated surge control
vessel per vessel capacity.

GRPWWG2HON F207,F2411, F2541, F2740, F2840, |30 TAC Chapter 115, Industrial The facility does not receive an affected VOC

F2860, F2881, F2884, F2892, F601, |[Wastewater Wastewater Stream by definition.
F704, F903, FO04
GRPWWG2MON F1503, F1530, F1593 30 TAC Chapter 115, Industrial The facility does not receive an affected VOC
Wastewater wastewater stream by definition.

LAB N/A 40 CFR Part 63, Subpart F The HON provisions do not apply to Research and
Development Facilities

LAB N/A 40 CFR Part 63, Subpart FFFF The MON provisions does not apply to Research
and Development Facilities

P7FUG N/A 40 CFR Part 63, Subpart FFFF Equipment does not meet definition of “in organic
HAP service” since the fugitive equipment does not
contain or contact a fluid that has at least 5 % wt
HAP.

PROP1TBHP N/A 40 CFR Part 63, Subpart F Unit does not include a regulated HAP.

UIC N/A 30 TAC Chapter 115, Industrial Off-site underground injection control not owned

Wastewater or operated by Lyondell Chemical Company.
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New Source Review Authorization References

The New Source Review authorizations listed in the table below are applicable requirements
under 30 TAC Chapter 122 and enforceable under this operating permit.

Title 30 TAC Chapter 116 Permits, Special Permits, and Other Authorizations (Other Than

Permits By Rule, PSD Permits, or NA Permits) for the Application Area.

Authorization No.: 1409

Issuance Date: 09/04/2006

Authorization No.: 18327

Issuance Date: 04/08/2013

Authorization No.: 20122

Issuance Date: 12/21/2005

Authorization No.: 9395

Issuance Date: 03/31/2011

Permits By Rule (30 TAC Chapter 106) for

the Application Area

Number: 106.124 Version No./Date: 09/04/2000
Number: 106.261 Version No./Date: 11/01/2003
Number: 106.262 Version No./Date: 11/01/2003
Number: 106.263 Version No./Date: 11/01/2001
Number: 106.264 Version No./Date: 09/04/2000
Number: 106.265 Version No./Date: 09/04/2000
Number: 106.355 Version No./Date: 11/01/2001
Number: 106.373 Version No./Date: 09/04,/2000
Number: 106.412 Version No./Date: 09/04/2000
Number: 106.433 Version No./Date: 09/04/2000
Number: 106.452 Version No./Date: 09/04/2000
Number: 106.454 Version No./Date: 11/01/2001
Number: 106.472 Version No./Date: 09/04/2000
Number: 106.473 Version No./Date: 09/04/2000
Number: 106.476 Version No./Date: 09/04/2000
Number: 106.478 Version No./Date: 09/04/2000
Number: 106.492 Version No./Date: 09/04/2000
Number: 106.511 Version No./Date: 09/04,/2000
Number: 106.512 Version No./Date: 09/04/2000
Number: 106.532 Version No./Date: 09/04/2000
Number: 106 Version No./Date: 09/12/1989

Renewal- Draft Page 212



New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.

AB1 PG LOADING 9395

AB2 PG LOADING 9395

AB3 PO LOADING 9395

AB4 PO LOADING 9395

AB5S PO LOADING 9395

AB6 PO LOADING 9395

AB7 PO LOADING 9395

AIR101N STATIONARY RECIPROCATING INT COMB ENGINES 106.512/09/04/2000
AIR101S STATIONARY RECIPROCATING INT COMB ENGINES 106.512/09/04/2000
AIR201E STATIONARY RECIPROCATING INT COMB ENGINES 106.512/09/04/2000
AIR201W STATIONARY RECIPROCATING INT COMB ENGINES 106.512/09/04/2000
ANALYZER PLANT ANALYZERS 9395

B1501A BPI EMERGENCY FLARE 9395

B1501B BPII EMERGENCY FLARE 9395

B1501C BPIII EMERGENCY FLARE 9395

B1550 CONTINUOUS FLARE 9395

B1751 HOT OIL FURNACE 9395

B1780 CRU FEED COMBUSTION 18327

B2890 HOT OIL FURNACE 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR

authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
B8O1N&S PROCESS HEATER STACK 9395
B901 PREHEATER 9395
B902A PREHEATER 9395
B902B PREHEATER 9395
B902C PREHEATER 9395
BLOFUG PO/TBA & DERIVATIVE FUGITIVES 9395, 106.261/11/01/2003, 106.262/11/01,/2003,
106.263/11/01/2001
CD1 ISOBUTYLENE LOADING 9395
CD2 ISOBUTYLENE LOADING 9395
CD3 ISOBUTYLENE LOADING 9395
CD4A DPG & TPG LOADING 9395
CD4B ISOBUTYLENE LOADING 9395
CD5A ISOBUTYLENE LOADING 9395
CD5B PG LOADING 9395
CD6A PG LOADING 9395
CD6B PO LOADING 9395
CD7A PM LOADING 9395
CD7B PO LOADING 9395
CDS8A DPM LOADING 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
CDS8B PO LOADING 9395
CTC COOLING TOWER CHEMICAL TOTES 9395
D102 DEPROPANIZER D.S. 9395
D1030 PO SCRUBBER 9395
D103A OXIDIZER R.S. 9395
D103B OXIDIZER R.S. 9395
D104 OXIDIZER VENT ABSORBER D.S. 9395
D1501 TBA COLUMN D.S. 9395
D1502 TBA SCRUBBER D.S. 9395
D1503 TBHP COLUMN D.S. 9395
D1510 TBA COLUMN D.S. 9395
D1520 TBA SCRUBBER D.S. 9395
D1530 TBHP COLUMN D.S. 9395
D1591 TBA COLUMN D.S. 9395
D1592 TBA SCRUBBER 1409
D1593 TBHP DISTILLATION COLUMN 1409
D201 BP 1 HP DEBUTANIZER COLUMN 9395
D202 LP DEPROPANIZER D.S. 9395
D203 C4 SPLITTER D.S. 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
D204 D204 9395
D2110 OXIDIZER R.S. 9395
D2120 NO. 2 OXIDIZER R.S. 9395
D2130 DEPROPANIZER D.S. 9395
D2140 OXIDATION R.S. 9395
D2210 BP II HP DEBUTANIZER 9395
D2220 LP DEBUTANIZER D.S. 9395
D2230 C4 SPLITTER D.S. 9395
D2240 BUTANE STRIPPER 9395
D2290 ISOBUTANE VENT ABSORBER D.S. 9395
D2310 FIRST STAGE EPOXIDIZER R.S. 9395
D2321 BP II 2ND STAGE EPOX. 9395
D2322 BP II 2ND STAGE EPOX. 9395
D2323 BP II 2ND STAGE EPOX. 9395
D2330 EPOXIDIZER SCRUBBER 9395
D2410 HP DEPROPANIZER D.S. 9395
D2420 LP DEPROPANIZER D.S. 9395
D2430 C3 SPLITTER D.S. 9395
D2440 DE-ETHANIZER D.S. 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
D2510 CRUDE PO D.S. 9395
D2520 CRUDE TBA D.S. 9395
D2530 RECYCLE TBA SCRUBBER 9395
D2540 TBA RECOVERY D.S. 9395
D2610 LIGHT ENDS D.S. 9395
D2620 EXTRACTION D.S. 9395
D2630 STRIPPER D.S. 9395
D2640 PO D.S. 9395
D2710 THERMAL TREATING REACTORS 9395
D2715 THERMAL TREATING REACTORS 9395
D2720 STABILIZER D.S. 9395
D2730 ACETONE REMOVAL COLUMN 9395
D2740 WASTE WATER STRIPPER D.S. 9395
D2750 ARCONOL RERUN COLUMN 9395
D2770 BUTANE SCRUBBER D.S. 9395
D2820 1ST STAGE GLYCOL REACTOR 9395
D2821 2ND STAGE GLYCOL REACTOR 9395
D2822 3RD STAGE GLYCOL REACTOR 9395
D2830 1ST EFFECT EVAPORATOR 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
D2831 2ND EFFECTIVE EVAPORATOR D.S. 9395
D2832 3RD EFFECTIVE EVAPORATOR D.S. 9395
D2833 4TH EFFECT EVAPORATOR D.S. 9395
D2840 LIGHTS STRIPPER D.S. 9395
D2860 DRYING D.S. 9395
D2870 TPG D.S. 9395
D2880 MPG D.S. 9395
D2890 MPG D.S. 9395
D2895 DPG REACTOR 9395
D301 BP I 1ST STAGE EPOXIDIZER 9395
D302-1 BP I 2ND STAGE EPOX. 9395
D302-2 BP I 2ND STAGE EPOX. 9395
D302-3 BP I 2ND STAGE EPOX. 9395
D302-4 BP I 2ND STAGE EPOX. 9395
D302-5 BP I 2ND STAGE EPOX. 9395
D302-6 PC REACTOR 9395
D303 EPOXIDIZER SCRUBBER D.S. 9395
D3110 OXIDIZER R.S. 9395
D3120 OXIDIZER R.S. 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
D3130 OXIDIZER R.S. 9395
D3140 DEPROPANIZER D.S. 9395
D3150 OXIDER VENT ABSORBER D.S. 9395
D3210 HP DEBUTANIZER D.S. 9395
D3220 LP DEBUTANIZER D.S. 9395
D3230 ISOBUTANE RECYCLE D.S. 9395
D3250 HI HP DEBUTANIZER D.S. 9395
D3310 FIRST STAGE EPOXIDIZER 9395
D3321 2ND STAGE EPOXIDIZER R.S. 9395
D3322 2ND STAGE EPOXIDIZER R.S. 9395
D3323 2ND STAGE EPOXIDIZER R.S. 9395
D3330 EPOXIDIZER SCRUBBER 9395
D3410 HP DEPROPANIZER D.S. 9395
D3420 LP DEPROPANIZER D.S. 9395
D3430 C3 SPLITTER D.S. 9395
D3440 DE-ETHANIZER D.S. 9395
D3510 CRUDE PO D.S. 9395
D3520 CRUDE TBA D.S. 9395
D3530 RECYCLE TBA SCRUBBER 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
D3540 TBA RECOVERY D.S. 9395
D3610 LIGHT ENDS D.S. 9395
D3611 LIGHT ENDS COLUMN BOTTOM STRIPPER 9395
D3620 EXTRACTION D.S. 9395
D3630 STRIPPER D.S. 9395
D3640 PROPYLENE OXIDE D.S. 9395
D3710 THERMAL TREATER 9395
D3715 THERMAL TREATERS 9395
D3720 TBA FRACTIONATOR 9395
D401 HP DEPROPANIZER D.S. 9395
D402 LP DEPROPANIZER D.S. 9395
D403 C3 SPLITTER D.S. 9395
D404 DEETHANIZER D.S. 9395
D501 CRUDE PO COLUMN D.S. 9395
D502 CRUDE ARCONOL COLUMN D.S. 9395
D503 RECYCLE TBA SCRUBBER 9395
D601 ACETONE/TBA RECOVERY D.S. 9395
D602 SLOP PO HEAVIES D.S. 9395
D605 PM ISOMER COLUMN D.S. 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
D606 GLYCOL FEED CAUSTIC TREATER 9395
D701 THERMAL TREATING REACTOR 9395
D702 STABILIZER D.S. 9395
D703 ACETONE REMOVAL COLUMN 9395
D704 WASTEWATER STRIPPER D.S. 9395
D705 ARCONOL RERUN COLUMN D.S. 9395
D707 BUTANE D.S. 9395
D801 ETHERS REACTOR TANK 9395
D802A1 ETHERS PIPELINE REACTOR A 9395
D802A2 ETHERS PIPELINE REACTOR A 9395
D802A3 ETHERS PIPELINE REACTOR A 9395
D802B ETHERS PIPELINE REACTOR B 9395
D802C ETHERS PIPELINE REACTOR C 9395
D803 PM/MEOH STRIPPER D.S. 9395
D804 PM COLUMN D.S. 9395
D805 DPM COLUMN D.S. 9395
D807 REACTOR FEED DRUM 9395
D901A TBA DEHYRAION REACTOR (IC4=) 9395
D901B TBA DEHYRAION REACTOR (IC4=) 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
D901C TBA DEHYRAION REACTOR (IC4=) 9395
D901D TBA DEHYRAION REACTOR (IC4=) 9395
D902 ISOBUTYLENE SCRUBBER D.S. 9395
D903 WASTEWATER STRIPPER D.S. 9395
D904 LIGHT ENDS AND DRYING TOWER D.S. 9395
D905 ISOBUTYLENE RERUN D.S 9395
D951 ISOBUTYLENE SCRUBBER D.S. 9395
DEGREASER1 DEGREASER 9395
E1750A WEFE THIN FILM EVAPORATOR D.S. 9395
E1750B WIPED FILM EVAPORATOR D.S. 9395
El PROPYLENE UNLOADING 9395
E2A LPG UNLOADING 9395
E2B PROPYLENE UNLOADING 9395
E3 PROPYLENE UNLOADING 9395
E4A PROPYLOLENE UNLOADING 9395
E4B PO UNLOADING 9395
E5A PROPYLOLENE UNLOADING 9395
E5B ISOBUTYLENE UNLOADING 9395
EGA PROPYLENE UNLOADING 106.472/09/04/2000
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
EMG101 PLANT 1 EMERGENCY GENERATOR 106.511/09/04/2000
EMG201 PLANT 2 EMERGENCY GENERATOR 106.511,/09/04/2000
EMG301 PLANT 3 EMERGENCY GENERATOR 106.511,/09/04/2000
EMG401 RADIO BUILDING EMERGENCY GENERATOR 106.511,/09/04/2000
EMG501 EMERGENCY GENERATOR 106.511,/09/04/2000
EMG601 RADIO TOWER EMERGENCY GENERATOR 106.511,/09/04/2000
F1001A PO STORAGE TANK 9395
F1001B PO STORAGE TANK 9395
F1001C PROPYLENE OXIDE PRODUCT TANK 9395
F1001D PROPYLENE OXIDE 9395
F1001E UPGRADE SLOP PO STORAGE SPHERE 9395
F1002A TBA HEAVIES 9395
F1002B PO FEED TO ETHERS 9395
F1002C PROPYLENE OXIDE STORAGE 9395
F1002D PROPYLENE OXIDE PRODUCT TEST TANK 9395
F1002E PROPYLENE OXIDE PRODUCT TEST TANK 9395
F1002F PROPYLENE OXIDE PRODUCT TEST TANK 9395
F1002G PROPYLENE OXIDE 9395
F1002H PROPYLENE OXIDE 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
F1002] PROPYLENE OXIDE 9395
F1003A OFF SPECIFICATION PO 9395
F1003B OFF SPECIFICATION PO 9395
F1003C SLOP PO STORAGE TANK 9395
F1003D SLOP PO STORAGE TANK 9395
F1004A PROPYLENE CARBONATE PRODUCT 9395
F1004B PROPYLENE CARBONATE PRODUCT 9395
F1004C PO PURIFICATION SURGE TANK 9395
F1004D CRUDE PROPYLENE OXIDE 9395
F1005B REFRIGERANT HEAD TANK 9395
F1005C REFRIGERANT HEAD TANK 9395
F101 D-102 REFLUX DRUM 9395
F1101A DPG TEST STORAGE TANK 9395
F1101B DPG TEST STORAGE TANK 9395
F1101C PM TEST STORAGE TANK NO.1 9395
F1101D PM TEST STORAGE TANK NO. 2 9395
F1102A MPG PRODUCT STORAGE TANK 9395
F1102B MPG PRODUCT STORAGE TANK 9395
F1102C PG PRODUCT STORAGE TANK 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
F1102D LOW ODOR MPG STORAGE TANK 9395
F1103A DPM PRODUCT TEST TANK 9395
F1103B DPM PRODUCT TEST TANK 9395
F1103C TPG TEST STORAGE TANK 9395
F1103D TPG TEST STORAGE TANK NO.2 9395
F1104A GLYCOL RERUN TANK 9395
F1104B GLYCOL RERUN TANK 9395
F1104C DPG PRODUCT STORAGE TANK 9395
F1105A MPG TEST TANK 9395
F1105B MPG TEST TANK 9395
F1108 TPM HEAVIES PRODUCT STORAGE 9395
F1109 TPG BOTTOMS TANK 9395
F1110 DPG 9395
F1162 TPG TANK 9395
F1164 DPM PRODUCT TANK 9395
F1165 SLOP TANK 9395
F1166 METHANOL STORAGE TANK 9395
F1204 50% CAUSTIC STORAGE TANK 9395
F1205 20% CAUSTIC STORAGE TANK 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
F1206B OCTANE SOLVENT 9395
F1207 CRUDE PROPANE TANK 9395
F1208A CRUDE TBA STORAGE 9395
F1208B CRUDE TBA STORAGE 9395
F1208C CRUDE TBA STORAGE 9395
F1209A TBA FEED STOCK TANK 9395
F1209B TBA FEED STOCK TANK 9395
F1209C TBA PRODUCT STORAGE TANK 9395
F1210 CRUDE ACETONE TEST TANK 9395
F1214 CRUDE ACETONE TEST TANK 9395
F1215 ISOBUTYLENE RECOVERY TANK 9395
F1216 CRUDE ACETONE TANK STORAGE 9395
F1217 LIQUID FUEL STORAGE TANK 9395
F1219 D-601 FEED TANK 9395
F1250A TEBOL STORAGE TANK 9395
F1250B TEBOL STORAGE TANK 9395
F1266 CATALYST STORAGE TANK 9395
F1280 TPG TANK 9395
F1301 OVERFLOW LOADING DRUM 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.

F1302 TBHP OVERFLOW LOADING TANK 9395

F1410 FIREWATER TANK 9395

F1411 BPII FIREWATER PUMP - DIESEL 9395

F1413 BPI EMERGENCY GENERATOR - DIESEL 9395

F1414 BPII EMERGENCY GENERATOR - DIESEL 9395

F1415 BPIIl EMERGENCY GENERATOR - DIESEL 9395

F1416 ADMIN BUILDING - GASOLINE 9395

F1418 MAINTENANCE LAYDOWN - DIESEL 106/09/12/1989
F1419 MAINTENANCE LAYDOWN - GASOLINE 106/09/12/1989
F1454 BPII FIREWATER TANK 9395

F1455A BPII FIREWATER PUMP - DIESEL 9395

F1455B BPII FIREWATER PUMP - DIESEL 9395

F1456 BPIII FIREWATER PUMP - DIESEL 9395

F1457A BPIII EMERGENCY GENERATOR - DIESEL 9395

F1457B BPIII EMERGENCY GENERATOR - DIESEL 9395

F1503 D1503 BOTTOMS 20122

F1505A TBHP TEST TANK 9395

F1505B TBHP SLOT TANK 9395

F1505C TBHP TEST TANK 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
F1505D TBHP STORAGE TANK 9395
F1505E TBHP-70 STORAGE TANK 9395
F1505F TBHP STORAGE TANK 9395
F1505G TBHP-70 STORAGE TANK 9395
F1505H TBHP PRODUCT TANK 9395
F1508A TBHP DECANTER TANK 9395
F1508B TBHP SLOP TANK 9395
F1530 D1530 BOTTOMS 20122
F1557 CONTINUOUS FLARE KNOCK-OUT DRUM 9395
F1558 CONTINUOUS FLARE KNOCK-OUT DRUM 9395
F1559 CONTINUOUS FLARE SEAL KNOCK-OUT DRUM 9395
F1590 DI WATER 1409
F1593 D1593 BOTTOMS 20122
F1661 F1661 SUMP 20122
F1670A WASTEWATER STORAGE TANK 20122
F1670B WASTEWATER STORAGE TANK 20122
F1670C WASTEWATER STORAGE TANK 20122
F1678 BP I WASTEWATER COLLECTION DRUM 20122
F1679 BP I WASTEWATER COLLECTION DRUM 20122
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
F1680 BP IIT WASTEWATER COLLECTION DRUM 20122
F1681 TBHP3 WW TANK 1409
F1730 RESIDUE STORAGE TANK 9395
F1750 RESIDUE STORAGE TANK 9395
F1753B HOT OIL EXPANSION TANK 9395
F1760 RESIDUE STORAGE TANK 9395
F1770 RESIDUE STORAGE TANK 9395
F1780 WFE BOTTOM FEED STORAGE TANK 9395
F1781 HOPPER (CATALYST) 9395
F1782 DI WATER 9395
F1785 BAGHOUSE 18327
F1801A SULFURIC ACID TANK 9395
F1801B SULFURIC ACID TANK 9395
F1801D SULFURIC ACID TANK 9395
F1803 POTABLE WATER TANK 9395
F1804 POTABLE WATER TANK 9395
F1807 HYDRO-PNEUMATIC TANK 9395
F1814 BLEACH TANK FOR COOLING TOWER 9395
F1815 BP3 INHIBITOR 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
F1816 BP3 DISPERSANT 9395
F201 D201 REFLUX DRUM 20122
F205 D204 REFLUX DRUM 20122
F207 HP DEBUTANIZER CAUSTIC DECANTER 9395
F2211 HP DEBUTANIZER CAUSTIC DECANTER 20122
F225 BPI DETERGENT TANK 9395
F2340 CATALYST SOLVENT SURGE TANK 9395
F2350 FIRST STAGE CATALYST DISSOLVING R.S. 9395
F2351 HOPPER 9395
F2410 D2410 REFLUX DRUM 20122
F2411 D2410 REFLUX DRUM 20122
F2430 D2430 REFLUX DRUM 20122
F2440 DE-ETHANIZER REFLUX DRUM 20122
F2541 D2540 EJECTOR CONDENSATE DRUM 20122
F2612 GLYCOL WATER DECANTER 20122
F2740 F2740 REFLUX DRUM 20122
F2835 CRUDE GLYCOL TANK 9395
F2840 D2840 REFLUX DRUM 20122
F2860 D2860 REFLUX DRUM 20122
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
F2866 SLOP MPG TANK 9395
F2881 EJECTURE SURGE DRUM 20122
F2884 G2884 KNOCK-OUT 20122
F2892 EJECTOR HOT WELL 9395
F2895 BP II CATALYST MIX DRUM 9395
F301 PC CATALYST SOLUTIONS R.S. 9395
F306 BPI DETERGENT TANK 9395
F3140 D3140 REFLUX DRUM 20122
F3210 D3210 REFLUX DRUM 9395
F3211 HP CAUSTIC DECANTER 20122
F322 BPIII DETERGENT TANK 9395
F3230 D3230 REFLUX DRUM 20122
F3250 D3250 REFLUX DRUM 20122
F3342A CATALYST SURRY DRUM 9395
F3342B CATALYST SLURRY DRUM 9395
F3350 CATALYST DISSOLVING R.S. 9395
F3360 CATALYST DISSOLVING R.S. 9395
F3410 D3410 REFLUX DRUM 20122
F3411 D3410 REFLUX DRUM 20122
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
F3430 D3430 REFLUX DRUM 20122
F3440 D3440 REFLUX DRUM 20122
F3612 GLYCOL WATER DECANTER 20122
F395 BPIII DETERGENT TANK 9395
F396 BPIII DETERGENT TANK 9395
F398 BPII DETERGENT TANK 9395
F399 BPII DETERGENT TANK 9395
F400 BPI DETERGENT TANK 9395
F-401 BPII DETERGENT TANK 9395
F401 D401 REFLUX DRUM 9395
F402 BPII DETERGENT TANK 9395
F403 BPII DETERGENT TANK 9395
F404 DETERGENT TANK 9395
F410 BPII DETERGENT TANK 9395
F463 BPII DETERGENT TANK 9395
F509 BPIII DETERGENT TANK 9395
F551 PC PRODUCT 9395
F601 D601 BUTTONS 20122
F603 TBA SIDE DRAW DRUM 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.

F609A PO TREATMENT 20122
F609B SLOP PO TREATMENT SYSTEM 20122
F611 SPENT CAUSTIC TANK 9395
F704 D704 BOTTOMS 20122
F903 D903 BOTTOMS 20122
F904 D904 REFLUX DRUM 20122
FTRACK RAIL CAR LOADING RACK 106.472/09/04,/2000
FUGPNT SURFACE COATING/ABRASIVE BLASTING 9395
G-1406 PLANT 2 FIREWATER PUMP 106.511,/09/04/2000
G-1414A STATIONARY RECIPROCATING INT. COMB. ENGINES 106.511,/09/04/2000
G-1414B FIREWATER PUMP 9395, 106.511,/09/04,/2000
G-1415A PLANT 3 FIREWATER PUMP 106.511,/09/04/2000
G-1415B PLANT 3 FIREWATER PUMP 106.511,/09/04/2000
LAB LAB EXHAUST VENTS 9395
LR1 TBHP TRUCK LOADING 1409
LR2A PM/DPB LOADING 9395
LR2B DPM LOADING 9395
LR2C PM LOADING 9395
LR3 METHANOL UNLOADING 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
LR4A TBA/HEAVIES UNLOADING 9395
LR4B TBA & MMK UNLOADING AND LOADING 9395
LR4C TPG LOADING 9395
LR5 MMK LOADING 9395
LR7 WEFE FEED LOAD/UNLOAD 9395
LRSA WEE FEED/BOTTOMS UNLOADING AND LOADING 9395
LR8B WEFE DISTILLATE LOADING 9395
M1781 BAG FILTERS 18327
M1782 BAG FILTERS 18327
P7FUG FUGITIVES MON UNITS 1409
PO9FUG FUGITIVES PLANT 3 CRU 18327
PROBPCT1 PROCESS 9395
PROPI1ETHER PLANT 1 ETHERS HON PROCESS 9395
PROPIPOTBA PLANT 1 PO/TBA HON PROCESS 9395
PROP1PRCAR PLANT 1 PROPYLENE CARBONATE HON PROCESS 9395
PROP1TBHP PLANT 1 TBHP PROCESS 1409
PROP2GLYC PLANT 2 GLYCOL HON PROCESS 9395
PROP2POTBA PLANT 2 PO/TBA HON PROCESS 9395
PROP3POTBA PLANT3 PO/TBA HON PROCESS 9395

Renewal- Draft Page 234



New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.

T10 PG LOADING 9395

T11 SODIUM METHYLATE UNLOADING 9395

T12 PG LOADING 9395

T13 PG/DPG UNLOADING 9395

T14 PG/DPG UNLOADING 9395

T15 50% CAUSTIC UNLOADING 9395

T16 SULFURIC ACID (F1801A) UNLOADING 9395

T17 SULFURIC ACID (F1801B) UNLOADING 9395

T18 SULFIRIC ACID (F1801C) UNLOADING 9395

T19 SULFURIC ACID (F1801D) UNLOADING 9395

T1 PROPYLENE UNLOADING 1409, 9395

T21 WFE UNLOADING 106.472/09/04/2000
T22 SPENT CAUSTIC 106.472/09/04/2000
T23 SATELLITE T/T LOADING BP2 NORTH T.F. 9395

T24 OCTANE SOLVENT UNLOADING 9395

T25 SPENT CAUSTIC LOADING 9395

T26 WFE BOTTOMS UNLOADING 9395

T27 SULFURIC ACID (F1675) UNLOADING 9395

T2 PROPYLENE UNLOADING 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.

T3 LPG UNLOADING 9395

T4 N-BUTANE LOADING 9395

TS5 DPG LOADING 9395

T6B ISOBUTYLENE LOADING 106.472/09/04/2000
T6 PO LOADING 9395

T7 ISOBUTYLENE LOADING 9395

T8C ISOBUTYLENE LOADING 106.472/09/04,/2000
TBHPDL DRUM LOADING 1409

TOTES TOTE TANKS 9395

U1602 PLANT 1 IBL SUMP 20122

Ul1621 BPIIl AREAL SUMP 20122

U1630 PLANT 2 IBL SUMP 20122

U1640 PLANT 3 IBL SUMP 20122

U1650 PLANT 3 OBL SUMP 20122

U1660 PLANT 1 OBL SUMP 20122

U1662 F1662 SUMP 20122

U1665 PLANT 2 OBL SUMP 20122

U1673 WASTEWATER AREA SUMP 20122

U1801 BPI COOLING TOWER 9395
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit. The NSR
authorizations are applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.

U1802 BPII COOLING TOWER 9395

U1803 BPIII COOLING TOWER 9395

UIC WASTEWATER TREATMENT UNDERGROUND INJECTION 20122

UNLOADING SITE UNLOADING 106.472/09/04/2000

WWCSBP1 WASTEWATER CONVEYANCE SYSTEM - GROUP 1 20122

WWCSBP2 WASTEWATER CONVEYANCE SYSTEM - GROUP 1 20122

WWCSBP3 WASTEWATER CONVEYANCE SYSTEM - GROUP 1 20122
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Schedules
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Compliance Schedule

A. Compliance Schedule

1. Specific Non-Compliance Situation

Unit/Group/ SOP Pollutant Applicable Requirement
Process ID. Index No. . .

No(s). Citation Text Description
PROP1TBHP, LR1, |63FFFF VOC 63.2435 YOU ARE SUBJECT TO THE
GRPWWG2MON, REQUIREMENTS IN THIS SUBPART IF
GRPWNTMONI1 YOU OWN OR OPERATE

MISCELLANEOUS ORGANIC
CHEMICAL MANUFACTURING
PROCESS UNITS (MCPU)

2. Compliance Status Assessment Method and Records Location

Compliance Status Assessment Method Location of Records/Documentation
Citation Text Description
63.2435(b) An MCPU is subject to the Onsite

requirements if it produces a
specific material or family of
materials.

3. Non-compliance Situation Description

The MCPU currently considered subject to the MON may not actually be subject to it based on
the products produced. If the MCPU is subject, not all sources may have been appropriately
evaluated. Because of the MON regulatory overlap provisions, if the MCPU is not subject to the
MON, there may be other regulations that are applicable that may have been considered
superseded and should still be applicable.

4. Corrective Action Plan Description

Evaluate specific MCPU products and MON regulatory applicability. If subject, for Group 1
sources verify that the current controls are compliant. If not subject, determine what rules are
applicable and what controls, monitoring, recordkeeping, and reporting are required.

5. List of Activities/Milestones to Implement the Corrective Action Plan

1 Determine MON applicability for existing MCPU - 12/2016

2 If subject to MON, identify all process vents, loading, storage tank, and wastewater
sources potentially subject to the MON at 40 CFR 63 Subpart FFFF including Group 1 or
Group 2 applicability. If not subject to the MON, identify other applicable regulations
that may have been superseded - 12/2017

3 If MON Group 1 sources are identified, or other applicable regulations are applicable,
confirm the existing controls are compliant or necessary changes - 6/2018

4 Complete any control equipment changes - 3/2024 (estimated date of next scheduled
outage)

Renewal- Draft Page 239



6. Previously Submitted
Compliance Plan(s)

Type of Action

Date
Submitted

N/A

7. Progress Report Submission

Schedule

PROGRESS REPORTS WILL BE SUBMITTED EVERY 6
CALENDAR MONTHS STARTING AT RENEWAL OF THIS

FOP.
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Alternative Requirement
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8 T UNITED STATES ENVIRONMENTAL PROTECTION AGENCY

. REGION 6
(\o ‘5 1445 ROSS AVENUE, SUITE 1200

M DALLAS, TX 75202-2733

ocT 0 8 200

Mr. Don Holloway REGE“\FED

Environmental Superintendent
Lyondell Chemical Company
10801 Choate Road Environmental Dept.
Pasadena, TX 77507

]

Re:  Request for Waiver of Flare Performance Testing
Request for Alternative Monitoring Period
Lyondell Chemical Company
TCEQ Account No. HG-0537-0

Dear Mr. Holloway:

This letter is in response to a letter from Lyondell Chemical Company (“Lyondell”) dated
March 6, 2003, The forwarded information included your original submittal as well as subsequent
correspondence with TCEQ. You have requested a waiver of testing from for your POYTBA flare,
which is subject to 40 CFR. 63.11, located at your Bayport facility in Bayport, TX.

You stated in your request that your Bayport facility continuously monitors the flow and
net heating value combusted in your continuous flare. You requested a waiver from performance
testing pursuant to 40 CFR 60.8(b)(4) and 40 CFR 63.7(e}N2){iv). You stated that the basis for
this request was that compliance could be demonstrated using the installed flow meter (Meriam
Accutube 25D inline pitot tube) and calorimeter {(Union Model CW 95/H fast-response-
calorimeter). Your submittal included a previous determination made by EPA in which
performance testing for flow measurement was granted using similar equipment to that which
Lyondell uses. You also requested that the monitoring and reporting of compliance for heating
value and velocity be made on a one hour average. You submitted data which compared the
results of the calorimeter against the heating value determined by a Method 18 test. In
subsequent telephone conversations with Anupa Ahuja of my staff, you explained that the flow
rate is measured in pounds and converted to ft/sec. When the velocity of the stream approaches
60 fi/sec, the maximum allowable velocity of a stream with a heat value of 300 BTU/scf, the gas
stream heat value is automatically increased about 300 BTU/scf by adding natural gas. The
amount of natural gas needed is determined using the equation in 40 CFR 60, 18{f){5).

EPA Region 6 has examined the data you submitted with respect to your calorimeter.
For the three runs, you provided calorimeter data as well as the heating value determined using
Method 18, The greatest difference between the two methods was an overestimation of the
heating value of the stream by 33 BTU/scf, measured by the calorimeter. In this run, the
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2 .
calorimeter determined the heating value to be 353 BTU/scf, while the Method 18 determined the
heating value to be 320.5 BTU/scf. Therefore, the minimum BTU value as measured by the
calorimeter must be set at 333 BTU/scf. In conversations with Anupa Ahuja, you stated that
Lyondell will maintain this minimum heating value, with the set point of the system at 350
BTU/scf, and an alarm at 340 BTU/scf.

Based upon the data you submitted and previous determinations, EPA Region 6 makes the
following determinations about the PO/TBA flare at the Lyondell Bayport facility:

1. Pursuant to 40 CFR 60.8(b)(4) and 40 CFR 63.7(e)(2)(iv), EPA grants the waiver of
performance testing for flow measurement and heat content for the PO/TBA flare since the
facility has demonstrated compliance using alternate means.

2. As a condition of this waiver, the minimum heating value of the stream is set at 333 BTU/scf.
Lyondell Bayport must report any one hour periods in which monitoring indicates that the average
heating value of the stream sent to the flare has fallen below 333 BTU/scf.

3. As a condition of the waiver, Lyondell Bayport must report any one hour periods in which the
average velocity of the stream exceeds the velocity limit as calculated using the equation in 40
CFR 60.18(f)(5).

This approval of an AMP is based on the information submitted to EPA Region 6 on
March 6, 2003. If any information is found that would reverse this determination, then it would
become invalid and a new determination would be needed.

If you have any questions concerning this determination, please contact Ms. Anupa Ahuja
Fok

of my staff at (214) 665-2701.
/Si% /2) u
<

William K. Honker, P.E.

Chief

Air/Toxics and Inspection
Coordination Branch

cc:  Jeff Greif (TCEQ)
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Appendix A
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Acronym List

The following abbreviations or acronyms may be used in this permit:

N 21 actual cubic feet per minute
7L (L alternate means of control
N SRR Acid Rain Program
ASTM et American Society of Testing and Materials
337 N Beaumont/Port Arthur (nonattainment area)
LN L TSRS Compliance Assurance Monitoring
0 control device
L0 1% continuous opacity monitoring system
L S closed-vent system
|4 S Dallas/Fort Worth (nonattainment area)
S Designated Representative
1 SR El Paso (nonattainment area)
1 emission point
EPA s U.S. Environmental Protection Agency
L emission unit
| SLQAVANAN 11 <3 16 Do s 13 0 L £~ Federal Clean Air Act Amendments
S0 federal operating permit
L SRS grandfathered
GBI/ 100 SCE e e grains per 100 standard cubic feet
N S S hazardous air pollutant
| 4 J Houston/Galveston/Brazoria (nonattainment area)
5 OO hydrogen sulfide
1D [0 TSRS identification number
0174 o pound(s) per hour
LA 00 0338 17 0 Million British thermal units per hour
12 2 S monitoring, recordkeeping, reporting, and testing
N A et e e e e e e e e e e e e e e e eEeeEeeEeeEeeeeeEeeneeeeereseeseeseenaee nonattainment
2N not applicable
N D) National Allowance Data Base
L SRS nitrogen oxides
JAU 20 S New Source Performance Standard (40 CFR Part 60)
) New Source Review
()] 2 I SRS Office of Regulatory Information Systems
24 o TSRS TRPTRSRP lead
R S Permit By Rule
5 particulate matter
00001 parts per million by volume
S 5 prevention of significant deterioration
2 SR Responsible Official
I O sulfur dioxide
TCEQ ittt ettt s er s s s e e s sesr e e s e sne e s sneessesnneesennns Texas Commission on Environmental Quality
1 S total suspended particulate
8 2 SRR true vapor pressure
L8 T United States Code
VO C ettt ettt s e e et e e e e e R e e e e e e e Rt e e e nenne e e e e e nan volatile organic compound
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